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ABSTRACT 

 
The primary objective of the research described in this report was to suggest 

improvements to the maintenance contracting process currently utilized by the South 

Carolina Department of Transportation (SCDOT).  A secondary research objective was to 

examine to what extent SCDOT could migrate more toward performance based, as 

opposed to method based, highway maintenance specifications. 

A comprehensive literature review indicated some states had successfully 

implemented performance based specifications for a wide range of maintenance activities 

whereas others had not.  Some states have adopted performance based specifications as 

part of a comprehensive asset management program whereby the contractor typically 

performs all routine maintenance activities within a specified geographic region.  The 

literature also indicated that performance based contracting is often driven by legislative 

mandates to outsource maintenance activities.  The literature review further indicated the 

Maintenance Rating Program (MRP) that has been implemented by the Florida 

Department of Transportation (FDOT) has the potential to serve as a template for 

examination and discussion within SCDOT. 

In an attempt to solicit input from the SCDOT maintenance contractor 

community, a survey was executed to document contractor perceptions with respect to 

cost, training, and ease of implementation issues associated with performance based 

specifications.  In general the contractors indicated that performance based specifications 



  

  
 

would increase the need for additional manpower training, but the additional cost of 

implementation would be minimal. 

In order to obtain input from SCDOT field maintenance personnel, brainstorming 

workshop sessions were conducted in all six SCDOT district offices.  Both the utilization 

of performance based specifications and the overall improvement of the SCDOT 

maintenance contracting process were discussed in the workshop sessions.  A document 

comparing the FDOT MRP to current SCDOT contracting practice was distributed to the 

district offices prior to the workshop sessions.  In general, the concept of performance 

based specifications was not well received by SCDOT maintenance personnel.  Budget 

concerns, district control of mowing cycles, and contractor performance were common 

issues raised by the workshop participants.  However, workshop participants endorsed a 

suggested contractor prequalification concept as a means of improving the maintenance 

contracting process.  Increased inspector training, the use of regional specifications, and 

the implementation of reasonable liquidated damages were among the additional 

suggestions put forth during the workshop sessions. 
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CHAPTER I 
 

INTRODUCTION 
 

 South Carolina Department of Transportation (SCDOT) has traditionally 

accomplished the majority of its maintenance work with its own forces and equipment.  

However, in the past several years, an increasing amount of their maintenance activities 

have been privatized, and this trend is expected to continue into the future.  Currently, 

SCDOT has been using Method Based Contracting (MBC) for most of its maintenance 

activities.  However, the department has not been satisfied with the results.   

 Due to these unsatisfactory results, key members of SCDOT formed a Research 

Steering Committee and began working with a team from Clemson University consisting 

of Dr. Lansford Bell and Troy Berkland.  Initially, the focus was to explore the 

development of PBC for maintenance activities currently awarded to contract and for 

activities still being considered for contract.  This objective was modified midway 

through the investigation by the SCDOT Research Steering Committee and the Clemson 

team to still include performance specifications, but to also include the exploration of 

other possible improvement concepts. 

Over the last ten to fifteen years, a few states and other agencies have explored 

the use of Performance Based Contracting (PBC).  Many of these states, plus a province 

in Canada, began their programs because they were mandated to do so by their 

legislature.  As with all new major changes, nearly all of them have experienced some 

level of difficulty in implementation.  In some cases, this difficulty has been severe 

enough to cause the agency to cancel their program entirely.  However, most agencies 
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have continued their development and implementation of Performance Based 

Contracting.   

 Though PBC has potential for being a solution for SCDOT, there are many 

obstacles the Department must face before it could be implemented.  The Department 

needs to be able to select contractors based on qualifications, price, and abilities instead 

of just on price alone.  Also, SCDOT personnel must be accepting of the change to PBC 

as well as overcome the engrained current contracting process. 
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CHAPTER II 
 

METHODOLOGY 

 
Research Steering Committee 

 
 David Cook, of SCDOT, led a Research Steering Committee composed of 

knowledgeable and helpful SCDOT personnel.  This group provided direction and 

feedback to the research team on a regular basis.  Progress reports were forwarded 

quarterly to the Research Steering Committee to update the committee on the research 

team’s progress.  The principal investigator, Dr. Lansford Bell, was critical to the success 

of the progress reports.  During the course of this research, the Research Steering 

Committee and the research team met every three months to discuss recent progress and 

to decide a path for future progress reports.  The Steering Committee also provided 

feedback on multiple areas of Performance Based Specifications and helped arrange the 

district workshops. 

 

Literature Review 

 The literature review began by examining other states that have implemented 

PBC, as well as other research regarding PBC.  Some of the states have had years of 

experience and great success with this type of contracting.  These states were very 

revealing, as the information was easy to obtain.  However, others with less experience or 

poorer experiences were far more difficult to obtain information.  Virginia and Florida, 

two states with positive experiences, were at an AASHTO/TRB Maintenance conference 
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in Charleston, SC the week of July 16th, 2006.  At this conference, they gave 

presentations focusing on how they have successfully implemented PBC.  During these 

presentations, the speakers also discussed the motivations behind the implementation, 

some of the difficulties experienced, and the advantages of PBC.  These presentations led 

to the pursuit of additional details and a comprehensive understanding of these and other 

states with successful PBC programs. 

 

District Workshops 

 During the course of this research, the Research Steering Committee and the 

Clemson research team decided to expand the focus of the research project to include 

other concepts of improving the current SCDOT contracting process.  To fully 

understand the current problems and to gather ideas of possible solutions, the research 

team began by conducting district workshops.  These district workshops comprised of 

SCDOT personnel who work in the districts and have hands-on knowledge of the current 

difficulties in the SCDOT maintenance contracts.  David Cook and others on the 

Research Steering Committee provided the research team with contact information and 

help setting up these beneficial meetings.   

 

Contractor Survey 

 As another component of this research project, it was deemed necessary by both 

the Research Steering Committee and the Clemson research team to probe into how PBC 

will affect contractors.  A survey was executed giving the contractor a quick explanation 

on the components of performance contracts and then asked them their opinions of these 
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components.  This survey asked the contractors to rate, from one to five, whether they 

strongly agreed or strongly disagreed with the statements in the survey.  Space was also 

provided to obtain additional written feedback.  Since the Steering Committee had 

expressed the desire to explore PBC on an individual task basis, additional questions 

were asked relating to each of those components.   
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CHAPTER III 

LITERATURE REVIEW 
 

 A comprehensive literature search was executed using sources such as the Federal 

Highway Administration (FHWA), the South Carolina Department of Transportation 

(SCDOT), the Transportation Research Board (TRB), the Transportation Research 

Information Services (TRIS) and the American Association of State Highway 

Transportation Officials (AASHTO).  The purpose of this search was to find background 

information that would help in defining the scope of the project, the current status of 

SCDOT contracts, and in gathering lessons learned from other states that have 

undertaken PBC. 

 

Recent SCDOT Contracts 

 
Four SCDOT contracts were analyzed: 31857 & 31858 (guardrail replacement), 

4620610 (pavement markings), 382761 (concrete culvert/drainage improvements), 34641 

& 34642 & 34643 (full depth patching, asphalt surface treatment, and pavement 

markings).  It was confirmed that these maintenance contracts were method based and, 

therefore, would require a great deal of supervision and scrutiny by SCDOT to 

administer.  The above mentioned contracts (with the possible exception of pavement 

markings and full depth patching) were deemed irrelevant to individual activity based 

PBC, as the SCDOT Research Steering Committee decided these maintenance activities 
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were not high priorities for South Carolina (Proposals for Roadway Improvement, 

Pavement Markings, Precast Culvert and Bid Invitation).   

During the course of this research, no recent South Carolina contracts concerning 

vegetative control were able to be obtained.  However, the 2000 version of the South 

Carolina Standard Specifications for Highway Construction, Division VI, Roadside 

Development was available.  This division describes the current SCDOT specifications 

concerning all aspects of vegetative control.  The main applicable topics include tree 

removal and trimming, seeding, planting, herbicide spraying, and mowing.  All of these 

topics appear to be mainly method based in nature.  The only slight deviation from this 

occurs with tree removal/trimming.  The tree removal/trimming section still states the 

engineer will select the individual trees to be removed or trimmed.  However, in contrast 

to the tree removal contract mentioned above, it describes payment based on acreage 

instead of on quantity and size of trees.  This makes this contract less of a method based 

contract, though still making it management intensive as the others (South Carolina 

Standard Specification for Highway Construction, Division VI, Roadside Development 

2000).  

Concepts Utilized in Other States 

 
According to an article, “Perspective on Maintenance and Operations,” Virginia, 

Florida, and Massachusetts have taken some of the most innovative approaches to road 

maintenance contracting.  Florida has implemented several geography-based contracts, in 

which the contractor is responsible for almost all maintenance activities on designated 

road segments. On three different sections of its interstate system, Virginia has 

implemented a performance-contracting approach, whereby the contractor is responsible 
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for achieving specified system performance and outcomes instead of carrying out 

traditional work specifications.  The Florida DOT has been measuring maintenance 

performance by using the Maintenance Rating Program (MRP) for nearly 10 years 

(Hamilton).  Further information on the MRP program can be found in chapter five. 

Florida’s PBC is part of their Florida Highway Asset Management Program.   

This program is the: 

Holistic approach used for decision making, investment analysis and management 
of transportation assets.  Asset management is the entire process from 
programming and planning to preservation of the system and is characterized by a 
solid policy framework, measurable objectives, and continuous performance 
monitoring, resulting in sound investment decisions with a customer focus (FL 
Asset Management Program). 

The objective of the contracts resulting from this Asset Management program is 

to allow the contractor to manage and perform all routine maintenance activities in a 

certain geographic area associated with roadway, structures, drainage, roadside, rest 

areas, wayside parks, vegetation and aesthetics, traffic services, structure inspection and 

incident management.  The contracts are lump sum contracts and usually have a duration 

of seven years, with a renewal option.  The contractor is expected to meet the 

performance specifications of the maintenance activities consistently throughout this 

period.  However, the contractor will be declared in default of contract if there is 

continued poor performance or a failure to perform in accordance with the performance 

specifications.  Florida developed the MRP program to rate the contractor’s work in 

accordance with the performance specifications (Highway Asset Management Contract).   

The MRP program provides a uniform contractor evaluation for maintenance 

features on the State Highway System.  The information contained in the MRP handbook 
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defines the method of conducting a visual and mechanical evaluation of routine highway 

maintenance conditions (Barry).  The State Maintenance Office randomly samples each 

period.  Each random sample is evaluated at 30 points per facility type or a minimum of 3 

per mile (Asset Management Contract, Asset Management Contracting & Handling of 

MRP Data).  A maintenance rating of 80 out of 100 is considered acceptable.  A team 

consisting of two people from a district office is responsible for collecting the MRP data 

and reporting the data as outlined by the MRP handbook (the MRP handbook can be 

found in Appendix B).  These personnel are initially trained in the MRP system and 

attend yearly training that targets revisions.  A yearly Quality Assessment Review (QAR) 

is conducted for each MRP team by a QAR team that consists of the State MRP Engineer 

and the MRP Team Supervisor (Barry).  The MRP handbook is produced and made 

available by the State Maintenance Office and is not available for free nor online.  The 

handbook provides the detailed information required for uniform and accurate data 

collection (Highway Asset Management Contract).   

A similar PBC program is being undertaken in British Columbia.  Information 

gathered from their department of transportation illustrates and promotes some of their 

long-term performance based projects.  It appears that these contracts focus on highway 

construction but also include maintenance to meet a set standard for as long as 30 years 

(Gilbertson).   

The Virginia Department of Transportation (VDOT) is undertaking a program 

called TAMS (Turnkey Asset Maintenance Services), which is very similar to Florida’s 

PBC program.  The first such contract was issued on March 17, 2005.  This contract was 

with a private company to manage the assets along a specified section of right-of-way.  
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For the first contract, the Virginia DOT issued a request for proposals that addressed all 

maintenance activities (roadway, drainage, structures, roadside, vegetation and aesthetics, 

traffic services, rest areas, and incident management) for 306 miles of right-of-way.  The 

top two proposals were selected based on six weighted evaluation criteria.  They were:  

• Successful experience of similar projects 

• Qualification and experience of key personnel 

• Demonstrated understanding of the nature and scope of the work 

• Soundness of approach in meeting the specified performance measures 

• Cost 

• Utilization of small, women, and minority businesses 

Once VDOT executed the contract, it began conducting contractor evaluations 

based on approximately 120 different performance specifications that were established in 

the contract.  These performance specifications required the contractor to assume all day-

to-day management and administrative responsibilities.  However, VDOT still oversees 

this process through regular performance evaluations.  These evaluations will be done 

using essentially the same Maintenance Rating Program (MRP) used by the FDOT 

(VADOT RFP #474-CH, RFP # 483-CH). 

North Carolina is another state that has emerged as a leader in PBC.  Though they 

do not have as much experience as some of the other states, they have done their research 

by analyzing what has worked and what has not for other agencies.  They where then able 

to compile all of this into what may be currently, one of the best performance based 

contracts.  In 2006 and 2007, North Carolina began letting these contracts.  So their 

results, like other states, are still pending.  It appears that they should receive good results 

as they have pulled the best parts from successful agencies, though much of the success 
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also lies in the hands of the personnel implementing these contracts.  A detailed 

description and breakdown of a North Carolina performance based contract can be found 

in Chapter VI. 

 

Current Research Initiatives 

 
Most of the current and planned research directives have been focusing on 

maintenance and construction in one comprehensive contract.  This puts complete control 

and, therefore, responsibility on the contractor for selection of materials and techniques, 

construction, and all maintenance activities.   

An article “Performance Related Specifications: Next Step in Pavement Quality,” 

which was written for the Federal Highway Administration (FHWA), states that agencies 

are moving beyond prescribed specifications to performance-related specifications (PRS).  

The FHWA established a PRS team to create a program to advance the use and 

understanding of PRS.  A national workshop was held by the PRS team to begin a 

National PRS Action Plan.  There are two types of PRS models: performance-prediction 

models and maintenance-cost models.  Both of these models focus on the life-cycle of the 

pavement and its surrounding components from design and construction to replacement.  

Since the focus of this research is on performance specifications as they relate to 

maintenance instead of construction, this makes both of these models inapplicable.  It is 

worth noting because many state programs integrate their maintenance activities with 

their new construction to achieve better overall results (Performance Related 

Specifications).   
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The TRB has issued a research problem statement: “Establishment of 

Performance-Related Quality Assurance AASHTO Guide Specifications,” posted June 

2003 (Transportation Research Board Technical Activities Division).  Further 

explanation of the article says the study should follow guidance that has been provided by 

the Federal Highway Administration for the development of PRS.  Once the general 

structure of the PRS has been established, the researchers will collect and summarize 

needed information on costs in order to establish optimized acceptance criteria and assure 

truly cost effective PRS (Transportation Research Board Technical Activities Division).  

This research will present guidelines for establishing recommended levels of materials 

and construction quality to be specified, establishing the optimum number of acceptance 

samples, establishing optimum limits on the magnitude of allowable price 

reduction/increases, and assuring the PRS will satisfactorily provide for all desirable 

aspects of quality and performance (Transportation Research Board Technical Activities 

Division).  The objective was to convert the current concrete portion of AASHTO QA 

Guide Specifications to performance-related specifications (Transportation Research 

Board Technical Activities Division).  There is proposed research by AASHTO Standing 

Committee on Highways entitled “Task 218: Performance-Based Maintenance 

Contracting.”  This task was started March 27, 2006 (Transportation Research Board).  

Also, there was an ASSHTO-TRB Maintenance Management Conference held in the 

summer of 2006 in Charleston, S.C.  During this conference many research presentations 

were made which are applicable to the objectives of this research project.  The findings 

and results from this conference resulted in a better understanding of PBC and provided 

many leads for later stages of this research. 
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CHAPTER IV 
 

PERFORMANCE BASED CONTRACTING  

VS METHOD BASED CONTRACTING  

Introduction 

 PBC is often referred to as outcome-based contracting.  This is because the 

contract puts the responsibility on the contractor by specifying the end result desired by 

the agency.  This is different from method-based contracting that specifies how and when 

the contractor is to do the work, thereby putting the responsibility for the final product on 

the agency.  The MBC process is to what most agency personnel are accustomed and 

comfortable using.  It has almost been ingrained into their way of thinking.  This often 

makes it very hard for agency personnel switching to PBC to adapt to this new way of 

thinking, as well as being able to give up the control (AASHTO, 2002).   

 In performance-based contracts, agencies specify the desired end result by 

requiring the contractor to meet performance specifications.  The results of the literature 

review have shown that these contracts span over multiple years, often 7 to 30 years with 

an option to renew.  It has also revealed that essentially all agencies that use PBC apply it 

to the maintenance of all assets in a specified area.  This is often referred to as Total 

Asset Management (TAM).  These assets usually include: vegetation management, snow 

removal, pavement maintenance, sign maintenance, markings, striping, sweeping, 

guardrail, and chip seal (AASHTO, 2002).  

 Under TAM, the contractor has the freedom to decide what work needs to be 

done, when to do it, and the methods to accomplish the work.  All of this is done to 
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achieve the performance standards required by the agency.  Given that the performance 

standards are thorough, affording the contractor this freedom should minimize costs 

while still achieving the required standards.  This minimization of cost results from 

contractors being encouraged to be innovative in the way he or she performs the work.  

This encouragement stems from being more likely to be awarded the contract due to the 

time and/or money savings.  Otherwise, these innovations may not surface if the 

contractor is not allowed to find the best way to meet the performance specifications 

(AASHTO, 2002).   

 In addition to the difficulties agencies face in changing their way of thinking, 

PBC requires the development of specific level of service (LOS) requirements for each of 

the assets.  The contractor is then responsible for determining the effort and methods 

needed to achieve this LOS for the contract duration.  Also, all of the work usually done 

by the agency to obtain quantities, as well as the risk in estimating these quantities, is 

shifted to the contractor’s responsibility (AASHTO, 2002).   

 The contracting agency is responsible for monitoring the performance of the 

contractor throughout the contract duration.  It is best to utilize existing data collection 

practices by linking them to the performance standards in the contract.  Some of the early 

contracts using performance standards did not link them with pavement management 

efforts.  These contracts experienced difficulties monitoring the contractor’s 

performance.  It is critical that the agency be responsible and able to validate the 

performance of the contractor. 

 Though many times agencies have experienced an initial increase in costs, there 

have been some benefits realized through PBC.  Agency personnel that are short staffed 
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and overworked have been able to more effectively cover their designated areas.  Often, 

agencies have experienced an increase in the level of service after the implementation of 

performance based contracts.  Agencies have benefited from the fixed contract amount in 

these types of contracts.  Despite higher initial costs, there have been instances of long 

term costs savings.  Also, some of the cost increases experienced by agencies have been 

offset by a savings due to a reduction in personnel needed by the agency (AASHTO, 

2002).   

 

Trends 

 It appears to be a trend that more and more states are undertaking PBC.  Though 

some have done this voluntarily, most have been required by their state legislation to 

outsource more of the agency’s work or to begin implementation of some sort of 

performance contracting.  It is certainly feasible that the state of South Carolina could 

easily be faced with the same situation.  Thus, it is critical that the SCDOT continually 

monitor the Best Practices of other states and agencies as they relate to PBC.   

 In most cases, states that have been required to outsource more of their work or to 

implement performance contracting, have been allowed the ability to select contractors 

and award contracts based, at least partially, on the past quality, experience, and 

qualifications of the contractor.  Though sometimes initially disconcerting, most states 

that have experience with performance contracting are getting acclimated to the 7-30 year 

contracts that typically coincide with this type of contracting.   

Contractors have also had to do some adjusting.  As with any large-scale change, 

contractors have expressed some resistance to the switch to PBC.  Contractors that have 
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been working with these contracts for several years have gotten used to it and often see it 

as beneficial as they are awarded more freedom and the required results are often clearer.  

However, with PBC in its present use (TAM), PBC seems to eliminate small contractors 

from winning contracts.  These small contractors often only perform one component or 

feature (ex. mowing) which makes them unqualified to bid on a TAM contract.  

However, these smaller contractors are instead awarded subcontracts from the contractor 

that has won the agency’s contract.   

 There appears to be mixed results by agencies regarding the success of PBC.  

British Columbia and Florida have experienced great results.  However, the verdict is 

inconclusive on many other states as they have only recently implemented their contracts.  

Though very little information is available, there have been a few sources that have 

mentioned that at least one agency had such a bad experience that they have completely 

stopped their performance program.   

    

Contracting Methods 

 Since public funds are being used, many agencies are required to use the lowest 

responsive bid due to local regulations.  This form of contracting method lends itself to 

MBC as it requires the contractor to furnish unit prices for the work stated in the contract.  

The agency can then easily compare the bids to determine the lowest responsive bidder.  

Under this method, the agency has very little control over who wins the contract as long 

as the contractor is considered a responsive bidder.  This method of determining the 

winning bidder does not work well when using performance based contracts.  There were 

no agencies found that are using this contract awarding method with performance based 
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contracts.  There are, however, two other methods for awarding contracts that are being 

used.  It must be determined if the agency wishing to pursue PBC is in a state that has 

flexibility to use one of these methods instead of the lowest responsive bidder (AASHTO, 

2002).  

 The first method involves a technical submittal followed by negotiation.  First, the 

contracting agency issues a Request for Proposals that details the desired scope of work.  

Interested contractors then put forward their technical submittals.  From this a contractor 

is selected based on their technical abilities and qualifications.  This is different from the 

lowest responsive bid method as the selection is not based solely on the unit cost factors.  

Once the contractor has been selected, further negotiation commences to render the final 

contract and price.  If the agency feels that the negotiations are not leading to a mutually 

agreed upon contract, the agency will proceed with negotiations with the second highest 

ranked contractor (AASHTO, 2002). 

 The second contracting method combines the best of the previous method and the 

lowest responsive bidder method.  First, the most qualified contractors are assembled on 

a short-list based on their technical qualifications, often referred to as the Statement of 

Qualifications.  To these contractors a Request for Proposal is then issued.  The interested 

contractors then prepare and submit a technical proposal and a cost proposal to the 

awarding agency in two separate packages.  A selection panel (made up of members of 

the awarding party) has already prepared an evaluation process that awards weight or 

points to what it considers the most important parts of the work.  The panel then 

evaluates and reviews the technical proposals without looking at the cost proposals.  

Once the totals for the technical proposals have been calculated, the cost proposals are 
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opened and also given weight or points based on the unit prices.  The totals for the 

technical proposals and cost proposals are then added together to designate the winning 

contractor (AASHTO, 2002). 

 There is a wide range of factors that need to be considered when evaluating the 

technical proposals and selecting the qualified contractors.  These factors include, but are 

not limited to, past experience, qualifications of the staff, and performance on previous 

contracts.  It is also important that the evaluation process ensure that the interested 

contractor fully understand the requirements of the work, has enough resources to 

complete the work on time, and can complete the project to the required standards.  Many 

times special weight or points are given to contractors that suggest interesting and 

potentially beneficial innovations (AASHTO, 2002). 
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CHAPTER V 
 

FLORIDA DEPARTMENT OF TRANSPORTATION  
 

MAINTENANCE RATING PROGRAM 

 

Introduction 

The MRP (Maintenance Rating Program) is the program that the Florida DOT 

uses to provide a uniform evaluation for maintenance features on the State Highway 

System.  The information contained in their MRP handbook defines the method of 

conducting a visual and mechanical evaluation of routine highway maintenance 

conditions.   

The State Maintenance Office produces and distributes random samples each 

period.  These random points are evaluated at 30 points per facility type or a minimum of 

3 per mile.  A team consisting of two people from a district office is responsible for 

collecting the MRP data and reporting this as outlined by the MRP handbook.  These 

personnel are initially trained in the MRP system and attend yearly training that targets 

revisions.  A yearly Quality Assessment Review is conducted for each MRP team by a 

QAR team that consists of the State MRP Engineer and the MRP Team Supervisor.   

 

MRP Summary 

The MRP Handbook provides methods of visual and mechanical evaluation of 

routine highway maintenance.  This evaluation includes detailed requirements to meet a 

predetermined level of maintenance.  The handbook is split into five main sections: 
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Drainage, Vegetation and Aesthetics, Traffic Services, Roadside, and Roadway.  These 

main sections, or elements, are further split into features.  An example of a feature is 

Pavement Striping which falls under the element of Traffic Services.  Each feature states 

the general requirements that meet the desired maintenance condition.  The feature is then 

broken down into detailed requirements, usually including multiple picture examples.   

 The information contained in this handbook defines a method of conducting a 

visual and mechanical evaluation of routine highway maintenance conditions.  The 

purpose of this evaluation is to provide information that should be used to schedule and 

prioritize routine maintenance activities and provide uniform maintenance conditions that 

meet established Departmental objectives. 

The type of maintenance required determines the classification of a particular facility.  

The facility type classifications are:  

VIII. Rural Limited Access 
IX. Rural Arterial 
X. Urban Limited Access 
XI. Urban Arterial 
 

Each of the highway facility types is divided into the following elements:  

1. Pavement 
2. Roadside 
3. Traffic Service 
4. Drainage 
5. Vegetation/Aesthetics 

 

 Each element is then divided further into features which are unique to each 

element. 
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Due to the inconsistencies and resulting lower levels of maintenance experienced 

by Florida DOT, a systematic and formal method of making policy decisions for desired 

levels of maintenance was developed.  This method, now called the Maintenance Rating 

Program, was implemented in April 1985.  This program allows different levels of 

service for varying maintenance elements and highway classifications. 

 The MRP program uses survey samples to measure compliance, instead of rating 

every mile of the roadway.  These samples are produced randomly, using a random 

number generator.  The number of samples for each maintenance area will normally be 

30 per facility type or a minimum of 3 samples per available mile.  A sample is 1/10 mile 

or 528 feet in length.  The survey is performed by a Maintenance Rating Program survey 

team that consists of two trained individuals. 

 Each element has its own section, which lists and describes its unique features 

that must be rated.  The initial page of each element section is essentially a summary 

sheet of how to rate each feature.  The rest of the section goes into greater detail for each 

feature and usually includes pictures to further illustrate the descriptions.   

Components of the MRP Handbook have been collected and can be found in 

Appendix B. 

 

MRP Compared to Current SCDOT Specifications 

 Under the Vegetation and Aesthetics element, there are two features that directly 

relate to South Carolina DOT contracts.  The first, Roadside Mowing, states that the 

mowing shall commence when the grass is 10” high and should be cut to between 4” and 

6”.  The Florida MRP Handbook differs in that it has separate requirements depending on 
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the road type.  Rural Limited Access roads are required to be maintained between 5” and 

18”, Rural Arterial roads and Urban Limited Access roads between 5” and 12”, and 

Urban Arterial roads are to be maintained at a 9” maximum.  The similarities for 

Roadside Mowing are that no more than 1% of vegetation may exceed the stipulated 

height and this excludes allowable seed stalks. 

 The second MRP feature that relates to SCDOT contracts is Tree Trimming.  The 

MRP Handbook requires a clear zone, a zone that is free of tree limbs and other 

vegetation of at least 14 ½ feet above the pavement.  There must be a clear zone of 10 

feet above sidewalks.  The SCDOT contracts obtained from this research do not state a 

requirement above sidewalks but does require an 18’ clearance above the pavement.   

 The remaining 33 features stated in the Florida MRP Handbook can not be 

compared to the obtained SCDOT contracts.  The Florida MRP Handbook was written to 

rate the performance of the contractors that Florida has hired to handle all aspects of 

highway maintenance.  This contracting method is called PBC.  SCDOT does not 

participate in this type of contracting.  Instead, SCDOT districts decide when 

maintenance is required and then either self performs or lets a contract.  The MRP 

handbook could be beneficial as it would be a standard method of determining if and 

when a maintenance activity should be performed.   

 

Evaluation of FDOT MRP  

Program by SCDOT Personnel 

 It was decided that the Maintenance Rating program by the Florida DOT needed 

to be evaluated by SCDOT to determine the feasibility of implementation.  Thus, a packet 
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was sent out to twelve knowledgeable employees of the SCDOT.  This packet contained 

a brief explanation of the MRP program as well as details on the specifics of each 

maintenance feature.  The numerical rating component was left out of this evaluation but 

can be found as a part of the North Carolina performance based contract evaluation in 

this report.  Also, references to the implementing agency’s drawings and standard 

specifications will need to be inserted.  The following are comments received pertaining 

to the MRP program. 

 Concerning the mowing maintenance feature, one evaluator commented that he 

was concerned about the different mowing height specifications that were dependant on 

the facility type (rural arterial, rural limited access, urban arterial, and urban limited 

access).  Having different mowing height specification might be difficult for an inspector 

to track and may also be difficult for the contractor to keep up with the differences.   

 Another comment expressed was a concern that switching from MBC to PBC 

would require considerably more inspection.  The information gathered during this 

research from experiences of other states have shown different results.  Some have said 

they have experienced an overall drop in workload as the contract administration has 

decreased.  However, they have had to shift to more of an inspection role.  Others have 

said that they shifted some of this responsibility over to the contractor with the agency 

inspectors just ensuring the contractor self-inspections are correct.  While still others 

have had to substantially increase their number of inspectors.   

 One evaluator suggested that the reflectivity of the pavement striping needs to be 

measured as opposed to only a visual measurement.  It was suggested that a 

retroreflectormeter be used for a nonbiased measurement of reflectivity.  This same 
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evaluator also mentioned a few issues with the MRP sign specifications.  He said that 

these specifications seem quite different from current SCDOT requirements and he felt 

that the installation methods should not be inspected because of the resulting liability. 

 There was a concern about mowing during wet conditions.  The MRP specifies 

that the mowing area is not to be evaluated when wet condition prevent mowing.  

However, it does not say who determines this nor how it is determined.  The 

implementing agency should evaluate their personnel and the contractors to determine the 

best way of determining this. 

 There were two comments pertaining to limb trimming.  The first was made about 

the MRP specification regarding any dead or dying vegetation that could pose a hazard to 

vehicles or pedestrians which does not meet desired conditions.  There was concern about 

how this is determined and who is responsible for this determination.  The best solution 

for this is to leave the responsibility of this to the contractor.  Otherwise this work should 

be considered for an on-call contract.  The second comment was that currently, SCDOT 

does not allow rotary cutters for limb trimming because of the frayed limbs that are left 

behind.  It is suggested that the performance guidelines define a clean cut. 

 One of the most interesting results from the evaluation of the FDOT MRP 

Program was the difficulty the SCDOT personnel had in shifting the mindset from MBC 

to performance based.  Many of the changes or suggestions they made were, in essence, 

changing the specifications back to MBC.  Another difficulty they had was with the 

comparison of existing SCDOT specifications to the MRP specifications.  The SCDOT 

specifications are for new construction while the MRP specifications deals with the level 

the contractor must maintain for the length of the contract.  These two should not be 
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compared.  Instead, the MRP requirements need to be measured against the level in 

which SCDOT decides that a maintenance feature (mowing, striping, etc.) needs to be let 

to contract to remediate the condition. 
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CHAPTER VI 
 

NORTH CAROLINA  
 

PERFORMANCE BASED CONTRACT 
 

Introduction 

 The North Carolina Department of Transportation (NCDOT) is relatively new to 

PBC.  However, they have extensively researched this type of contracting and have 

pulled from the knowledge and experience of other agencies utilizing performance based 

programs.  Thus, NCDOT may have one of the best performance based contracts.  This 

contract marries the standard, but necessary, parts of every contract with the components 

required to make a contract a performance based contract.  The latter is what chapter six 

will mainly focus on.  Following the list below is a brief synopsis of what each of these 

components contain.  A NCDOT performance based contract, in its entirety, can be found 

in Appendix D. 

1. Contract Period 
2. Basis for Contractor Selection 
3. Annual Price Adjustments 
4. Damage Reimbursement 
5. Liquidated Damages 
6. Contractor Prequalification 
7. Contract Performance and 

Payment Bonds 
8. Alterations to Contract 
9. Subletting of Contract 
10. Availability of Funds-

Termination of Contracts 
11. Submission of Proposal 
12. Bid Documentation 
13. Twelve-Month Guarantee 
14. Books and Records 

15. Vegetation Management 
16. Contractor Proposal and 

Evaluation-General 
17. Approval of Personnel 
18. Scope of Work 
19. Work Plans and Reports 
20. Technical Proposal Evaluations 
21. Technical Proposal Evaluation 

Criteria 
22. Selection Procedure 
23. Opening of Price Proposals 
24. Evaluation Procedures 
25. Phased Performance Targets 
26. Partial Payments Based on 

Performance 
27. Timeliness Targets 
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Contract Period 

This section states the date the contract begins, the duration of the contract, and 

the completion date of the contract.  Typically the duration of these contracts is at least 

five years and can stretch as long as 15 to 25 years.  Also, these contracts typically have 

options that allow the contracting agency to renew for another contracting period.   

 

Basis for Contractor Selection 

The contractor selected is based on both the Price Proposal and the quality of the 

Technical Proposal.  The contractor’s bid amount is adjusted, based on the weighted 

calculation of the quality of the Technical Proposal.  Specifics on this calculation can be 

found under Selection Procedure. 

 

Annual Price Adjustments 

The first 12 months of the contract will be paid at the unit price bid by the 

contractor, given that the performance of the contractor meets all required criteria and 

utilizing the timeliness criteria.  For the second year, the unit price will be adjusted based 

on the unadjusted index of the “Consumer Price Index for Urban Wage Earners and 

Clerical Worker” with a maximum adjustment of five percent.  This adjustment at 12 

month increments will continue for the remainder of the contract. 

 

Damage Reimbursement 

All expenses incurred from natural disasters, catastrophic or emergency response, 

or collision with bridges, retaining walls, noise walls, and overhead sign structures will 
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be considered part of the contract responsibilities.  The only additional funds the 

contractor will receive from the contracting agency will be from qualifying Federal 

Highway Administration (FHWA) funds the contracting agency receives.  The contractor 

is responsible for pursing claims of reimbursement and to provide all information needed 

for the claim.  However, there is a cap on this.  The contractor responsibility for damage 

repairs is limited to 20% of the contract amount for that 12 month period.  This “extra-

work” is reimbursed through a supplemental agreement. 

 

Liquidated Damages 

Pavement – The contractor has two days from notification or discovery to 

temporary repair pavement failures or a $500 per day penalty will be enforced.  The 

contractor has 60 days to permanently repair all pavement failures or a $500 per day 

penalty will be enforced. 

Guardrail – The contractor has seven days to repair and 30 days to replace impact 

attenuators from notification or discovery.  The penalty is $750 per day. 

Signs – The contractor has two hours from notification or discovery to mitigate 

damaged signs or sign structures that pose imminent risk to the public with a penalty of 

$1,000 per hour; 60 days to repair damaged but functional overhead signs with a penalty 

of $500 per day; 8 hours to repair or replace all non-functional Stop, Do Not Enter, 

Wrong Way, and Yield signs with a penalty of $1,000 per hour; 5 days to repair or 

replace all other damaged or missing signs, including posts with a penalty of $200 per 

day.   
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Contractor Prequalification 

All subcontractors must be on the contracting agencies approved subcontractor 

list. 

 

Contract Performance and Payment Bonds 

The bonds shall be in an amount equal to the initial unit price bid, multiplied by 

six.  The bonds shall be for one year and renewed annually. 

 

Alterations to Contract 

“The Engineer reserves the right to make, at any time during the contract period, 

such alterations in the contract requirements as may be found necessary or desirable.” 

 

Subletting of Contract 

The contractor is permitted to sublet a portion of the work but must perform with 

its own organization at least 15 percent of the total original contract amount. 

 

Availability of Funds-Termination of Contract 

“Highway maintenance and construction appropriations may be obligated in the 

amount of allotments made to the Department of Transportation by the Office of State 

Budget and Management for the estimated payments for maintenance and construction 

contract work to be performed in the appropriations fiscal year.  The allotments shall be 

multi-year allotments and shall be based on estimated revenues and shall be subject to the 

maximum contract authority contained in the subdivision above.  Payment for highway 
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maintenance and construction work performed pursuant to contract in any fiscal year 

other than the current fiscal year will be subject to appropriations by the General 

Assembly.  Highway maintenance and construction contracts shall contain a schedule of 

estimated completion progress and any acceleration of this progress shall be subject to 

the approval of the Department of Transportation provided funds are available.  The State 

reserves the right to terminate or suspend any highway maintenance or construction 

contract and any highway maintenance or highway contract shall be so terminated or 

suspended if funds will not be available for payment of the work to be performed during 

that fiscal year pursuant to the contract.  In the event of termination of any contract, the 

Contractor shall be given a written notice of termination at least 60 days before 

completion of schedule work for which funds are available…” 

 

Submission of Proposal 

The Proposer must comply with the following: 

1. The Proposer shall deliver the Proposal to the place indicated, and prior to 

the time indicated in the Request for Proposals. 

2. The Proposal documents shall be signed by an authorized employee of the 

Proposer. 

3. The Proposal shall be accompanied by Bid surety in the form of a Bid 

bond or Bid deposit. 

4. The Proposer shall complete the for listing the Minority Business/Women 

Business. 
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5. The Proposal shall address all the requirements as specified in the Request 

For Proposal document. 

 

Bid Documentation 

“Bid documents are to be placed in escrow with a banking institution or other 

bonded document storage facility selected by the Department.”  “Bid documents 

includes, but is not limited to, Contractor equipment rates, Contractor overhead rates, 

labor rates, efficiency or productivity factors, arithmetical calculations, any manuals used 

in reference by the Proposer,  and quotations from subcontractors and material suppliers 

to the extent that such rates and quotations were used by the Proposer in formulation and 

determining the Price Proposal.” 

 

Twelve-Month Guarantee 

“The Contractor shall guarantee materials and workmanship against latent and 

patent defects arising from faulty materials, faulty workmanship or negligence for a 

period of twelve months following completion of the initial, and if applicable, second 

term, of the contract.” 

 

Books and Records 

“The Contractor shall retain all books, records and other documents relative to 

this Contract for three years after expiration of the last contract term.   
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Vegetation Management 

“All mowing cycles shall be clean-up cycles.  Vertical trimming shall be pre-

approved by the Engineer and shall result in a neat appearance with debris disposed of 

properly.  Proper disposal includes mulching and spreading or disposal offsite.   

 

Contractor Proposal and Evaluation-General 

The Contractor has complete responsibility for the “accuracy and completeness of 

all work performed under this contract and shall save the State harmless and shall be fully 

liable for any additional cost and all claims against the State which may arise due to 

errors, omissions and negligence of the Contractor or its subcontractors in performing the 

work.  The Contractor shall certify any required plans, specifications, estimates and 

engineering data furnished by the Contractor’s team.” 

 

Approval of Personnel 

“The Contractor shall not change team members or subcontractors identified in 

the Technical Proposal without written consent of the Engineer.  In addition, 

subcontractors not identified in the Statement of Qualifications or Technical Proposal 

shall not perform any work without written consent of the Engineer.  The Department 

will have the right to approve or reject any personnel assigned to the project by the 

Contractor. 
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Scope of Work 

The scope of this contract is for interstate transportation facilities within the state 

road right-of-way.  “The Contractor shall manage and perform maintenance and repair 

activities associated with roadways, drainage, structures, roadside, vegetation and 

aesthetics, traffic services, emergency response and as otherwise contained herein.  The 

Contractor shall also be responsible for any traffic control, design, shop drawings, and 

permits required to satisfy the duties required by this contract.”  This particular contract 

is for approximately 131 centerline miles.  “The scope of the contract is not to bring all 

facilities up to current design standards.  However, if an asset must be replaced then that 

asset must be replaced in a manner such that current design standards are met.” 

“Areas of work required for this project shall include, but are not limited, to 

routine maintenance, minor repairs, collision damage repairs, and emergency repairs for 

the following items as detailed in the Performance Criteria contained elsewhere in the 

RFP: 

1. Shoulder and Ditches 
2. Drainage 
3. Roadside 
4. Roadside Appurtenances 
5. Traffic 
6. Pavement 
7. Bridge 
8. Timeliness of Performance 

Note that this North Carolina contract includes a number of project limits as well 

as exclusions.  For a complete list, please refer to the contract found in Appendix C. 
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Work Plans and Reports 

The Contractor is required to prepare and submit the following at various times 

during the contract.  Failure to do this results in monthly payment withholdings.  

Specifics on each can be found in Appendix C. 

1. Quality Management Plan 
2. Quality Management Reports 
3. Annual Implementation Work Plan 
4. Monthly Report 
5. Weekly Work Plan 
6. Customer Service Response Log 
7. Emergency Response Plan 
8. Public Information Plan 

 

Technical Proposal Evaluations 

The purpose of the Technical Proposal is to document the Contractor’s 

understanding of the project, their selection of appropriate subcontractors, and their 

approach for completing all maintenance and repair activities.  The Technical Proposals 

are to address the routing maintenance of the project and are to include narratives, tables, 

charts, plots, drawings, and sketches as appropriate.  The Technical Review Committee 

will consider the understanding of the project, the anticipated problems and the solutions 

to those problems.  The Technical Proposals will be evaluated according to the 

breakdown as described below in Figure 6.1: 

Figure 6.1 
Quality Credit Evaluation Factors for Technical Proposals 

Management     20 
Responsiveness to Request for Proposal  40 
Maintenance of Traffic an Safety Plan  20 
Timeliness Requirements of Tracking  15 
Oral Interview       5 
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Technical Proposal Evaluation Criteria 

 In this section, the North Carolina contract gives specifics on what the Technical 

Review committee will look for in each of the Evaluation Factors listed above. 

 

Selection Procedure 

 The selection of a Contractor is based on both the technical quality of the 

Technical Proposal and the bid price.  The Technical Review Committee (TRC), which is 

composed of knowledgeable DOT personnel from that state, is responsible for evaluating 

the Technical Proposal against the requirements in the Request for Proposals.  Based on 

this evaluation, each member of the TRC will submit a technical proposal score for each 

Contractor.  The Contractor’s overall technical proposal score is found by added up each 

one of the TRC members’ scores.   

The maximum weight the technical proposal score has depends on the individual 

factors of that particular project.  If the project is a very high profile project then this 

score may have a higher weight compared to the bid price.  For this particular NCDOT 

contract, the maximum technical proposal weight was set for 20%.  Figure 6.2 below 

shows how the technical score by the TRC is weighted.   

Figure 6.2  Weighting of NCDOT Technical Score 

Technical Score Quality Credit (%) Technical Score Quality Credit (%) 
100 20 89 9 

99 19 88 8 

98 18 87 7 

97 17 86 6 

96 16 85 5 

95 15 84 4 

94 14 83 3 

93 13 82 2 

92 12 81 1 

91 11 80 0 

90 10   
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Below, in Figure 6.3, is an example of how the technical proposal weight is 

combined with the bid price to find the winning Contractor. 

Figure 6.3 Example of NCDOT Technical Score Weighting 

Proposal 
Technical 

Score 
Quality 

Credit (%) 
Price 

Proposal ($) 
Quality 

Value ($) 
Adjusted 
Price ($) 

A 95 15 3,000,000 450,000 2,550,000 

B 90 10 2,900,000 290,000 2,610,000 

C 90 10 2,800,000 280,000 2,520,000 

D 80 0 2,700,000 0 2,700,000 

E 70 0 2,600,000 0 2,600,000 

* Successful Contractor – Contract Cost $2,800,000 

 

Evaluation Procedures 

North Carolina set out its performance criteria and targets in seven tables, each 

representing an element (ex. Roadside, Roadside Appurtenances, etc.).  Each element is 

then broken down into features specific to that maintenance element and each feature is 

assigned a weight in order to compute the performance rating.  The performance criteria 

as well as the procedures for assessing contractor performance are virtually the same as 

the Florida MRP Program.  Specifics on the MRP procedures can be found in Chapter 

five of this report and the North Carolina Contract can be found in Appendix C. 

 

Phased Performance Targets 

The main difference from the Florida DOT MRP is that the North Carolina 

contract has rising Performance Targets (%) depending on the year of the contract (ex. 

Landscape Plant Beds: 70% Target for 2007 increases to 80% for 2008-2012).  North 

Carolina decided to do this because they were looking to increase their present level of 

service.  The contract states that the overall performance target for 2007 is 88 while 2008 
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increases to 90 and 2009-2012 increases again to 92.  If a contractor misses four 

consecutive assessments by more than 5 points below the overall target, the Department 

has the right to declare the Contractor in default of contract.  Also, if the contractor 

misses any element target by more than 15 points in four consecutive assessments, the 

Department can declare the Contractor in default of contract. 

 

Partial Payments Based on Performance 

The North Carolina Performance Based contract also addresses partial payment 

based on Contractor performance.  This partial payment process can be quite confusing, 

but the contract does a good job of explaining the basics in paragraph form.  If an 

individual feature is 1-5 points below the target value, then the payment will be 75% of 

the feature weight multiplied by the bid amount.  If an individual feature is 6-10 points 

below the target value, then the payment will be 50% of the feature weight multiplied by 

the bid amount.  If the feature is more than 10 points below the target, then the contractor 

will receive no payment for that feature.  The North Carolina contract helps to further 

explain this by providing a spreadsheet that gives examples of these calculations.  This 

spreadsheet is included in a table in the contract.  For reference, this table can be found in 

Appendix C, page 68.   

 

Timeliness Targets 

The last performance evaluation component is the timeliness targets.  North 

Carolina set performance targets for seven areas (Debris/Road Kill Removal and Litter 

Removal, Customer Response, Pavement Repairs, Guardrail, Signs, Winter Weather 
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Events, and Emergency Maintenance Repairs).  The tolerances and criteria are laid out in 

a table format on page 66 of Appendix C.  The timeliness targets are enforced through 

liquidated damages instead of reduced partial payments.  
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CHAPTER VII 
 

CONTRACTOR  
 

SURVEY/QUESTIONNAIRE 
 

 

A possible switch from the current South Carolina DOT MBC to PBC will 

strongly affect both the state agency personnel as well as the contractors that are bidding 

on the work.  During one of the quarterly meetings between the Research Steering 

Committee and this research team, it was decided that opinions and feedback was needed 

from current South Carolina DOT contractors.   

The research team then put together a short questionnaire to survey the reaction of 

the contractors to the switch from Method to PBC as well as details on the specifications 

for nine different maintenance activities.  These activities included mowing, limb 

trimming, guardrail, raised pavement markers, striping, pavement symbols, signs, rigid 

joints, and rigid cracking.  For each of the nine activities, plus the PBC subject, three 

questions were asked.  First, the contractor was asked if the change will increase the 

contract cost.  The second question was if the change will require additional training of 

the contractor’s staff.  The last question was if the change would be easy to implement.  

In order to gather numerical information, the contractor was asked to rank each answer 

from one to five, with one meaning they strongly agree and five meaning they strongly 

disagree.  This survey can be found in Appendix A. 

Once the questionnaire was formulated, the questionnaires were mailed out to 30 

contractors that have previously performed work for the South Carolina DOT.  This list 
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of contractors was assembled with the help of David Cook with South Carolina DOT and 

mailing lists from past research projects for Dr. Lansford Bell.  In order to help increase 

the contractor response to this questionnaire, the contractors were informed that their 

name and the name of the company would be kept confidential.  However, from the 30 

that were mailed, only 8 contractors completed and return the questionnaires.  Since some 

of the participating contractors did not perform all of the activities included in the 

questionnaire, there were not eight answers for each question.  However, some 

contractors added additional comments and all eight contractors answered the first 

question concerning PBC.   

The first subject the contractors were asked about dealt with the possible switch 

from MBC the PBC.  Data on this question can be found in Figure 7.1.  The average 

response to the first question (will PBC increase contract cost) was a 2.6.  This means 

that most contractors slightly agreed with this statement.  However, it is interesting to 

note that there was a wide variation in responses, from strongly disagree all the way to 

strongly agree.  With a average response of 1.75, the second question (will PBC require 

additional training of your staff) showed that the contractors agreed with this statement.  

The responses were much more uniform with this question.  With regards to ease of 

implementation, the average score was 2.4.  This question had a uniform response and 

showed that, on average, contractors slightly agreed that PBC should be easy to 

implement.  Overall, these responses seem to show that the contractors that participated 

in this survey have some reservations as far contract cost and ease of implementation.  It 

also shows that a relatively strong indication that they believe it will require them to 

provide additional training to their staff.  With regards to PBC, one company stated, 
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“Implementation will be difficult; however, results could be favorable.  The state will still 

need to be involved with work to ensure quality, safety, and compliance.”  Another 

company stated that they felt “Specific contract costs may increase, but overall cost to the 

State should be reduced.” 

The first activity the contractors were asked about dealt with mowing.  Data on 

this question can be found in Figure 7.1.  The average response to the first question (will 

this mowing spec increase the contract cost) was a 3.6.  This means that most contractors 

that answered this survey slightly disagreed with this statement.  The second question 

(will this mowing spec. require additional training of your staff) had an average of 3.4, 

also showed that the contractors slightly disagreed with the statement.  Ease of 

implementation had a very neutral 2.8 average score.  Overall, these responses seem to 

show that the contractors believe the mowing specification will probably not result in an 

increase in cost nor require additional training.  The contractors indicated that they think 

this mowing spec would not be too difficult to implement. 

The second activity the contractors were asked about concerned limb trimming.  

Data on this question can be found in Figure 7.1.  The average response to the first 

question (will this limb trimming spec. increase the contract cost) was a 2.75, showing 

that the participating contractors slightly agree that this could cause the contract cost to 

increase.  The second question (will the limb trimming spec. require additional training of 

your staff) resulted in all participating contractors responding with a neutral answer of 3.  

The last question (will the limb trimming spec. be easy to implement) averaged 2.75, 

showing that the contractors slightly agreed that implementation should be easy.  Overall, 
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these responses were pretty neutral with contractors slightly agreeing that the cost could 

increase but the implementation should be easy with regards to this limb trimming spec. 

The third activity the contractors were asked about concerned the new guardrail 

specification.  Data on this question can be found in Figure 7.1.  Most of the participating 

contractors indicated that they slightly disagreed that the new guardrail specification will 

increase contract cost and that it will be easy to implement.  The average scores for these 

were both 3.3.  With regards to whether the guardrail specification would require 

additional training, the contractors had a slightly stronger indication of disagreement with 

an average of 3.5. 

Figure 7.1 Contractor Questionnaire Scores 

 
Perf.-Based 
Contracting 
Overview 

         

          

 Mowing Limb Trimming Guardrail 

Question # 1 2 3 1 2 3 1 2 3 1 2 3 

Company 1 2 2 2 n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Company 2 2 3 2 5 5 1 2 3 4 2 4 4 

Company 3 3 2 2 n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Company 4 5 1 3 3 3 3 4 3 2 2 2 3 

Company 5 3 1 3 3 3 2 3 3 2 n/a n/a n/a 

Company 6 2 2 2 4 3 4 2 3 3 4 4 2 

Company 7 3 1 2 n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Company 8 1 2 3 3 3 4 n/a n/a n/a 5 4 4 

Average 2.63 1.75 2.38 3.6 3.4 2.8 2.75 3 2.75 3.25 3.5 3.25 

 

The fourth activity the contractors were asked about concerned raised pavement 

markers.  Data on this question can be found in Figure 7.2.  Most of the participating 

contractors indicated that they slightly agree that the proposed raised pavement markers 

will increase price with an average score of 2.5.  With an average score of 3, the 

contractors indicated they were neutral to the question asking if the proposed raised 
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pavement markers would require additional training of their staff.  A 2.75 average 

showed that the contractors slightly agreed that the implementation of this proposed spec. 

would be easy. 

The fifth activity the contractors were asked about concerned the striping 

specification.  Data on this question can be found in Figure 7.2.  On average, the 

participating contractors indicated they slightly disagreed that the striping change would 

increase cost and would require additional training of their staff with both scoring a 3.2. 

The contractors also indicated slightly agreed, with a score of 2.4, that the change would 

be easy to implement.   

The sixth activity the contractors were asked about concerned pavement symbols.  

Data on this question can be found in Figure 7.2.  On average, the participating 

contractors indicated they slightly disagreed that the pavement symbol change would 

increase cost and would require additional training of their staff with scores of 3.2 and 

3.4 respectively. The contractors also indicated slightly agreed, with a score of 2.2, that 

the change would be easy to implement.   

The seventh activity the contractors were asked about concerned the signs 

specification.  Data on this question can be found in Figure 7.2.  On average, the 

participating contractors indicated they slightly disagreed that the signs change would 

increase cost and would require additional training of their staff with both scoring a 3.25. 

The contractors also indicated slightly agreed, with a score of 2.0, that the change would 

be easy to implement.   

Figure 7.2 Contractor Questionnaire Scores 

 Raised Pavement 
Markings 

   Pavement 
Symbol 

   

 Stripping Signs 
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Question # 1 2 3 1 2 3 1 2 3 1 2 3 

Company 1 4 3 4 2 2 4 2 2 4 n/a n/a n/a 

Company 2 1 4 2 3 4 2 2 4 1 2 4 2 

Company 3 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Company 4 2 2 3 5 4 1 5 5 1 4 4 1 

Company 5 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Company 6 3 3 2 3 3 2 4 3 2 4 2 2 

Company 7 n/a n/a n/a 3 3 3 3 3 3 3 3 3 

Company 8 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 

Average 2.5 3 2.75 3.2 3.2 2.4 3.2 3.4 2.2 3.25 3.25 2 

 

The eighth activity the contractors were asked about concerned rigid joints.  Data 

on this question can be found in Figure 7.3.  The results showed that the average response 

from the contractors was a very neutral score of 3 when asked if the change would 

increase the contract cost.  The results also showed that they felt the specification change 

would not require additional training and would be easy to implement.  The scores for 

these two questions were 3.6 and 2.2 respectively. 

The ninth activity the contractors were asked about concerned rigid cracking.  

Data on this question can be found in Figure 7.3.  The results for the rigid cracking 

activity showed the contractors slightly agreed that the change may increase the contract 

cost (2.6), but would be easy to implement (2.2).  They disagreed with the question 

asking if the change would require additional training of their staff with a score of 3.8.  

 

 

Figure 7.3 Contractor Questionnaire Scores 

 Rigid Joint Rigid Cracking 

Question # 1 2 3 1 2 3 

Company 1 n/a n/a n/a n/a n/a n/a 

Company 2 2 4 3 2 4 3 

Company 3 5 5 1 5 5 1 
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Company 4 2 2 3 1 3 3 

Company 5 n/a n/a n/a n/a n/a n/a 

Company 6 3 3 1 3 3 1 

Company 7 n/a n/a n/a n/a n/a n/a 

Company 8 3 4 3 2 4 3 

Average 3 3.6 2.2 2.6 3.8 2.2 
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CHAPTER VIII 

IMPROVING THE CURRENT  
 

CONTRACTING PROCESS 
 
 

Introduction 

It was decided that the next step in the research was to perform brainstorming 

meetings with all seven districts.  The initial intentions of these meetings were to receive 

feedback on the concept of SCDOT adopting performance specifications as well as 

information pertaining to problems with current SCDOT maintenance contracts and 

possible solutions.   

District personnel turnout was excellent with as many as 18 people in these 

meetings.  The attendees were very helpful in suggesting issues that may not have 

surfaced without the knowledge and experience of those administering the contracts in 

the field.  While each meeting had some district specific problems, a number of common 

themes emerged as typical throughout the state.  Minutes from the district workshop 

meetings are provided in Appendix D. 

Initially copies of the “MRP vs SCDOT” document were issued to the districts 

prior to the scheduled meetings.  This document explained the performance specifications 

as used by the Florida DOT and also described the differences between the FDOT 

specifications and those currently used by SCDOT.  This document provided sufficient 

space for attendees to make comments concerning these differences. 

Initially, the intent of the district meetings was twofold.  The first was to obtain 
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feedback on the concept of performance specifications and how they could be modified 

for SCDOT use.  The second objective was to examine additional ways of improving the 

current contracting process.   

The feedback on performance specifications was not what was expected.  There 

were some general comments revealing there are some aspects that could help South 

Carolina.  However, the overwhelming response was quite negative.  There were four 

main problems that began to surface.  They were lack of controllability, budget concerns 

and “budget yo-yo”, contractor performance, and strong job security concerns.  After 

receiving this feedback from the initial district workshops, it was decided to focus strictly 

on other ways to improve the current contracting process.   

The feedback pertaining to other ways to improve the current contracting process 

was also not exactly as expected.  For the most part, district personnel believed there 

were no problems with the actual contract specifications.  Instead, most of the problems 

were with the administration of the maintenance contracts and using appropriate 

measures to ensure contractor compliance with the contract specifications.   

 

Performance Specifications 

The response from the districts concerning performance specifications was quite 

interesting.  A few individuals expressed some positive interest as they believed some 

parts of Florida’s performance specifications could benefit SCDOT.  They indicated that 

performance specifications would be beneficial in two ways.  First, it would help with the 

current start and completion dates problems.  Second, it would assist districts that are 

currently overworked, as it would diminish the administrative strain the current process 
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imposes.   

However, the overwhelming majority of the feedback was quite negative.  The 

first main issue dealt with budget concerns.  One individual noted that Florida DOT has a 

comparably large budget and that performance specification implementation is not 

practical in South Carolina because it does not have a comparable budget.  Another 

individual used what he called the “budget yo-yo”.  He went on to explain that his district 

(and he is sure most of the state) has to pick and choose which roads will receive 

maintenance attention depending on the amount of money they have been allocated.   

The second issue dealt with a lack of control the district can have on the mowing 

cycles.  Performance specifications would require the contractor to keep the grass at a 

specified level of service which is paid at a flat price for the year.  The concern is that it 

takes away the ability of the district to eliminate a cycle if they need the money 

elsewhere.   

The third issue dealt with the performance of the contractor.  Multiple districts felt 

the contractors would have a difficult time conforming to performance specifications in 

general.  One district stated that they have a hard enough time getting the contractor to 

start and finish when required by contract.  Asking a contractor to be responsible to 

decide, on its own, when to start and finish mowing, would simply not work.  One district 

also felt it would be hard to get a contractor to mow more cycles than he had anticipated 

if it was an unusually rainy year.  Also, they felt it would be difficult to justify paying a 

contractor for a full year in which it was dry and thus required fewer cycles.   

The last issue was verbally conveyed by some districts and others suggested it 

without actually stating it.  This concern was with job security.  They believed 
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performance specifications would in some ways pass their administrative duties on to the 

contractor.  This may eliminate their jobs or at least diminish the number of 

administrative positions required.  This mindset would undermine the implementation of 

a pilot program utilizing performance specifications.   

 

Contractor Pre-Qualification 

The concept of maintenance contractor pre-qualification evolved from initial 

discussions with the research committee.  The committee stated that they believed some 

districts were having problems with contractors not being capable of performing the work 

and others that were just hard to deal with.  Thus, the concept was put forth to have a 

maintenance contractor pre-qualification process that is perhaps similar to the one used 

for construction contracts.   

When mentioned to the districts, nearly all of them agreed that they have had 

problems with “bad” contractors.  The districts were essentially unanimous in agreeing 

that some sort of contractor pre-qualification was needed.  One district specifically stated 

they have had many problems with contactors who have been awarded a contract that 

have no idea what they are doing and do not have the necessary equipment.   

All of the districts approved the suggestion of having some way of screening out 

under performing contractors.  However, there were some concerns as to whether a pre-

qualification list would work.  One district felt it would be too easy for a contractor to get 

qualified and it would be too difficult to remove a poor performing contractor from the 

list.  The same district had another concern that it would be hard or impossible to require 

a contractor to have a certain type or size of equipment.  A similar concern was raised by 
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a different district that some contractors rent their equipment and thus will not own it or 

have the equipment on hand when going through the pre-qualification process.  Further, a 

large company may own hundreds of mowers but may only utilize a few personnel to 

execute a large contract.   

There were many suggestions that addressed these concerns.  The first suggestion 

was to give the power to remove a contractor from the list to the district maintenance 

engineer.  The purpose of this is to reduce the number of “hoops” one must go through to 

remove an under performing contractor.  Another suggestion was to limit the number of 

delinquent status reports a contractor can have to still be included on the pre-qualified 

list. 

Another suggestion was to require the contractor to undergo some minimal 

mandatory training as to what the contracts entail before they can bid.  Further, they felt 

that the person completing this training should be the on-site supervisor, not someone that 

does not have direct control of the awarded contract. 

Almost all of the districts had concerns about how to specify what constitutes a 

qualified contractor.  Requirements such as a minimum of five years of related 

experience may eliminate some very good contractors that have relatively few years of 

SCDOT contracting experience.  Likewise with manpower and equipment, the firm may 

not have those resources on hand until it is awarded a contract.  To address this issue, 

many districts thought it might be better to not have a pre-qualification list but a 

certification list.  This list would be for contractors that have completed mandated 

training.  This training could include topics related to traffic control and contract 

specifications.  Most all the districts believed some sort of traffic control training for the 
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contractors was needed. 

Despite the concerns and difficulties with implementing a pre-qualification or 

certification list, nearly all the districts felt that it would be well worth screening out a 

few potentially good contractors if this would help eliminate or restrict the consideration 

of the marginally performing contractors. 

In addition to the information gathered from the South Carolina Districts, it was 

found that a research project was recently conducted for the construction side of the 

SCDOT to explore the implemented a prequalification and rating system.  In 2003, Irvin 

Anderson and Dr. Lansford Bell completed this research project for the SCDOT.  This 

project dealt with setting up a rating system for contractor prequalification.  The result of 

this project was an objective rating section as well as a subjective rating section.   

Per recommendation by the Research Steering Committee, the research team 

contacted Mr. Greg Peck, Construction Data Support Engineer, that works for the 

construction side of SCDOT.  As a result of this meeting, they have since implemented a 

rating program for contractor prequalification called the Contract Performance 

Evaluation System.  However, Mr. Peck said the SCDOT was not completely 

comfortable with having a subjective rating as part of the program.  Instead, the focus is 

primarily on the objective ratings.  It is recommended that the maintenance side of 

SCDOT adopt a similar rating program for contractor prequalification.  However, 

implementing a more extensive subjective section is also recommended.  Below is more 

detail on the experience the construction side of SCDOT had when implementing their 

prequalification program. 

Mr. Peck said that a SCDOT auditor goes to the areas where the contractor is to 
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be performing the work and goes through all of the objective ratings.  This auditor is 

often the Resident Construction Engineer (RCE).  Mr. Peck also said that initially there 

was some grumbling by the contractors because they felt it was just more paperwork they 

had to perform.  Since then the opinions of most contractors have changed.  In fact, 

according to Mr. Peck, even those contractors that have scored badly on the rating 

program still feel the SCDOT should continue the program.  Most contractors feel that 

they presently do a better job than the other contractors and they feel this program would 

be a good way of proving it.  If a contractor is scoring low on the rating program, 

SCDOT brings the contractor in to discuss why they scored that way, as well as 

instructing them with ways to improve.  In addition, Mr. Peck said that even contractors 

that have been scoring well have asked to come in for a meeting to find out how they 

could score even higher.   

These meetings, combined with the rating program, have proven to be very 

helpful in opening up communication between the contractors and SCDOT.  This has 

resulted in contractors having a better understanding of exactly what SCDOT wants as 

well as information on how they are performing in relation to other contractors.   

In addition to the meetings, evaluation forms specific to SCDOT were issued to 

the contractor to rate how SCDOT was performing.   

 

Action Plan 

During the course of the district meetings there was a suggestion that was put 

forth that addresses some of the concerns with contractor pre-qualification.  This 

suggestion was called an “Action Plan”.  The idea was that the contractors are required to 
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submit an Action Plan along with their bids for the contract.  Two general objectives 

were suggested for this Action Plan.  The first is to address the concern about requiring a 

contractor to have a specified workforce or equipment to become pre-qualified.  The 

Action Plan will include the equipment and workforce the contractor is planning to 

utilize, how they are to be obtained, and their schedule.  This leads to the second purpose 

of the Action Plan.  Based on the information included in the Action Plan, SCDOT can 

then determine if the contractor would be capable of accomplishing the work.  It also 

forces the contractor to do their due diligence.  In addition, one district stated that the 

RME or ME should have the power to approve changes to the Action Plan once the work 

had commenced. 

However, there were some concerns expressed related to this suggestion.  The 

first problem, noted in one district workshop, is confidentiality.  They were concerned 

that bidders would be afraid that other contractors would find out their methods or trade 

secrets.  One participant proposed that the Action Plans be kept confidential by treating 

them like sealed bids.  This should allow the information to reside within the DOT.   

The second concern was that an Action Plan would be too objective and a poor 

Action Plan would not be sufficient to permit a bid to be legally disqualified.  This is 

something that could be examined further if other states have used this concept, and if 

there could be a way to structure this Action Plan so that it could allow disqualification.  

Despite the possible inability to disqualify a bidder for a poor Action Plan, many districts 

stated that this was a concept with exceptional potential and it should be incorporated into 

the bid package if possible. 
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Training 

For the most part, the districts believed there were not many problems with the 

current contract specifications.  However, nearly every district had some concern about 

the administration of maintenance contracts, specifically the inspection of the 

contractors’ work and the understanding of the current contract specifications.  The 

problem dealt with not uniformly inspecting and not uniformly holding the contractors to 

the specifications.  There were two main causes for these concerns that were examined 

during the district meetings.   

The first cause deals with a lack of understanding.  Some district personnel stated 

that they themselves do not have a good comprehension of the current specifications.  

Other districts had a mixture of people, some that felt they understood the contract and 

some that did not.  A few participants in the meetings stated they did not know exactly 

what power they were granted in the specifications to require the contractor to perform.  

From this, it was proposed that there should be a state-wide annual training meeting for 

the inspectors.  This training meeting should establish what contractual power they have 

and establish a uniform understanding of the contracts.  In addition the meeting would 

serve as a mechanism to communicate recent changes in contracting polices and 

procedures.  The fact was stressed by a district that this meeting needs to be held 

annually. 

One district stated they currently have training for their inspectors and feels that it 

has helped.  Three districts specifically stated they believed the annual training meeting 

should not be just for the inspectors.  Instead, it should also be for the RMEs and MEs 

since they are responsible for writing the letter to the contractor informing him of not 
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performing once the inspector has witnessed non-conforming work.   

The second cause for non-uniformity stems from varying levels of strictness by 

the inspectors.  The districts believed part of this problem originated from the above 

mentioned varying level of understanding.  However, they believed having a state-wide 

meeting to establish state policy on “strictness” would help.  By “strictness” the districts 

were referring to how tightly the inspector holds the contractor to the contract 

specifications.   

However, there were some concerns with having a state-wide annual training 

meeting.  The first concern is that all inspectors have different personalities.  Some 

inspectors will be more lenient whereas some are naturally, by virtue of their personality 

and experiences, more strict.  However, most districts agreed that establishing a state-

wide policy and conveying general guidelines on an annual basis would be extremely 

beneficial.  The last concern was that some districts are currently administering multiple 

versions of the mowing contracts.  They felt this could be confusing at a state-wide 

meeting unless there were training classes focused on each specific version currently in 

use.  They also commented that this point may be mute as the current schedule has all 

contract cycles starting over in 2009.   

 

Regional Specifications 

One district stated they were having a problem with one of the requirements in the 

current contract specification.  The specific specification required the contractor to mow 

on 1/1 slopes.  In that part of the state, the only 1/1 slopes they have are on fill areas.  

These fill areas are usually soft and this causes the tractor to sink.  The district stated this 
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requirement may make sense in another part of the state but was not feasible in their part.  

From this discussion came the idea of having regional specific specifications.  This 

implies there would perhaps be three regions that would have specifications tailored to 

their climate, soils, and vegetation.   

The concept of having regional specific specifications would address multiple 

issues.  The first issue and one that was repeated at nearly all district meetings was 

contractors have been complaining the requirements in one contract differs from one they 

are performing in a different district.  This should bridge the gap between allowing the 

districts to feel they have a specification that is detail to their area while still retaining 

some uniformity throughout the state.   

 

Liquidated Damages 

The issue of liquidated damages surfaced early in the district workshops.  The 

initial district meeting personnel stated they were concerned that it may be less expensive 

for a contractor to perform non-conforming work than to go back and fix it or do it right 

the first time.  The idea of raising the traditional assessment was a concern for some 

districts as it would be too large of a fine and could hinder a contractor too much on a 

small contract.  After some discussion, an idea was put forth to assess liquidated damages 

as a percentage of the contract value.   

Another issue raised in one district dealt with excessive grass growth.  The 

concern was how to require the contractor to address grassy areas that may experience 

excessive grass growth after a large rain storm.  There was no real suggestion on how to 

best address this issue.  Other district personnel stated that these situations do not occur 
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very often and should probably be addressed on a situation-by-situation basis.  Another 

participant stated that it is easier to dispatch a SCDOT crew to handle these small areas 

than to expend the effort of requiring the contractor to address these issues. 

 

Miscellaneous Comments 

An idea was purposed for a future research was the possibility of implementing 

large scale on-call contracts.  One district mentioned this type of contract could address 

the problem of obtaining different levels of service for varying locations and conditions.  

It would allow the district to execute more control over what work is performed and 

when it is performed.   

One district felt the drawings concerning the treeline need more specific 

clarification.  District personnel stated there is currently too much room for interpretation 

with the current drawings.   

Another comment was that there currently are no gasoline adjustments for snow 

removal contracts.  They felt that this definitely needed to be addressed in snow removal 

contracts. 

A suggestion was made that the Wages and Equipment Rental rate sections of the 

standard specifications need to be updated. 

One district added that the contractor needs to be required to make 

communication with the RME at least once a week.  They felt that better communication 

would help with most problems they are facing. 

One meeting participant stated that his district was having a problem with 

contractors using mowers that were too large.  This caused extensive amounts of grass 
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and litter to be thrown onto the highway.  A comment was made that SCDOT can not 

specify a certain type of mower as it might favor a certain contractor.  An idea was 

presented to have a requirement that, at no time, should a certain percentage of the road 

be occupied by the mower.  Fifty percent was put forth as a more reasonable percentage. 

One district noted that the sweeper specifications need to be changed so that they 

do not specify a certain sweeper.  There has been a problem with trash being stuck 

between different resurfacing levels.  The current specified sweeper is not capable of 

cleaning these areas. 
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CHAPTER XI 

CHIP SEAL BEST PRACTICES 2005 

NCHRP SYNTHESIS 342 

 

Introduction: 

As a component of improving the current SCDOT contracts, it was decided to 

include a summary of a recent publication (NCHRP Synthesis 342).  In this report is an 

overview of successful chip seal practices in the United States as well as Canada and 

countries around the world.  Innovative programs from these areas were analyzed to 

identify aspects that could be utilized by other transportation agencies.  Altogether, 40 

best practices were identified in the areas of chip sealing design methods, contract 

administration, equipment practices, construction practices, and performance measures.  

By identifying the benefits of using chip seal as part of a preventative maintenance 

program, this report presents ways to assist in the development and implementation of 

pavement preservation programs (Gransberg, Synthesis 342).   

To obtain this information from around the world 92 surveys responses were 

received, a comprehensive literature review was conducted, and case studies were 

conducted to illustrate trends found in the best practices.  The report found that the 

increased use of chip seals for maintenance can be successful and cost-effective way of 

using preventative maintenance to preserve both low and high volume pavements 

(Gransberg, Synthesis 342).   
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Background 

Since the introduction of the McLeod method in the 1970s, there has been 

essentially no development in chip seal design methodology.  This method is often 

viewed as an art instead of science and is often thought to only be successful on low-

volume roads, despite evidence to the contrary.  The McLeod method requires both the 

contractor and agency personnel to be experienced.  Hesitation to use this method 

understandable considering the only solution for a poorly installed chip seal is to mill and 

overlay the failed surface (Gransberg, Synthesis 342).   

 

Findings 

The literature review in the NCHRP report revealed that the experience of 

highway personnel appears to be a major factor for achieving chip seal success.  Also, 

agencies have been able to achieve good results in all sorts of climates.  The report found 

that contrary to the lack of chip seal design development in the United States, 

international countries such as Australia, New Zealand, and South Africa have made a 

number of engineering advancements (Gransberg, Synthesis 342).   

Above is a very brief overview of the NCHRP publication.  More details and 

specifics can be found by going to the NCHRP Synthesis 342 publication. 

The following are the 38 best practices specified during the literature review and 

survey responses from states in the USA and countries around the world.  This 

information was directly pulled from the NCHRP publication. 
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Best practices in pavement selection, design, and material selection: 

1) View chip seals as a preventive maintenance tool to be applied on a regular cycle 

to reinforce the pavement preservation benefits of the technology. 

2) Chip seals perform best on roads with low underlying surface distress that will 

benefit from this technology. 

3) Chip seals can be successfully used on high-volume roads if the agency's policy is 

to install it on roads before pavement distress becomes severe or the structural 

integrity of the underlying pavement is breached. 

4) Characterize the underlying road's texture and surface hardness and use that as a 

basis for developing the subsequent chip seal design. 

5) Try using the "racked-in seal'' as the corrective measure for bleeding instead of 

the North American practice of spreading fine aggregate (sometimes called 

"chat") on the bleeding surface. 

6) Conduct electrostatic testing of the chip seal aggregate source before chip design 

to ensure that the binder(s) selected for the project is compatible with the potential 

sources of aggregate. 

7) Use life-cycle cost analysis to determine the benefit of importing either synthetic 

aggregate or high-quality natural aggregates to areas where the availability of 

high- quality aggregate is limited. 

8) Specify a uniformly graded, high-quality aggregate. 

9) Consider using lightweight synthetic aggregate in areas where post-construction 

vehicle damage is a major concern. 

10) Use polymer-modified binders to enhance chip seal performance. 

11) Recognize that both hot asphalt cement and emulsified asphalt binders can be 

used successfully on high-volume roads. The selection of binders modified by 

polymers or crumb rubber seems to reinforce success. 

 

Best practices in contract administration, warranties, and performance measures: 

1) Award chip seal contracts in time to permit early season construction. 

2) Time the letting of the contract to allow sufficient time for the curing 
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requirements of preconstruction pavement preparation activities. 

3) Package chip seal contracts in jobs large enough to attract the most qualified 

contractors. 

4) In-house maintenance personnel are best used to install chips seals in areas where 

the greatest care must be taken to achieve a successful product. 

5) Use warranties for chip seal projects only when the contractor is given the latitude 

to determine the final materials and methods used to achieve a successful chip 

seal. 

6) The sand patch method to measure chip seal macrotexture can serve as an 

objectively measured chip seal performance indicator. 

7) The use of the chip seal deterioration model expressed in the New Zealand Pl7 

specification can furnish an objective definition of chip seal performance based 

on engineering measurements. 

8) The two previously described practices can be supplemented with continued 

visual distress rating based on the Ohio DOT chip seal performance criteria. 

 

Best practices in construction 

1) For optimum performance, apply all types of chip seals in the warmest, driest 

weather possible, for optimum performance. 

2) Ambient air temperature at the time of application should be a minimum of 50˚F     

when using emulsions and 70˚F when using asphalt cements, with a maximum of 

110˚F. 

3) When using emulsions, the temperature of the surface should be a minimum of 

70˚F       and no more than 140˚F 

4) Complete patches at least 6 months before and crack seals at least 3 months 

before the application of chip seals. 

5) Variable nozzles permit the application of a reduced rate of binder in the 

wheelpaths and help combat flooding in the wheelpaths, a defect that makes chip 

seals prone to bleeding. Conversely, the Australian use of prespraying is another 

method for adjusting the transverse surface texture of a pavement surface before 
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applying a chip seal. 

6) A drag broom fitted on those rollers doing the initial roller pass corrects minor 

aggregate spread deficiencies such as corrugation, uneven spread, or missed areas. 

7) Apply the aggregate as quickly as possible to both emulsified and hot asphalt 

binders. 

8) The Montana field-sweeping test curtails the bias to spread excess aggregate 

created by a unit-price contract. 

9) Have the most experienced inspector predrive each shot and paint binder rate 

adjustments on the pavement to facilitate field rate adjustments. 

10) In areas where extensive stopping and turning movements take place, the 

application of a small amount of excess aggregate may reduce scuffing and 

rolling. The use of a racked-in seal may be a viable engineered solution for 

determining the precise amount of aggregate for these problematic areas. 

11) Furnish and enforce rolling guidelines and specifications for roller coverage, 

rolling patterns, and minimum rolling time to achieve full lane coverage and a 

similar number of passes for all areas of the lane.    

12) The required number of rollers is a function of desired distributor production and 

required rolling time for each shot width on the project. 

13) Have rolling follow as closely as practical behind the chip spreader. 

14) Maintain traffic control for as long as possible to give the fresh seal the maximum 

amount of curing time. 

 

Best practices in chip seal equipment and quality assurance and quality control: 

1) Require chip seal contractors to use state-of-the-art equipment and to control the 

rolling operation to enhance chip seal success. 

2) Use computerized distributors. 

3) Require preproject analysis of the ability of the chip seal equipment spread to 

keep up with the production rate of the distributor. 

4) Use variable nozzles to reduce the amount of binder that is sprayed in the 

wheelpaths. 
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5) Plastic bristles for rotary brooms minimize aggregate dislodgement during 

brooming. 

6) An aggressive quality control testing programs combined with close inspection 

generates chip seal success. 

7) Assign experienced personnel who understand the dynamics of chip seal 

construction as field quality control and quality assurance persons. 

8) Regularly calibrate both the distributor and the chip spreader. 

9) Evaluate aggregate-binder compatibility tests for local appropriateness and use in 

the field. 

Field test both binders at the distributor and aggregate stockpiles to ensure that 

material has not degraded owing to handling 
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CONCLUSIONS 
 
 

Literature Review 

It was found that SCDOT is not the only state looking towards performance based 

specifications.  Florida has been the first state to implement performance based 

specification, with Virginia following closely behind.  The main difference between 

Florida and Virginia is Virginia has focused more specifically on maintenance 

performance specifications, while Florida has done a combination of maintenance and 

construction/maintenance performance specifications.  Though these two states have been 

the leaders in implementing performance based specifications, many other states are in 

the beginning phases of implementation.   

One such state has been North Carolina.  They have only recently (during 2006 

and 2007) began letting Performance Based contracts.  Despite being a relative new-

comer to PBC, they seem to have one of the best Performance Based contracts.  They 

have accomplished this by completing extensive research on states with successful PBC 

Programs and then pulling the best ideas and components from these states.  However, 

this took them only halfway.  North Carolina’s knowledgeable staff then had to 

customize the components pulled from other states to fit their specific needs. 
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Current SCDOT maintenance contracts are definitely method based in nature.  

Since the SCDOT Steering Committee has expressed the desire to focus this research 

mainly on individual PBC, only some of these activities lend themselves to individual 

performance contracts.  Most of the existing/completed research has focused on the 

“whole package,” meaning performance construction and maintenance specifications.   

As of this writing, no states have implemented performance specifications for individual 

activities.  Currently, all of the contracts focus on a specific area and then include all 

applicable maintenance activities for that area.   

This research has found very little information of PBC that focuses on individual 

maintenance features.  This is because the focus of other states and research has been on 

Total Asset Management (TAM) for a given area.  Some of the agencies and research 

have commented on why they are doing TAM instead of PBC for individual activities.  

The purpose of PBC is to save the Department on administrative duties (i.e. contract 

administration).  By splitting up the contracts into individual contracts, based on the type 

of work, this eliminates some of the benefit of PBC.   

 

Performance Based Contracting 
 

Currently, most state DOT agencies (including South Carolina DOT) are using 

MBC.  This is where the agency specifies when and how the contractor is to do the work.  

An example, of this is when an agency lets a contract to mow the shoulders and medians 

along an interstate.  With MBC, the agency specifies when the contractor is to start work, 

when the work is to be completed, the number of “passes” with the equipment per season, 
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and the type or size equipment to be used.  Ultimately, the responsibility of the end result 

(ensuring the grass is sufficiently mowed) lies with the contracting agency.   

PBC is different from MBC in that it shifts the responsibility of the final outcome 

from the contracting agency to the contractor.  Referring back to the interstate mowing 

example above, a Performance Based Contract would simply require the contractor to 

keep the grass between two heights (ex. 5” and 12”).  The contractor then has the 

freedom to decide when to work, how the work is to be accomplished, and the type and 

quantity of equipment.  The contracting agency, which normally monitors that the 

contractor is performing the work as instructed under a method based contract, must now 

monitor the desired end result specified in the Performance Based Contract.  This is done 

using a rating system the contracting agency has developed.  Florida DOT has a very 

good and comprehensive rating system they call the Maintenance Rating Program 

(MRP).  An inspector uses this rating system to monitor how well the contractor is 

meeting the desire end results.  Payments to the contractor are influenced by the results of 

the inspector’s ratings.   

In order for a contractor to win a contract using the PBC method, the contractor 

must first meet the pre-qualification requirements.  If the contractor meets these 

requirements, a Technical Proposal and a Price Proposal must be submitted to the 

contracting agency.  The qualified contractor with the lowest weighted score of the 

Technical and Price Proposals is the winning contractor.  The weighting of these scores is 

assigned by the agency depending on their needs and how high-profile is the contract. 

There are many possible benefits of PBC.  One of the two main advantages is that 

the contracting agency is assured that the contract will produce the desired end results.  
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The second main advantage is that there is a possibility of the contracting agency saving 

money.  The theory behind the savings is that the contractor can perform the work in the 

way he or she feels is the most efficient.  Cost savings can also stem from the contractor 

being allowed the freedom to try new and innovative methods to complete the work.  

This type of contracting can also reduce the administrative workload of the contracting 

agency.   

There are, however, some difficulties and growing pains that come with PBC.  

First and foremost, the contracting agency needs to assemble a comprehensive 

performance based contract, similar to what North Carolina DOT has done.  Without a 

solid contract, a performance based program has no chance of being successful.  The 

contracting agency must also be granted the ability to select contractors based abilities, 

price, and qualifications instead of based just on the lowest price.   

Another issue that can completely derail a program concerns the employees of the 

contracting agency.  These employees must fully believe that this program will be 

beneficial to the agency, as well as not threaten their job security.  Another stumbling 

block with the employees of both the contracting agency and the contractor is a difficulty 

in changing their mindset from the current MBC to the new PBC.  During the course of 

this research, it was evident through comments and suggestions that this change is more 

difficult than one may realize.   

 

Contractor Survey 

Both the Research Steering Committee and the research team felt it was important 

to gauge the opinion on a switch from MBC to PBC.  Thus, a questionnaire consisting of 
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ten activities, 3 questions each, was sent to thirty different contractors that have worked 

for the South Carolina DOT.  From this, eight contractors responded.   

The first question of this survey was the most important as it dealt specifically 

with the change between MBC and PBC.  The contractors fairly strongly agreed that this 

change would require them to train their staff on these changes.  On the next question, the 

survey showed a wide variation in opinion to the question of whether this change will 

increase the contract cost.  The average score showed that the contractors slightly agreed 

that the change will cause an increase.  Despite these two answers, the contractors 

slightly agreed that the switch from Method to PBC should be easy to implement.   

The other interesting activity dealt with mowing as it is a large budget activity.  

The contractors slightly disagreed that the change in mowing specification would 

increase cost and require additional training of their staff.  They slightly agreed that the 

change would be easy to implement.   

 The results of this questionnaire paralleled the information gathered from other 

states that have implemented PBC.  These states have found that the contractors have 

been reserved and a little resistant to such a change.  This obviously will negatively affect 

the contract cost.  However, as the contractor become used to this method of contracting, 

the costs tend to drop.  Such a change has also required the contractors to change the way 

they think and work as well as train their staff on these changes.  However, from the 

contractor’s point of view, such a change would not be overly difficult to make.   

 

Improving the Current SCDOT Contracting Process 
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The other main component of this research was to research how to improve the 

current contracting process, whether or not PBC is implemented.  To accomplish this, 

brainstorming meetings were held with district level personnel to uncover problems and 

possibly find suggestions and solutions.  These meetings were held at each of the South 

Carolina DOT district offices.  These meetings showed that each district had a few local 

problems, but four main, common themes emerged as typical throughout the state.   

The first problem was with unqualified contractors.  It was nearly unanimous that 

the districts wanted a prequalification requirement before the contractor is allowed to bid 

on work.  It was found that the construction side of South Carolina DOT had recently 

implemented a prequalification program.  A similar program for the maintenance side 

would simplify the implementation.   

The districts felt, and it was evident from these meetings, that there is an uneven 

understanding of the current South Carolina contracts.  Thus, the districts suggested and 

agreed that annual training was needed.  This would provide a uniform understanding of 

the contract and the “power” it entails, help establish more uniform inspections, and keep 

everyone up-to-date on changes in new contracts.   

Along with the uneven understanding of the contract was an unclear grasp of the 

liquidated damages clause in the contract.  Most felt the current clause is not strong 

enough and is very time consuming and difficult for the district personnel to utilize.   

The districts stated that some contractors were unqualified and unrealistic in being 

able to complete the work as specified.  Also, there have been some problems with 

agency inspectors not being able to track down a contractor so the inspector can be 

present while work is underway.  A solution was proposed that could help both problems.  
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This solution would require the contractor to submit an Action Plan along with the bid.  

This Action Plan would inform the contracting agency the number of personnel and the 

number and type of equipment to be used as well as where and when the work will take 

place.  Though it may not enforceable by the contracting agency to hold the contractor to 

the Action Plan, most districts still felt that this information would be very beneficial.   

 

Chip Seal Best Practices 2005 

NCHRP Synthesis 342 

The research team felt that it was important to include a summary of a report on 

chip sealing best practices as part of improving the current contracting process in South 

Carolina.  Recently, there are states that have completely stopped using chip sealing as a 

road maintenance activity.  This is mainly due to the poor and wide variation in results.  

This report researched states and other countries that have successfully used this method.   

The report found that the increased use of chip seals for maintenance can be 

successful and cost-effective way of using preventative maintenance to preserve both low 

and high volume pavements (Gransberg, Synthesis 342).  The best practices were 

identified and can be found in chapter eleven.    

 

Recommendations 

The main focus of this research was to address South Carolina DOT recent 

experiences with poor contractor results.  The general feeling is that the current 

specification place very little accountability with the contractor and requires significant 
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effort to administer.  Issues such as these fit perfectly with the advantages of PBC.  Thus, 

it seems implementation of PBC is the next logical step.   

In addition, there seems to be a trend of state agencies being mandated to switch 

to this type of contracting by their legislature.  Thus, South Carolina DOT needs to be 

prepared incase this will happen.  However, South Carolina does not seem to be ready to 

implement such a program.  The agency will first need to be able to select contractors 

based on qualifications, price, and abilities instead of just based on price alone.  Second, 

the personnel with South Carolina DOT as well as interested contractors need to be 

thoroughly shown the differences, advantages, and disadvantages between the current 

MBC and PBC.  This should not be taken lightly as experiences throughout this research 

have shown that MBC is deeply engrained. 

South Carolina DOT personnel need to be “on-board” with this program for it to 

have a chance of succeeding.  Discussions with many of these personnel have shown that 

this may be difficult as it involves change and may affect their job security.  Last, South 

Carolina would need to utilize and pull from contracts and programs from other 

successful states to assemble their own contracts and programs.  This is essentially what 

North Carolina DOT has recently done.  If South Carolina was able to put together a 

program similar to North Carolina DOT, they could see great results. 

South Carolina DOT stated in their problem statement that one of the main issues 

they have with their current specifications is that it requires significant administrative 

effort by the department.  Also, members of the Research Steering Committee have stated 

that if PBC were to be implemented, they would like to do so on an individual activity 

bases.  Though this limited engagement may serve the purpose of “getting their feet wet”, 
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it will not allow the full advantages of reduced administrative effort that often 

accompanies PBC. 

The second main focus of this research was to investigate how to improve the 

current contracting process until South Carolina DOT is ready for PBC.   Until then, it is 

advocated that South Carolina DOT implement the recommendations in this research.  

The construction side of South Carolina DOT has recently implemented a contractor 

prequalification program.  A similar program should be implemented.  South Carolina 

should try using the chip sealing best practices outlined by Synthesis 342 as it can be a 

cost effective preventative maintenance.  An annual training program should be 

implemented for the South Carolina DOT personnel to help establish level the 

understanding of the contracts, establish more uniform inspections, and keep up-to-date 

with new changes in the contracts. 
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Appendix A 
 

Performance Based Contracting - Contractor Survey 

Company Name:_______________________________________________________ 

Contact Information:____________________________________________________ 

A. PERFORMANCE BASED CONTRACTING OVERVIEW 
Performance based contracting is often referred to as outcome-based contracting.  This is 
because the contract puts the responsibility on the contractor by specifying the end result 
desired by the agency.  The contractor has the free ability to decide when to start work 
and the equipment to use as long as the performance specifications are met.  This is 
different from method-based contracting which specifies how and when the contractor is 
to do the work.  These contracts span for multiple years, often 7 to 30 years with an 
option to renew.  Most current state agencies using performance based contracting apply 
it to the maintenance of all assets in a specified area (Total contract Maintenance).  
However, this survey is to look at the assets individually.   
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________

_____________________ 

B. MOWING 
Under this work feature, the contractor must keep the grass in the desired height range.  
Not more than 1% of vegetation exceeds (varies) inches high. This excludes seed stalks 
which are allowed and decorative flowers are allowed to remain for aesthetics. Below are 
the desired height ranges for the type of facility.   
FACILITY TYPE 1 CLASSIFICATION DESIRED HEIGHT 
1 Rural Limited Access 5 inches - 18 inches 
2 Rural Arterial 5 inches - 12 inches 
3 Urban Limited Access 5 inches - 12 inches 
4 Urban Arterial 9 inches maximum 
 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________ 
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D. LIMB TRIMMING 
The contractor must ensure there is no encroachment of trees, tree limbs or vegetation lower than 
14-1/2 feet onto or beyond the shoulder point, face of curb, face of guardrail or back of shoulder 

gutter. There is no encroachment of trees, tree limbs or vegetation lower than 10 feet over 
sidewalk. There shall be no vegetation that violates the horizontal clearance (clear zone). 

  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 

E. GUARDRAIL 
The contractor is responsible for ensuring each single run functions as intended.  If there 
is less than 25 feet of guardrail in a sample, then 50% or more of the guardrail must meet 
the height requirement for this sample point to meet maintenance conditions. All other 
guardrail criteria shall be rated no matter what the length.  

  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 

F. RAISED PAVEMENT MARKERS 
The contractor is responsible for ensuring 70% of the rebuked markers are functional (reflective) 
at a distance of 528 feet. No more than 100 feet of continuous centerline or lane line is without a 
reflective marker. 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 
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G. STRIPING 
The contractor is responsible for ensuring 90% of the length and width of each line is reflective 
and functions as intended. 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 

H. PAVEMENT SYMBOL 
The contractor is responsible for ensuring 70% of existing symbols function as intended. 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 

I. SIGNS 
The contractor is responsible for ensuring: 

SIGNS LESS THAN OR EQUAL TO 30 SQ. FT.: 95% of the signs are 
functioning as intended. 

SIGNS GREATER THAN OR EQUAL TO 30 SQ. FT.: 85% of the signs are 
functioning as intended. 

  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 
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J. RIGID JOINT 
The contractor is responsible for ensuring 85% of the length of transverse and longitudinal 
joint material appears to function as intended. 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 

K. RIGID CRACKING 
The contractor is responsible for ensuring 90% of the roadway slabs have no unsealed cracks 
wider than 1/8 inch. 
  Strongly 

Agree 

   Strongly 

Disagree Questions:    

1) Will the above increase the contract cost? 1 2 3 4 5 

2) Will the above require additional training of 

your staff? 1 2 3 4 5 

3) Will the above be easy to implement? 1 2 3 4 5 

Comments:____________________________________________________________________________

______________________________________________________________________________________

______________________________________________________________________________________ 
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Appendix B 
 
 

FLORIDA MRP HANDBOOK 

Mowing 

ROADSIDE MOWING:  Not more than 1% of vegetation exceeds (varies) inches 

high. This excludes allowable seed stalks and decorative 

flowers allowed to remain for aesthetics.  

FACILITY TYPE 1 CLASSIFICATION DESIRED HEIGHT 
1 Rural Limited Access 5 inches - 18 inches 
2 Rural Arterial 5 inches - 12 inches 
3 Urban Limited Access 5 inches - 12 inches 
4 Urban Arterial 9 inches maximum 
 

Roadside Mowing - This characteristic is the control of planted or natural grasses and 

vegetation for protection of soil shoulders and slopes, safety and aesthetics purposes.  

 

Evaluation: Determine the mowing area in the sample point. Measurements with a rule 

or stick marked at the appropriate heights should be made throughout the sample. 

Determine the area of the vegetation that does not meet the standards. If more than 1% of 

vegetation, EXCLUDING allowable seed stalks and decorative flowers which have been 

allowed to remain for aesthetics, exceeds the appropriate measurement as listed in the 

standard, then this characteristic does not meet the desired maintenance condition. 

Allowable is defined as any vegetation not listed as undesirable in turf condition 

standard. Except for turf mowed by adjoining property owner, turf mowed at less than 5 

inches on Facility Types 1,2 and 3 does not meet desired maintenance conditions. Do not 

evaluate mowing areas where wet conditions prevent mowing.  
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Calculate the percentage of vegetation that does not meet the standard by dividing the 

area of vegetation that does not meet the standards by the total mowing area in the sample 

and multiplying by 100.  

 

Roadside Mowing does not meet MRP standards when any of the following exist:  

1. More than 1% of the vegetation varies from the standard height.  

2. The turf is mowed less than 5 inches on facility types 1, 2 and 3, except turf 

mowed by adjoining property owner.  
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Slope Mowing 

SLOPE MOWING:  Not more than 2% of vegetation is less than 5 inches or more than 

24 inches in height. This excludes allowable seed stalks and 

decorative flowers allowed to remain for aesthetics. The area shall 

be maintained in accordance with the mowing guide. 

 

Slope Mowing - This characteristic is the control of planted or natural grasses and 

vegetation for protection of soil slopes, safety and aesthetic purposes. 

 

Evaluation: Only evaluate the slope mowing areas as shown in the FDOT Guide to 

Roadside Mowing. Measurements should be made throughout the sample. Slope mowing 

shall not be evaluated if vegetation has been planted to eliminate the need for slope 

mowing. Allowable is defined as any vegetation not listed as undesirable in turf condition 

standard. Except for turf mowed by adjoining property owner, turf mowed at less than 5 

inches, on all facility types does not meet desired maintenance conditions. 

 

Determine the slope mowing area in the sample point. Calculate the area of vegetation 

that does not meet the standard. Determine the percentage of vegetation that does not 

meet the standard by dividing the area of vegetation that does not meet standards by the 

total slope mowing area in the sample and multiplying by 100. 

 

Slope Mowing does not meet MRP standards when the following exist: 
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1) More than 2% of the vegetation is less than 5 inches in height except for turf 

mowed by an adjoining property owner. 

2) More than 2% of the vegetation is more than 24 inches in height, except allowable 

seed stalks and decorative flowers allowed to remain for aesthetics.
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Limb Trimming 

TREE TRIMMING:  There is no encroachment of trees, tree limbs or vegetation 

lower than 14-1/2 feet onto or beyond the shoulder point, face of 

curb, face of guardrail or back of shoulder gutter. There is no 

encroachment of trees, tree limbs or vegetation lower than 10 feet 

over sidewalk. There shall be no vegetation that violates the 

horizontal clearance (clear zone) of the right of way. 

Tree Trimming - This characteristic is the encroachment control of trees, tree limbs or 

brush within the right-of-way. 

 

Evaluation: All samples are to be evaluated for tree trimming. 

Dead or dying vegetation next to or over the travel way or clear zone that could fall or 

present a hazard to vehicles or pedestrians does not meet desired conditions. 

 

For MRP purposes, trees to be evaluated should have a diameter greater than 4 inches as 

measured 6 inches above the ground. Also evaluated for tree trimming, are tree limbs 

greater than 1 inch in diameter greater than 3 feet above the ground. 

 

In areas with curb and gutter, there should be no vegetation over the roadway lower than 

14-1/2 feet from the face of curb to the face of curb. 

 

In areas without curb and gutter, there should be no vegetation over the roadway and 

shoulder lower than 14-1/2 feet. 
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In cases where guardrail is present, there should be no vegetation over the roadway and 

shoulder lower than 14-1/2 feet from the face of guardrail. See detail. 

In areas with sidewalk, there should be no encroachment of trees, tree limbs or vegetation 

over the sidewalk lower than 10 feet. 

 

Encroachment onto the sidewalk is considered to meet conditions as long as at least 4 feet 

is clear of vegetation. 

 

In an area with a bike path, there should be no encroachment of trees, tree limbs or 

vegetation over the bike path lower than 10 feet. Encroachment onto a bike path is 

considered to meet conditions as long as at least 4 feet is clear of vegetation. 

 

Tree trimming does not meet MRP standards when any of the following exist: 

1) In curb and gutter areas, vegetation is lower than 14-1/2 feet over the roadway 

from the face of curb to the face of curb. 

2) In areas without curb and gutter, vegetation over the roadway and shoulder is 

lower than 14.5 feet. 

3) In areas with guardrail, vegetation over the roadway and shoulder is lower than 

14.5 feet from face of guardrail. 

4) Vegetation encroachment of trees, tree limbs or vegetation over the sidewalk is 

lower than 10 feet. 

5) Encroachment of trees, tree limbs or vegetation onto the sidewalk where less than 

4 feet is clear. 

6) Encroachment of trees, tree limbs or vegetation over a bike path lower than 10 

feet. 
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7) Encroachment of tree, tree limbs or vegetation onto a bike path where less than 4 

feet is clear. 

 

This picture is an example of vegetation growing over the sidewalk. This 

obstructs the use of the sidewalk by pedestrians. If there is encroachment of trees, 

tree limbs or vegetation onto the sidewalk, so that less than 4 feet is clear, it does 

not meet desirable MRP conditions. 
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Guardrail 

GUARDRAIL:  Each single run functions as intended.  

 

Guardrail - Guardrail is installed to guide a vehicle away from various hazards in and 

adjacent to the travel way and, in most cases, where fill slopes exceed 3:1.  

 

Evaluation: Determine the general condition of the guardrail. Check the guardrail height. 

Check for damaged rail, missing or damaged posts or blocks, connecting hardware and 

end sections. Check to make sure guardrail is lapped correctly.  

 

If there is less than 25 feet of guardrail in a sample, then 50% or more of the guardrail 

must meet the height requirement for this sample point to meet maintenance conditions. 

All other guardrail criteria shall be rated no matter what the length.  

 

Consideration should be given to what Design Standards were used during original 

construction of guardrail.  

 

A previous minor collision may not prevent a guardrail system from functioning as 

designed and would not cause failure. Installations may vary from roadway to roadway 

because of design standard changes and should be evaluated using the appropriate design 

standard.  
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Guardrail does not meet MRP standards when any of the following exist:  

1. Any missing posts, offset blocks, panels or connection hardware.  

2. Nuts fully threaded within I inch of the anchor plate on end treatment cables and 

anchor rods (measurements should be checked with end treatment cable taunt).  

3. Any section that is 3 inches above or I inch below the desired elevation for 25 

continuous feet. 

4. The backup plate does not fit snugly behind the rail. There should be some point 

of contact.  

5. Damaged end sections.  

6. The rail has been penetrated.  

7. More than 10% of the guardrail blocks are twisted.  

8. More than 10% of the wooden posts or blocks are rotten or deteriorated.  

9. Any panel lapped incorrectly.  

 

Handrail does not meet MRP standards when any of the following exist:  

1. The handrail is bent or misaligned and does not function as intended.  

2. One or more anchor bolts, nuts, or neoprene/resilient pads are missing on the base 

plate.  

3. If fence is attached to the handrail, the fence must be in place and securely 

fastened to the handrail.  

4. It is obvious that handrail was installed but is now missing.  
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Raised Pavement Markers 

RAISED PAVEMENT  

MARKERS:  70% of the rebuked markers are functional (reflective). No more 

than 100 feet of continuous centerline or lane line is without a 

reflective marker. 

 

Raised Pavement Marker - Raised pavement markers are reflective white, amber or red. 

Some markers are designed with a reflector on one side only. Raised pavement markers 

are effective aids for night driving, especially on wet pavement. They are required on 

ALL FDOT highways to delineate centerline, some curbs, traffic islands and for the 

transition of roadway or lane width changes. 

 

Evaluation: Daytime - Check to make sure the correct number of markers are installed. 

Count all the markers that should be present. Then count the number of missing markers. 

Determine the percentage of markers missing by dividing the number missing by the total 

number that should be present. 

 

No more than 100 feet of continuous centerline or lane line should be without a reflective 

marker. 

 

If RPM'S are required on edge lines, they should be rated. 

Nighttime - Conduct nighttime reflectivity checks using LOW BEAM headlights only. 
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Ride the same roadway in both directions to check the reflectivity of the RPM's. 

The survey vehicle headlights should be adjusted periodically. 

 

The nighttime reflectivity check should be conducted when the pavement is dry. 

 

At least 70% of the required markers should be functional (reflective) at a distance of 528 

feet. 

 

Designed breaks in pavement lines (crossovers, intersections) shall not be included in the 

100 feet. 

 

Raised Pavement Markers do not meet MRP standards when the following exist: 

1) If more than 30% of the required raised pavement markers are missing. 

2) If more than 30% of the required markers are not functional (reflective) at a 

distance of 528 feet. 

3)  If more than 100 continuous feet of centerline or lane line is without a reflective 

marker. 

4)  If the raised pavement markers are installed incorrectly. 
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Striping 

STRIPING: 90% of the length and width of each line is reflective and functions 

as intended. 

 

Striping – Pavement striping is a 6 inch wide centerline; skip line or edge line. 

 

Evaluation: Daylight and nighttime inspections shall be done. Each line is evaluated 

independently. 

 

Solid lines - Determine the length and width of each solid line in the sample point. A 

minimum of 5.4 inches of each line width should be present, visible and reflective at 

night with low beam headlights.  Determine if the lines are reflective at night for a 

distance of 160 feet. Due to changes in design standards, striping may have been installed 

at certain locations on some roadways where no striping is installed at similar locations 

on other roadways. Do not evaluate striping at locations where it has not been installed. 

 

Skip lines - Determine the length and width of each skip line in the sample point. A 

minimum of 5.4 inches of each line width should be present, visible and reflective at 

night with low beam headlights.  Only evaluate the stripe and not the skip. Black lines are 

used for contrast only and should not be evaluated for reflectivity. 

 

Refer to Design Standard Indices 17345 and 17346 for Interchange markings and special 

marking areas. 
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Striping does not meet MRP standards when the following exist:  

1)  If more that 10% of the length of any line is less than 5.4 inches wide during 

daylight inspection. 

2)  If more than 10% of the length and width of any line is not visible for a distance 

of 160 feet at night. 

3)  If more than 10% of the length of any line is missing. 

4)  If more than 10% of the length of any line is covered by soil, grass or debris. 

 
Striping on a typical four lane divided highway. 

 
Shows painted edgeline installed on a newly constructed or resurfaced roadway.  

Evaluate according to the striping characteristics. 

  
Worn out edgeline Edgeline obscured by soil or other 

debris does not meet MRP standards. 
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Pavement Symbol 

PAVEMENT  

SYMBOL: 70% of existing symbols function as intended. 

 

Pavement Symbol - Pavement symbols are used to communicate certain meanings at 

specific locations. 

 

Evaluation: Determine the total square footage of all symbols within the sample point. 

Symbols that appear to be abandoned should be verified as such with the area engineer 

and not be evaluated if determined to be abandoned. Curb markings and crosswalks on 

connecting side streets are not to be evaluated for nighttime reflectivity. Standard Index 

17346 or the MMS Handbook can be referenced to determine the square footage of 

symbols.. 

Pavement Symbols do not meet MRP standards when the following exist: 

1) If more than 30% of the cumulative symbol area is not functioning as intended 

during daylight   observation. 

2)  If more than 30% of cumulative symbol area is not reflective for a distance of 160 

feet using low beam headlights during nighttime observation. 

  
Pavement symbols, good condition  This is a worn out symbol.  More  
meets desired MRP standards. than 30% is not functioning as 

intended 
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SIGNS 

SIGNS LESS THAN OR EQUAL  

TO 30 SQ. FT.: 95% of the signs are functioning as intended. 

 

SIGNS GREATER THAN OR EQUAL  

TO 30 SQ. FT.: 85% of the signs are functioning as intended. 

 

Signs - Signs are used to convey information to the motorist so they can travel safely and 

efficiently on the highway. 

 According to the Manual on Uniform Traffic Control Devices, Placement of a 

traffic control device should be within the road user's view so that maximum visual 

acuity is provided. To aid in conveying the proper meaning, the traffic control device 

should be appropriately positioned with respect to the location, object, or situation to 

which it applies. The location and legibility of the traffic control device should be such 

that a road user has adequate time to make the proper response in both day and night 

conditions.'' 

 

Evaluation: Determine the number of signs within the sample point. Inspect the signs 

and determine the number of signs that do not meet desired MRP conditions. Divide the 

number of signs that meet MRP conditions by the total number of signs in the sample 

point. Multiply by 100 to get the percentage of signs that function as intended. If the 

percent is less than the standard, then the signs do not meet MRP standards. 
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For the purposes of evaluating individual sign installations, the following criteria shall 

apply: 

Sign Height: 

1. Roads with curb and gutter:  

7 feet minimum height measured from top of curb to bottom of sign (measure 

from sidewalk, if present). 

2. Roads without curb and gutter:  

5 feet minimum height measured from edge of driving lane to bottom of sign. 

3. Limited access ramps:  

6 feet minimum height measured from edge of driving lane to bottom of sign. 

4. Limited access medians:  

7 feet minimum height measured from edge of driving lane to bottom of sign. 

5. Limited access roads:  

7 feet minimum height measured from edge of driving lane to bottom of sign. 

Sign Lateral Clearance: 

1. Rural roads and limited access ramps:  

12 feet minimum offset from edge of driving lane and where 12 feet cannot be 

met. 

6 feet minimum from edge of paved shoulder to edge of sign. 

2. Limited access mainline:  

30 feet minimum offset from edge of mainline driving lane to edge of sign. 

3. Roads with curb and gutter:  

2 feet minimum offset from face of curb to edge of sign. 

4.  Signs behind guardrail:    

2 feet minimum from the face of the rail to the edge of sign. 

Sign Tolerances: 

1. Height Tolerance: 

A.  3 inch tolerance for all signs except signs over sidewalk. 

B.  12 inch tolerance for Type 1 and III object markers. 

2. Lateral Clearance Tolerance: 
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A.  3 inches in curb and gutter sections and behind the guardrail. 

B.  6 inches on limited access ramps and arterial roads. 

C.  12 inches on limited access mainline. 

The Department's Design Standards contain information on installation and placement of 

signs.  

The evaluation of signs greater than 30 sq. ft. includes all over-lane signs with the 

exception of overhead school signs and county/city signs on signal cables. 

 Many cities and counties and some state and federal agencies install traffic signs 

and devices adjacent to or on FDOT right-of-way. Warning, Regulatory and Information 

signs and devices installed and maintained by FDOT are normally identified (front and 

back) as property of the Florida Department of Transportation and should have an 

installation date painted on or attached to the sign. Evaluate only FDOT signs and 

devices. 

NOTES: 

1)  Highway signs shall be evaluated using two characteristics:  

• Ground signs greater than 30 square feet (including all over-lane signs). 

• Ground signs 30 square feet or less. 

2)  MRP definition of a secondary sign: A secondary sign is mounted below a 

primary sign and its message is not related to the primary sign message. Example: 

A "Do Not Block Intersection'' sign mounted with a no u-turn sign below it. 

3)  The height to the bottom of a secondary sign mounted below another sign may be 

one foot less than the appropriate height except where signs are over sidewalks (a 

route marking assembly consisting of a route marker with an auxiliary plate is 

treated as a single sign). 

4)  Do not rate overhead school signs or county/city signs on signal cables. 

5)  Do not rate logo signs or signs on call boxes. 

6)  For purposes of these guidelines, a turn lane will be considered a driving lane. 
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Merge, rest area, signs on islands and exit gore signs shall be evaluated under 

Design Standard Index No. 17302. 

7)  If it is obvious the minimum lateral clearance cannot be met, the sign shall be 

considered to meet acceptable maintenance conditions. The presence of sidewalk 

by itself shall not be considered a reason a sign cannot meet the minimum lateral 

clearance. 

8)  A sign less than 30 square feet mounted to a sign greater than 30 square feet is 

evaluated as part of the sign greater than 30 square feet. 

9)  For MRP purposes, two post installations with round aluminum tubing less than 

or equal to 3-1/2 inches meets maintenance conditions. 

10)  Signs in the median, as outlined in Index 17346 are not evaluated for lateral 

clearance. 

Signs do not meet desired maintenance conditions when any of the following exist:  

1)  Sign installations including panels and posts leaning more than 1 inch per foot. 

2)  There is missing connecting hardware, nuts and bolts. 

3)  Sign panels are attached to columns below a fuse cut (Index 1 1200). 

4)  Bottom of sign panel is installed more than 1 inch above or below the fuse cut 

(Index 1 1200). 

5)  Aluminum "C" clamps are used to attach a sign panel to a post. 

6)  Cantilever signs are not installed according to Index 11860. 

7)  Brackets are installed improperly. 

8)  A cantilever sign is wider than 4 feet. 

9)  Sign rotation causes the sign message to become unreadable. (Note: In urban 

areas, "NO PARKING'' signs may be rated 30˚ to 40˚ toward traffic). 

10)  Signs fail to convey the intended message due to lack of reflectivity, fading or 

surface accumulations. (Note: A1l signs shall be reflectorized or illuminated to 

show the same shape and color in day and night conditions). 

11) Height and offset of mile markers are not according to Case IX of Index 17302. 

(Note: For MRP purposes, a height tolerance of up to 3 inches and an offset 

tolerance of up to 12 inches are permitted). 

12)  Aluminum posts greater than 3-1/2 inches in diameter are not installed on a slip 
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base (Indices 11861 to 11864). 

13)  A slip base or breakaway support is covered with soil. 

14)  A slip base or breakaway support more than 3 inches above the smashed ground 

as measured at the center (index 1 1860). 

15)  A single post installation is prohibited by Index 11860. (Note: Details found on 

Sheet 3 of Index 11860 shall not be considered during MRP evaluations). 

16)  Single post installations of a sign wider than 48 inches unless specifically allowed 

by Index 11860. 

17)  A sign on a slip base is installed without a concrete footing. 

18)  The edge of a sign panel is installed less than 2 feet from the face of guardrail. 

19)  The height and lateral offset of a sign panel is not installed according to Index 

17302. 

20)  Damage to a sign column that compromises its function. 

21)  U-channel steel posts heavier than 3 pounds per foot have no breakaway support. 

22)  Steel post support stubs protrude more than 4 inches above the ground. 

   
Do not rate logo signs. Do not rate signs on call boxes. 

   
Signs should not lean more than 1 inch Measuring a sign that is leaning more 
per foot.  than 1 inch per foot.  This sign does not 
 meet desired maintenance conditions. 
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Incorrect bracket installation. This sign column has been damaged 
 and does note meet desired  
 maintenance conditions. 
 

  
Cantilevered signs must be installed on  Slip base more than 3 inches above the 
a breakaway device and have a concrete  ground.  This does not meet desired 
foundation.  Sign does not meet desired  maintenance conditions. 

maintenance conditions. 
 

  
Measuring a sign post.  This post is 4  This sign foundation is non-standard  
inches and should be installed with a  and, therefore, does not meet desired 

concrete foundation and breakaway  maintenance conditions. 
assembly.  This sign installation does  

not meet desired maintenance conditions. 
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Rigid Joint 

RIGID JOINT: 85% of the length of transverse and longitudinal joint material 

appears to function as intended. 

 

Rigid Joints - Joints are placed in rigid pavement to control cracking and to allow for 

year-round contraction and expansion. Joints should be sealed to restrict the intrusion of 

water and incompressibles into the joint. Sealed joints extend the life of the rigid 

pavement. 

 

Evaluation: To determine if this characteristic meets MRP standards, you must first 

calculate the total length of transverse and longitudinal joints in the sample. This can be 

accomplished by computation or actual measurement. 

 

Transverse joints are generally about 20 feet apart but an on-site verification should be 

done. Count the number of transverse joints and multiply by the width of the road. Count 

the number of longitudinal joints and multiply by the length of the joints. To obtain the 

total length of joint material, add the length of transverse and longitudinal joints together. 

Generally, it is easier to multiply the total joint length to be evaluated by 0. l 5 ( l 5%) to 

determine what length is allowed below the desired maintenance condition and then 

measure those joints that do not function as intended. A cumulative length greater than 

15% of the total does not meet the desired maintenance condition. 
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On multi-lane divided sections, with paved shoulders, BOTH the paved median shoulder 

and paved outside shoulder joints are to be evaluated. DO NOT rate the longitudinal joint 

between the rigid pavement and asphalt shoulder if it was never sealed. 

 

Rigid Joints do not meet MRP standards when the following exist: 1) More than 15% of 

the total transverse and longitudinal joint length is missing. 

 

Rigid Joints do not meet MRP standards when the following exist: 

1) More than 15% of the total transverse and longitudinal joint length is missing. 

  

This picture shows two traverse joints  Do not rate the longitudinal joint 

and a slab that has two unsealed cracks between the Rigid pavement and 

 the asphalt shoulder if it 

 was never sealed. 
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Rigid Cracking 

RIGID CRACKING: 90% of the roadway slabs have no unsealed cracks wider 

than 1/8 inch. 

 

Rigid Cracking - A slab is defined as that area within the existing control joints. Do not 

include the control joints in the evaluation. 

 

Evaluation: Determine the total number of slabs within the evaluation area. Then 

determine the number of slabs that have unsealed cracks wider than 1/8 inch. Divide the 

number of slabs with unsealed cracks wider than 1/8 inch by the total number of slabs 

within the evaluation area to determine the percentage of slabs with unsealed cracks 

wider than 1/8 inch. lf this percentage is more than 10%, then this characteristic does not 

meet desired conditions. 

 

Rigid Cracking does not meet MRP standards when the following exist:  

1)  More than 10% of the slabs have unsealed cracks greater than 1/8 inch. 

   

These pictures show an unsealed crack wider than 1/8 inch in rigid pavement. 
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Appendix C 

DISTRICT MEETING MINUTES 

 

District A 

• They are currently having problems with 1/1 slopes.  The specs require the 

contractor to mow these slopes but the only places here that have 1/1 slopes are 

fill areas.  The tractors end up sinking and getting stuck as the fill areas are 

usually soft. 

• For the most part they like the requirements in the current specs.   

• They have recently ‘tightened-up’ on the current mowing contract 

• General consensus was that there needs to be district specific contracts to better 

handle regional specific problems/issues. 

o This district loved the idea of having general specs for the whole state and 

then has three or four regional supplemental specs. 

• They are currently having problems with contractors complaining that they were 

not required to do something in another district even though they have the same 

contract in both districts.  They commented that this is probably due to the 

varying ‘strictness’ of the inspectors of the different districts. 

o This district currently has training for their inspectors when changes are 

made in the contract specs.  They have seen that the inspectors generally 

understand the specs but may lack knowledge in their power to enforce 

• The current specifications require the contractor to sign-in to the pre-bid.  This 

district proposes that the requirement be expanded to include a sign-out 
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requirement to make sure the contractor stays for the entire meeting. 

• This district does not feel there is anything wrong with the specs requiring the site 

visit.  However, they said that they need to tighten-up on this; enforce the contract 

stating that the contractor must actually visit the site. 

• This district has not seen any issues with “incapable” contractors 

• They felt that the current penalties were a little light, especially concerning start 

work and completion time requirements 

• This district felt that performance specs like those used in Florida are a great idea 

as it will help with the start and completion date problems and with SCDOT 

workload issues.  However, they felt that performance specs would not work in 

South Carolina due to the “budget yo-yo”.  Performance contracts require the 

state to have the money for all the contracted areas.  Currently, this district and 

probably the rest of the state have to pick and choose which roads will receive 

maintenance depending on the amount of money they have. 
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District B 

Performance Specs 

• With regard to the MRP the state of Florida uses, this district had concerns that if 

the contractors would be capable of conforming to the new style of specs. 

o As is, the districts are having hard enough time getting the contractors to 

start when they are supposed to and complete the work when required. 

o With performance specs there are no set number to mowing cycles.  

Instead the weather dictates how fast the grass grows and therefore how 

many cycles are needed.  The district has concerns that the contractors will 

have a big problem with not getting enough pay if they get paid only when 

cycles are needed. 

� It was proposed that instead of paying by the cycle, payment be 

made on an annual basis, meaning that the contractor will get paid 

the same amount whether they perform three cycles or five cycles.  

This district had a problem with this as they felt it would be hard to 

justify paying the same amount for fewer cycles. 

• This district had some strong reservations against using performance specs as they 

felt that this would outsource their jobs to contractors. 

• This district felt that state maintenance budget would be a very big obstacle to 

performance specs 

• This district does not like the fact that performance specs do not allow the district 

to cut a mowing cycle if they need the money elsewhere or simply do not have 

enough money. 
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General Issues 

• This district is having problems with trim work under guardrail.  They felt that 

they need a fine for the contractor not doing the trim work within a certain 

timeframe after mowing.  They have experienced contractors that perform 

mowing cycles every six weeks and do the trim work three weeks after the initial 

mowing.  They do this so that they only have to trim once for both mowing 

cycles. 

• This district says that they are in bad need of more inspects.  They felt that this is 

where most of their contract issues are from.  The one inspector they do have is 

not capable of monitoring all 1400 miles of road that have five cycles each year.  

The district is therefore incapable of monitoring if the contractor has miss areas or 

not done trim work.  This also limits their ability to track when damage is done by 

the contractors. 

• This district loved the idea of having a centralized inspector meeting each year.  

This would allow the state to have uniform ‘strictness’ levels as well as keep the 

inspectors up-to-date as to spec changes and to make sure they know what 

contractual power they have. 

o They added that the RME (resident maintenance engineer) and ME 

(maintenance engineer) should also attend these centralized meetings as 

they are responsible for writing the letter to the contractor informing him 

of not performing once the inspector has witnessed non conforming work. 

• This district loved the idea of having general specs for the whole state and then 

has three or four regional supplemental specs 
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• This district felt that someone needs to look at making the liquidated damages 

enough to ensure that it is cheaper for the contractor to perform the non 

conforming work that to pay the damages. 
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District C 

• Central Training/Strictness Meeting 

o This district felt very strongly that training is needed especially for MEs 

and RMEs.  Some felt that they had a good “handle” on the contracts, 

while some did not feel as comfortable.  Training would help to provide a 

uniform understanding of the contracts.   

o With regards to strictness, this district felt that establishing a statewide 

strictness level for various components would help.  However, there were 

concerns that this would not totally fix the problem as this only addresses 

part of the problem, the other part being differences in personalities. 

• A comment was made that the Pre-Bid tells what is in the contract and that the 

RMEs need to go to this meeting. 

• This district had a concern that there currently are no gas adjustments to snow 

removal contracts. 

• A comment was made that the Wages and Equipment Rental rates need to be 

updated. 

• When asked to comment on the idea of having a pre-qualification for contractors, 

this district liked the idea of it  

o This district did have concerns whether a contractor pre-qualification 

would actually work.  They felt that it would be too easy for a contractor 

to get qualified and too hard to knock a poor performing contractor off of 

the list. 

o A suggestion was made that there be a limit on the number of delinquent 



 

- 112 - 

status’s that a contractor can have and still be on the pre-qualified list. 

o It would be hard to require the contractor to have a certain amount or type 

of equipment before he bids.  This contractor may not own the needed 

equipment but is planning on purchasing or renting the equipment if the 

contract is won. 

• It was suggested by the district that the contractor be required to submit an 

“Action Plan” that describes how the contractor plans on accomplishing the work.  

This addresses the equipment rental problem with the pre-qualification list.  This 

“Action Plan” should be submitted along with the bid package. 

• It was suggested that an “on-call” contract be used instead of the current contract 

which is done by the acre. 

o This type of contract was suggested to address the problem with obtaining 

different levels of service required for certain roads. 

o This may be a good topic for future research as to the feasibility of this 

type of contract. 

• This district felt that the drawings concerning the treeline need to be cleared up.  

There is currently too much room for interpretation with these drawings. 

• It was suggested that the whole state cycle through a version of the mowing 

contract before implementing a new version.  There were concerns that people 

were confusing the different versions and that a central training meeting would 

further confuse people that were administering a different version than was being 

taught. 

• This district felt very strongly that the contract should be based on shoulder mile 
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and not acre.   

• There were concerns with having a state-wide or even regional specifications as 

each district has different amounts of money and different desires as far as level 

of service. 
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District D 

• This district has had problems with contractors hitting guardrail cables. 

• This district has had problems with knowing when the contractor is coming to 

perform the work. 

• Contractor Pre-Qualification 

o This district felt that the contractor should undergo some training as to 

what the contract entails before they can be qualified.  Further, the felt that 

the one going through the training should be the on-site supervisor, not 

someone that does not have direct control over the workers. 

o This district has problems with “mom & pop” contractors (small company 

that may not be capable of accomplishing the contract.   

o Equipment 

� This district had concerns that it would be hard to pre-qualify some 

of the contractors based on equipment on hand as the contractor 

may be planning on renting equipment and will not obtain the 

equipment unless the contract was won. 

� There were also concerns with large companies that have huge 

fleets of equipment but still only send two guys to accomplish a 

large contract. 

o This district felt that the power to remove a contractor from the pre-

qualification list should lie with the district maintenance engineer, not 

someone high up in the DOT that does not know what is really going on in 

the field. 



 

- 115 - 

• “Action Plan” 

o It was suggested by the district that the contractor be required to submit an 

“Action Plan” that describes how the contractor plans on accomplishing 

the work.  This addresses the equipment rental problem with the pre-

qualification list.  This “Action Plan” should be submitted along with the 

bid package. 

o A comment was made that the RME or MEs should have the power to 

approve changes to the plan 

• It was stressed that the contractor needs to be required to make communication 

with the RME at least once a week.  This district felt that better communication 

would help with most of the problems they are facing. 
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District E 

• “Action Plan” 

o This district like the idea of an action plan. 

o There were some concerns over confidentiality.  By this they ment that 

other contractors could find out how they were able to place such a low 

bid, trade-secrets, etc.   

� Later discussion decided this could be addressed by treating these 

actions plans like seal bids, where the information is kept within 

the DOT. 

• This district has experience problems with simultaneously administering different 

versions of the mowing contracts.  It was commented that the contract cycle will 

be starting over in 2009. 

• This district liked the idea of pre-qualification for contractors.  They preferred the 

term certification as they felt that the contractor needs to go through some training 

during the pre-qualification.  

o It was suggested that only contracts of a certain size or larger be required 

to have pre-qualified contractors.   

o They felt that all the contractors need to be required to go through some 

sort of traffic control certification. 

• There were concerns over the fines for non-performance as well as for excessive 

grass growth.  After extensive discussion there was no suggestion that addressed 

everyone’s concerns. 

• This district has had problems with contractors using too large of mowers that 
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caused extensive amounts of grass and litter to be thrown onto the highway 

o A comment was made that when addressing this issue, the DOT needs to 

be careful not to favor certain contractors by requiring a certain type of 

mower. 

o A possible solution was to have a requirement that only a certain 

percentage of the road can be occupied by the mower. 

• This district said that the sweeper spec needs to be changed so that it does not 

specify the sweeper.  There has been a problem with trash being stuck between 

different resurfacing levels.  The specified sweeper is not capable of cleaning 

these areas. 

• This district liked the idea of having the liquidated damages based on a 

percentage of the contract.  The intent is to address very large contracts with a flat 

fine for being late.  The flat fine does not “hurt” this contractor enough.  However 

raising the flat fine would hurt the contractor on a small project too much. 
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District F 

• This district has had only a limited amount of experience letting out mowing 

contracts. 

• For the most part this district has been pleased with the current mowing specs. 

• This district has let out quite a few catch basin contracts.  They have been very 

please with these contracts. 

• Annual training: 

o This district specifically mentioned that there needs to be annual training 

meetings at a centralized place in South Carolina for inspectors. 

o They stated that this meeting needs to be centralized and yearly to 

establish a uniform “strictness level”.   

o They also stressed that it must be annual and not every three or four years 

because there is a fair amount of SCDOT personnel turnover.  Further this 

will diminish the variation in interpretation of the specs as well as allow 

the districts to become “up-to-speed” with recent changes in the specs. 

• Prequalification: 

o This district loves the idea of contractor prequalification. 

o There was a concern that it would be difficult to specify what constitutes a 

qualified contractor (experience, manpower, resources, background) 

o There was a concern that if a prequalification stated that the contractor 

must have at least 2 years experience performing this type of work then it 

would not address the contractors background (ex. if he had not performed 

a mowing contact but had been farming for the last 15 years) 
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o This district felt that even though a strict prequalification would screen out 

some potentially good contractors it would be well worth while as it could 

cut out the bad ones. 

o This district felt very strongly that there should be a certification process 

incorporated into the prequalification that dealt with traffic safety. 

• Action Plan:  

o This district liked the idea of an action plan as it would help establish if a 

contractor knows what the job entails 

o There was a concern that the action plan would be too objective and would 

not allow a bid to be legally disqualified 

o Despite the inability to disqualify a bidder, this district felt that the action 

plan should definitely be incorporated. 

• This district felt that the liquidated damages should be based on a percentage of 

the contract and not a flat amount. 
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District G 

• This district has had had problems with contractors bidding on work that they are 

not capable of doing.  They stated that prequalification could help this problem. 

• Action Plan: 

o When asked about an Action Plan, they said they have had problems with 

“mom & pop” contractors.  They felt an Action Plan could be used to 

evaluate if he is capable. 

• Training: 

o They felt that traffic safety training was needed.  They stated that the right 

people, meaning the people doing the work, need to be the ones attending 

this training. 

o This district felt that there should be training for both SCDOT staff as well 

as for the contractors.  They were adamant that this training be held 

annually. 

o They believed that establishing a strictness standard at the annual meeting 

could help level the standard across the state.  

• This district is currently having problems administering two different versions of 

the contract specifications. 

• Liquidated Damages: 

o This district is having problems with contractors hitting signs. 

o There was a lack of understanding concerning the amounts and how 

liquidated damages were carried out.   

o They felt that the liquidated damages should be based on a percentage of 
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the contract and not a flat fee. 

• This district feels that the fuel price adjustments are not done often enough.  They 

also felt that the fuel adjustment process is confusing and it should instead follow 

the process used by the construction side. 

• There were concerns that the sweeping specifications were not very clear.  
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-- STATE OF NORTH CAROLINA--
DEPARTMENT OF TRANSPORTATION

RALEIGH, N.C.

FINAL RFP for BEST AND FINAL OFFER (BAFO)

Interstate Maintenance

WBS Element 40682

January 10, 2007

VOID FOR BIDDING

DATE AND TIME OF PRICE PROPOSAL SUBMISSION: January 24, 2007 AT 4:00 PM

DATE AND TIME OF PRICE PROPOSAL OPENING: January 25, 2007 AT 10:00 AM

WBS ELEMENT NO. 40682

COUNTIES: Mecklenburg, Gaston, Cabarrus, and Cleveland

ROUTE NO. I-77, I-85, I-485, & I-277

MILES: 131 Centerline miles

LOCATION: I-77, I-85, I-485 and I-277 in Mecklenburg, Gaston, Cabarrus, and Cleveland Counties

TYPE OF WORK: INTERSTATE MAINTENANCE AS SPECIFIED IN THE SCOPE OF WORK
CONTAINED IN THE REQUEST FOR PROPOSAL

NOTICE:

ALL PROPOSERS SHALL COMPLY WITH ALL APPLICABLE LAWS REGULATING THE PRACTICE OF GENERAL CONTRACTING AS
CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA WHICH REQUIRES THE PROPOSER TO BE LICENSED BY
THE N.C. LICENSING BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PROJECT WHERE THE BID IS $30,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMINED BY THE LICENSING BOARD.  PROPOSERS SHALL ALSO COMPLY
WITH ALL OTHER APPLICABLE LAWS REGULATING THE PRACTICES OF ELECTRICAL, PLUMBING, HEATING AND AIR CONDITIONING
AND REFRIGERATION CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA.  NOT
WITHSTANDING THESE LIMITATIONS ON BIDDING, THE PROPOSER WHO IS AWARDED ANY PROJECT SHALL COMPLY WITH CHAPTER
87 OF THE GENERAL STATUTES OF NORTH CAROLINA FOR LICENSING REQUIREMENTS WITHIN 60 CALENDAR DAYS OF BID OPENING,
REGARDLESS OF FUNDING SOURCES.

___________
                               5 % BID BOND OR BID DEPOSIT REQUIRED
___________

This BAFO RFP contains Addendum #1 and #2.  The highlighted changes in this RFP reflect only the
changes made as a result of the Best and Final Offer process.



PROPOSAL FORM FOR INTERSTATE MAINTENANCE,
WBS ELEMENT 40682,

IN MECKLENBURG, GASTON, CABARRUS
AND CLEVELAND COUNTIES, NORTH CAROLINA

Date_________________________, 2007

DEPARTMENT OF TRANSPORTATION,

RALEIGH, NORTH CAROLINA

The Proposer herein acknowledges that it has carefully examined the location of the proposed
work to be known as Interstate Maintenance, WBS Element Number 40682, has carefully
examined the Final Request for Proposal (RFP) and all addendums thereto, specifications,
special provisions, the form of contract, and the forms of contract payment bond and contract
performance bonds, which are acknowledged to be part of the Contract; and thoroughly
understands the stipulations, requirements and provisions.  The undersigned Proposer agrees to
be bound upon their execution of the Contract and including any subsequent award to them by
the Board of Transportation in accordance with this Contract to provide the necessary contract
payment bond and contract performance bond within fourteen calendar days after the written
notice of award is received by them.

The undersigned Proposer further agrees to provide all necessary materials, machinery,
implements, appliances, tools, labor, and other means of maintenance and construction, except as
otherwise noted, to perform all the work and required labor to perform all the work for Interstate
Maintenance, WBS Element Number 40682, in  Mecklenburg, Gaston, Cabarrus and Cleveland
Counties during the Contract period specified in the Final RFP  and in accordance with the
requirements of the Engineer, the Final RFP, the 2006 Standard Specifications for Roads and
Structures, specifications prepared by the Department, the Technical Proposal prepared by the
Proposer, at the lump sum price(s) bid by the Proposer in their Price Proposal.

The Proposer acknowledges that project documents furnished by the Department are  provided
solely to assist the Proposer.  Unless otherwise noted herein, the Department does not warrant or
guarantee the sufficiency or accuracy of any information furnished by the Department.

The Department does not warrant or guarantee the sufficiency or accuracy of any investigations
made, nor the interpretations made or opinions of the Department as to the type of materials and
conditions to be encountered at the project site.  The Proposer is advised to make such
independent investigations, as they deem necessary to satisfy their self as to conditions to be
encountered on this project.  The Proposer shall have no claim for additional compensation or for
an extension of contract time for any reason resulting from the actual conditions encountered at
the site differing from those indicated in any of the information or documents furnished by the
Department except as may be allowed under the provisions of the Standard Specifications.

The Proposer shall be fully and totally responsible for the accuracy and completeness of all work
performed under this contract, and shall indemnify and hold the Department harmless for any
additional costs and all claims against the Department or the State which may arise due to errors
or omissions of the Department in furnishing the preliminary project designs and information,
and of the Proposer in performing the work.



The published volume entitled North Carolina Department of Transportation, Raleigh, Standard
Specifications for Roads and Structures, July 2006, as well as, all design manuals, policy and
procedures manuals, and AASHTO publications and guidelines referenced in the Request For
Proposal, with all amendments and supplements thereto, are by reference, incorporated and made
part of this contract; except as herein modified, all the design, maintenance, repair and
construction included in this contract is to be done in accordance with the documents noted
above.

If the Proposal is accepted and the award is made, the Technical Proposal submitted by the
Proposer is by reference, incorporated and made part of this contract.  The contract is valid only
when signed either by the Contract Officer or such other person as may be designated by the
Secretary to sign for the Department of Transportation.  The conditions and provisions herein
cannot be changed except by written approval as allowed by the Request For Proposal.

Accompanying this Proposal shall be a bid bond secured by a corporate surety licensed to do
business in North Carolina, or certified check payable to the order of the Department of
Transportation, for five percent of the total Price Proposal for “Maintenance Services Excluding
Snow and Ice Removal”, which deposit is to be forfeited as liquidated damages in case this bid is
accepted and the Proposer shall fail to provide the required payment and performance bonds with
the Department of Transportation, under the condition of this proposal, within 14 calendar days
after the written notice of award is received by them, as provided in the Standard Specifications;
otherwise said deposit will be returned to the Proposer.
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*** PROJECT SPECIAL PROVISIONS ***

CONTRACT PERIOD

The Date of Availability for this contract is May 1, 2007.  The term of the contract shall be for
five years with a completion date of April 30, 2012.  At the option of the Department, this
contract may be renewed for one additional period of five years. The Engineer will notify the
Contractor in writing by July 1, 2011 if the contract will be renewed.  The Contractor must notify
the Engineer in writing by August 1, 2011 of acceptance or rejection of this offer.  Failure of the
Contractor to reply in writing will be received as a rejection of contract renewal.

COMPENSATION

The Contractor will be paid on a monthly lump sum basis in an amount equal to the unit price
bid on the Itemized Proposal sheet and as adjusted in accordance with this RFP.  In addition, a
Mobilization line item is provided for the alternate bid item “Maintenance Services Including
Snow and Ice Removal”.  All references made to measurement and payment in the 2006
Standard Specifications or applicable NCDOT special provisions do not apply.

ALTERNATE BID ITEM FOR SNOW AND ICE REMOVAL

The Contractor shall complete the Itemized Proposal sheet.  The amount bid for “Maintenance
Services Excluding Snow and Ice Removal” shall be for all services required for this contract,
excluding snow and ice removal, and shall be for the entire contract period (60 months).  The
amount bid for “Maintenance Services Including Snow and Ice Removal” shall be for all services
required for this contract, including those related to snow and ice removal, and shall be for the
entire contract period (60 months).

The Department will notify the Contractor upon Notice of Award as to which alternate bid item
is accepted by the Department.

After April 1st, 2009, the Department reserves the sole right to terminate the snow and ice
removal portion of this contract for the remainder of the contract period.  This termination may
be for cause.  This termination must be communicated in writing to the Contractor no later than
June 15th in order for the termination to be in effect before the following winter season.  In the
event that the Department exercises this termination right, the monthly payments to the
Contractor will revert to the unit price bid for “Maintenance Services Excluding Snow and Ice
Removal” and as adjusted in accordance with the Project Special Provision “Annual Price
Adjustments” and “Performance Criteria and Contract Payment” section of this RFP.

BASIS FOR CONTRACTOR SELECTION

The Contractor will be selected based on both the Price Proposal and the quality of the Technical
Proposal. For the purpose of Contractor selection, the Contractor’s amount bid for “Maintenance
Services Excluding Snow and Ice Removal” will be used in the calculation of the Adjusted Bid.
Reference the “Evaluation Criteria” section found elsewhere in this RFP.
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ANNUAL PRICE ADJUSTMENTS

Assuming all performance and timeliness criteria are met, the first twelve months of the contract
period will be paid at the unit price bid for “Maintenance Services Including Snow and Ice
Removal” or “Maintenance Services Excluding Snow and Ice Removal” whichever alternate bid
item is chosen by the Department.

Beginning with the May 2008 partial payment and with each May partial payment thereafter,
monthly payments for the subsequent twelve-month period will be adjusted annually based on
the unadjusted index (e.g. May 2006 = 232.8) of the Services Category of Table 4 “Consumer
Price Index for Urban Wage Earners and Clerical Worker (CPI-W)”.

The monthly payments beginning in May 2008 will be the unit price bid increased or decreased
by a percent equal to the percent change in the aforementioned CPI reported between January
2007 and January 2008, or five percent, whichever is less.  The baseline payments for subsequent
twelve-month periods will be the CPI-adjusted monthly payments from the previous twelve-
month period.

In the event that the contract is renewed in accordance with the Project Special Provision
“Contract Period”, monthly payments for the first twelve-month period of the second contract
term will be adjusted from the payments for the last twelve-month period of the first contract
period.

MOBILIZATION

Replace the entire Article 800-2 of the 2006 Standard Specifications with the following:

In the event the Department elects to pursue the alternate bid item, “Maintenance Services
Including Snow and Ice Removal”, the Contractor will be compensated for mobilization as
submitted with their Price Proposal and subject to the following restrictions.

The lump sum bid for “Mobilization (Including Snow and Ice Removal)” shall not exceed five
percent of the amount bid for “Maintenance Services Including Snow and Ice Removal”.

Partial payments for Mobilization will be made beginning with the first partial pay estimate paid
on the contract.  Payment will be made at the rate of 50 percent of the lump sum amount bid for
Mobilization.  The remaining 50 percent will be paid with the second partial payment.

THIRD PARTY CLAIMS

The Contractor shall promptly notify the Department of damage caused by third parties to real or
personal property within the project limits. When a third party causes damage to any of the
Department’s facilities, the Contractor shall make corrective measures to the facility at no
additional cost to the Department, except as may be provided for under the Special Provision for
Damage Reimbursement.  The Department authorizes the Contractor to pursue claims against the
responsible party for reimbursement of all Contractor expenses. The Contractor shall cooperate
with Department in providing all necessary information to the Department with respect to the
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cost of such repair, regardless of whether any separate or additional compensation is owed to the
Contractor in connection with undertaking any such repair.

DAMAGE REIMBURSEMENT

Advance preparation, response, inspection, repairs, and replacement required as a result of
natural disaster, catastrophic or emergency response, or collision to bridges, retaining walls,
noise walls, and overhead sign structures will be considered part of the contract responsibilities.
The Contractor will not receive any additional compensation from the Department except (1) as
otherwise outlined herein and (2) qualifying FHWA funds the Department receives as a result of
the Contractor seeking qualifying FHWA reimbursement.  The Department authorizes the
Contractor to pursue claims of any emergency reimbursement in response to the disaster.  It is
the Contractor’s responsibility to provide all information needed to pursue such claims in a
timely manner.

The sequence of reimbursement for damages will be as follows:

1) Pursuit of claims against the individual or entity which caused damages, or their insurers

2) If eligible, compensation from FHWA for qualifying reimbursements.  Reference the

FHWA Emergency Relief Manual (http://www.fhwa.dot.gov/reports/erm/erm.pdf).

3) Contractor insurance coverage 

The Contractor’s responsibility to make damage repairs at its own expense, in each twelve-
month period beginning May 1st of each year, shall be limited to 20% of the contract amount for
that twelve-month period.  This 20% cap will not include any amounts reasonably obtainable
under items 1, 2 and 3 above, and any damage repairs caused by the Contractor’s operations.  In
addition, administrative, indirect, and legal expenses borne by the Contractor in pursuit of
damage reimbursement will not be considered eligible expenses against the 20% cap.  Prior to
making claim for reimbursement from the Department, the Contractor shall demonstrate due
diligence in the pursuit of all damage reimbursement and supply documentation thereof to the
Department.  Delay in reimbursement from any third party will not constitute justification for
reimbursement from the Department.  If due diligence is adequately demonstrated and the 20%
cap is exceeded within the twelve-month period beginning May 1st of each year, the portion of
work over the 20% cap will be considered Extra Work and reimbursed through supplemental
agreement.

Failure to provide timely and detailed information for the pursuit of eligible compensation from
the FHWA shall result in the Contractor bearing all cost for the damage repairs at its own
expense and such costs will not apply toward the annual 20% Cap.

In the event the Department chooses to take responsibility for system restoration, the amount of
reimbursements obtained in items 1 and 2 above will be retained by the Department.  The
Department may generally exercise this right under declared States of Emergency in which
mobilization of state forces may be needed to supplement or replace Contractor forces.
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In the event of an act that is officially declared by the State of North Carolina or appropriate
Federal Entity as an “act of terrorism”, the Contractor will not be liable for damage beyond the
extent of the amounts obtained in items 1 and 2 above.

For all FHWA qualifying reimbursements, it is the Contractor’s responsibility to generate and
keep the necessary documentation for the qualifying reimbursement.  The Department will assist
in this reimbursement process by processing and forwarding to the FHWA all necessary
documentation paperwork as provided by the Contractor.

LIQUIDATED DAMAGES

Liquidated damages for timeliness requirements presented elsewhere in this RFP are calculated
using the prescribed intermediate contract times.  The Contractor is responsible for logging the
time of the start of each intermediate contract time and the completion of the task subject to the
intermediate contract time.  This information shall be made accessible to the Engineer as part of
each Monthly Report and on an interim basis as required by the Engineer to assess liquidated
damages.

In the event a Department design is required for the repair or replacement of an item covered by
an intermediate contract time, that intermediate contract time will be adjusted if there is a delay
in providing the design.  In addition, for the case of major structural items, the intermediate
contract time will be adjusted if the Contractor demonstrates due diligence in the pursuit of
materials that are not reasonably available within the applicable intermediate contract time.

*** Removed reference to Liquidated Damages for Customer Responses and Resolutions. ***

*** Removed reference to Liquidated Damages for Incident Response. ***

Liquidated damages for various intermediate contract times apply to snow and ice removal.
Reference “Snow and Ice Removal (Alternate Bid Item)” found elsewhere in this RFP.

Liquidated damages for planned lane closures, shoulder closures, lane narrowing, and holiday
and event time restrictions apply.  Reference “Traffic Control” found elsewhere in this RFP.

Pavement

An intermediate contract time of 2 days from notification or discovery will apply to the
temporary repair of all pavement failures.  In the event that the Contractor fails to repair such
failures within 2 days, liquidated damages in the amount of $500 per day, or portion thereof, will
be deducted from the monies due to the Contractor.

An intermediate contract time of 60 days from notification or discovery will apply to the
permanent repair of all pavement failures.  In the event that the Contractor fails to repair such
failures within 60 days, liquidated damages in the amount of $500 per day, or portion thereof,
will be deducted from the monies due to the Contractor.
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For the purpose of this discussion, pavement failures are defined as either (1) paved shoulder
failures greater than 1 ft2 x 1.5" depth; (2) asphalt pavement potholes greater than 1 ft2 x 1.5"
depth; (3) CRC punchout failures; (4) concrete slabs broken into four or more piece; or (5)
concrete slabs with movement.

Guardrail, Guiderail, and Attenuators

An intermediate contract time of 7 days from notification or discovery will apply to the repair of
all damaged impact attenuators and all damaged, non-functional, guardrail, and guiderail.  In the
event that the Contractor fails to repair damaged impact attenuators and damaged non-functional
guardrail or guiderail within 7 days, liquidated damages in the amount of $750 per day, or
portion thereof, will be deducted from the monies due to the Contractor.

An intermediate contract time of 30 days from notification or discovery will apply to the
replacement of all damaged impact attenuators.  In the event that the Contractor fails to replace
damaged impact attenuators within 30 days, liquidated damages in the amount of $750 per day,
or portion thereof, will be deducted from the monies due to the Contractor.

An intermediate contract time of 30 days from notification or discovery will apply to all
damaged but functional guardrail.  In the event that the Contractor fails to repair or replace
damaged but functional guardrail within 30 days, liquidated damages in the amount of $500 per
day, or portion thereof, will be deducted from the monies due to the Contractor.

Signs

The Contractor shall immediately respond to mitigate damaged signs and sign structures that
pose imminent risk to the travelling public.  An intermediate contract time of 2 hours from
notification or discovery will apply to all badly damaged overhead signs and sign structures that
pose imminent risk to the travelling public.  In the event that the Contractor fails to mitigate
these badly damaged overhead signs or sign structures within 2 hours, liquidated damages in the
amount of $1,000 per hour, or portion thereof, will be deducted from the monies due to the
Contractor.

An intermediate contract time of 60 days from notification or discovery will apply to all
damaged but functional overhead signs.  In the event that the Contractor fails to repair damaged
but functional overhead signs within 60 days, liquidated damages in the amount of $500 per day,
or portion thereof, will be deducted from the monies due to the Contractor.

An intermediate contract time of 8 hours from notification or discovery will apply to all non-
functional Stop, Do Not Enter, Wrong Way, and Yield signs.  In the event that the Contractor
fails to repair or replace any of these non-functional regulatory signs within 8 hours, liquidated
damages in the amount of $1,000 per hour per sign, or portion thereof, will be deducted from the
monies due to the Contractor.

An intermediate contract time of 5 days from notification or discovery will apply to all other
damaged or missing signs, including sign posts.  In the event that the Contractor fails to repair or
replace any other badly damaged but functional sign within 5 days, liquidated damages in the
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amount of $200 per day, or portion thereof, will be deducted from the monies due to the
Contractor.

Emergency Repairs

An intermediate contract time of 2 hours from notification or discovery will apply to initiating
corrective measures for emergency repairs.  In the event that the Contractor fails to initiate
corrective measures within 2 hours, liquidated damages in the amount of $5,000 per hour per
sign, or portion thereof, will be deducted from the monies due to the Contractor.

DIVISION ONE OF 2006 STANDARD SPECIFICATIONS

Division One of the 2006 Standard Specifications apply to this contract unless otherwise noted or
modified in this RFP.  Specifically, the following articles of Division One do not apply:

Article 102-5 Article 105-9 Article 108-2 Article 109-4
Article 102-14(A) Article 105-17 Article 108-8 Article 109-5(A) *
Article 102-16(D) Article 106-7 Article 108-10(B)(1) Article 109-6 *
Article 103-4(B) Article 107-10 Article 109-1 Article 109-7
Article 104-5 Article 107-17 Article 109-2 Article 109-8
Article 105-3

* These articles do not apply except as they may apply to work that is deemed to be Extra Work
in accordance with Article 104-7.

In addition, all articles or subarticles related to the electronic bids do not apply to this contract.

The terms “Bidder” and “Proposer”, as used throughout this RFP and the 2006 Standard
Specifications, are considered synonymous.  The terms “Bid” and “Price Proposal” are also
considered synonymous.  The terms “lowest responsible bidder” and “lowest bidder” shall be
considered synonymous with the phrase “Proposer with the lowest adjusted price”.  The term
“construction” as used throughout Division One shall be construed to mean any maintenance,
repair, or construction activity undertaken to fulfill the requirements of this RFP.

CONTRACTOR PREQUALIFICATION

The prequalification requirements of Article 102-2(A) of the 2006 Standard Specifications do not
apply to the Prime Contractor.  All subcontractors must be on the Department’s Approved
Subcontractors List.

BID BONDS

A bid bond or bid deposit is required in accordance with this RFP and Article 102-11 of the 2006
Standard Specifications.  The bid bond or bid deposit shall be an amount equal to 5% of the
amount bid for “Maintenance Services Excluding Snow and Ice Removal”.
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CONTRACT PERFORMANCE AND PAYMENT BONDS

Replace the entire Article 103-7 of the 2006 Standard Specifications with the following:

The successful bidder shall provide the Department with performance and payment bonds within
14 calendar days after the notice of award is received by the bidder.  The bonds shall be in an
amount equal to the initial unit price bid for “Maintenance Services Excluding Snow and Ice
Removal” multiplied by six (6).  In the event the Department exercises its option to include
Snow and Ice Removal in the contract, the bond amount shall be equal to the initial unit price bid
for “Maintenance Services Including Snow and Ice Removal” multiplied by six (6).

The initial term of these bonds shall be one year from the Date of Availability.  These bonds
shall be renewed annually.

On or before 45 days prior to the end of the first and all subsequent twelve-month periods of the
contract, the Contractor shall provide renewed performance and payment bonds in the amount
specified above.  These bonds shall be effective until the end of the subsequent twelve-month
period.  Once the renewed performance and payment bonds are executed, the Surety will no
longer be responsible for the previous year’s bonds.

The corporate surety furnishing the bonds shall be authorized to do business in the State of North
Carolina.

ALTERATIONS TO CONTRACT

The Engineer reserves the right to make, at any time during the contract period, such alterations
in the contract requirements as may be found necessary or desirable.  The provisions of Article
104-3 of the 2006 Standard Specifications shall apply to such an alteration of the contract.

COORDINATION OF CONTRACT DOCUMENTS

Replace the entire Article 105-4 of the 2006 Standard Specifications with the following:

This RFP, 2006 Standard Specifications, contractor-produced plans, and all supplementary
documents are essential parts of the contract and a requirement occurring in one is as binding as
though occurring in all.  They are intended to be complementary and provide and describe the
complete contract.

In case of discrepancy or conflict, the order in which they govern shall be as follows:

(A) Request for Proposals
(B) Technical Proposal from Contractor
(C) Accepted Plans and Details from Contractor
(D) Standard Drawings
(E) Standard Specifications
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Where dimensions on the plans are given or can be computed from other given dimensions they
shall govern over scaled dimensions.

The Contractor shall not take advantage of any error or omission in any of the contract
components. In the event the Contractor discovers an error or omission, the Contractor shall
immediately notify the Engineer.

CONTRACTOR’S RESPONSIBILITY FOR WORK

Replace the entire 1st paragraph of Article 107-18 with the following:

During the contract period, the Contractor shall have the charge and care thereof and shall take
every precaution against injury or damage to any part thereof by the action of the elements, or
from any other cause, whether arising from the execution or from the nonexecution of the work.
The Contractor shall rebuild, repair, restore, and make good all injuries or damages to any
portion of the work occasioned by any of the above causes during the contract period and shall
bear the expense thereof, except as provided in other sections of the Specifications.

SUBLETTING OF CONTRACT

Replace the last sentence of the 1st paragraph of Article 108-6 of the 2006 Standard
Specifications with the following:

In case such consent is given, the Contractor will be permitted to sublet a portion thereof, but
shall perform with its own organization, work amounting to not less than 15 percent of the total
original contract amount, except:

Replace the second paragraph of Article 108-6, Page 1-74 of the 2006 Standard Specifications
with the following:

In any event, the Contractor shall perform with its own organization work amounting to not less
than 15% of the total amount bid.

MAINTENANCE OF TRAFFIC

Replace the entire 2nd paragraph of Article 150-1 of the 2006 Standard Specifications with the
following:

The Contractor shall be responsible for maintaining in a safe, passable, and convenient condition,
such part or parts of existing roads as are being used by the Contractor to maintain traffic within
the limits of the project for the entire contract period.

LIABILITY INSURANCE

The Contractor shall obtain from an insurance company, duly authorized to do business in North
Carolina, Public Liability and Property Damage Insurance to protect the Contractor and
subcontractors performing work covered under this contract from claims that may arise from
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operations under this contract.  Insurance coverage shall be maintained during the life of this
contract and shall extend to operations performed by the Contractor or subcontractors, and by
anyone employed directly or indirectly by either of them.

Public Liability Insurance shall be in an amount not less than one million ($1,000,000) for
injuries, including accidental death, to any one person, and subject to the same limit for each
person, in an amount not less than one million dollars ($1,000,000.00) on account of one
accident.  Property Damage Insurance shall be in an amount not less than five hundred thousand
dollars ($500,000.00).

The Contractor shall be also be responsible for obtaining additional insurance as may be required
by railroad companies.

Proof of insurance shall be furnished with the Performance and Payment Bonds.

MATERIALS AND TESTING

The Engineer reserves the right to perform all sampling and testing in accordance with Section
106 of the 2006 Standard Specifications and the Department's "Materials and Test Manual."
However the Engineer may reduce the frequency of sampling and testing where the Engineer
deems it appropriate for the project under construction.

The Contractor shall furnish the applicable certifications and documentation for all materials as
required by the 2006 Standard Specifications.  Material which is not properly certified will not
be accepted.

In the event the Engineer finds the materials or the finished product in which the materials are
used for the work performed are not in reasonably close conformity to the contract requirements
and have resulted in an inferior or unsatisfactory product, the work or materials shall be removed
and replaced or otherwise corrected by the Contractor at no cost to the Department.

JOINT USE STAGING AREAS

The Department has the sites listed below available for joint staging use by Department and
Contractor forces at no charge to the Contractor.  The Contractor will be responsible for
preparing/modifying the site's stormwater management plan, and, if necessary, NPDES permit
application prior to use.  In no case will the Contractor be allowed to store pesticides or
herbicides at these sites.  An agreement between the Department and the Contractor is necessary
prior to the Contractor use of Department property.  In addition, the Contractor will be required
to restore or remediate that portion of the site used by Contractor prior to the end of the contract
period.

• Southeast quadrant of I-485 and NC24/27 in Eastern Mecklenburg County
(Approximately 3.8 acres)

• 12101 Mount Holly-Huntersville Road in North Mecklenburg County
(Approximately 2 acres)

• Interchange of US74 and I-85 in Division 12 (Approximately 1 acre)
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CONTRACTOR'S LICENSE REQUIREMENTS     (7-1-95)

If the Contractor does not hold the proper license to perform any plumbing, heating, air
conditioning, or electrical work in this contract, the Contractor will be required to sublet such
work to a contractor properly licensed in accordance with Article 2 of Chapter 87 of the General
Statutes (licensing of heating, plumbing, and air conditioning contractors) and Article 4 of
Chapter 87 of the General Statutes (licensing of electrical contractors).

PARTNERING

As a part of its quality management program, the Department intends to encourage the formation
of a cohesive relationship with the Contractor and its principal subcontractors and suppliers. This
relationship will be structured to draw on the strengths of each organization to identify and
achieve reciprocal goals. The objectives are safe, effective, and efficient contract performance.
This relationship will be bilateral in makeup and individual participation will be totally
voluntary.

To implement this initiative prior to starting work in accordance with the requirements of Section
108 of the Standard Specifications, the Contractor's management personnel and the Division
Engineers will initiate a partnering development seminar/team building workshop. Project
personnel will determine attendees at the workshop, agenda of the workshop, duration, and
location. Persons required to be in attendance will be key personnel from the Department,
including the contract administrator and assessors, the Contractor's senior management
personnel, the Contractor's on-site project manager, and key project supervisory personnel for
both the Contractor and principal subcontractors and suppliers.

Follow-up workshops may be held periodically throughout the duration of the contract as agreed
by the Contractor and the Department. The establishment of the partnering charter on a project
will not change the legal relationship to the contract nor relieve either party from any of the
terms of the contract.

AVAILABILITY OF FUNDS - TERMINATION OF CONTRACTS

In accordance with G.S. 143-28.1 (6), Subsection (5) of G.S. 143-28.1 is hereby incorporated
verbatim in this contract.  G.S. 143-28.1(5) is as follows:

“(5).  Amounts Obligated - Payments subject to the Availability of Funds - Termination of
Contracts.  Highway maintenance and construction appropriations may be obligated in the
amount of allotments made to the Department of Transportation by the Office of State Budget
and Management for the estimated payments for maintenance and construction contract work to
be performed in the appropriation fiscal year.  The allotments shall be multi-year allotments and
shall be based on estimated revenues and shall be subject to the maximum contract authority
contained in subdivision (2) above.  Payment for highway maintenance and construction work
performed pursuant to contract in any fiscal year other than the current fiscal year will be subject
to appropriations by the General Assembly.  Highway maintenance and construction contracts
shall contain a schedule of estimated completion progress and any acceleration of this progress
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shall be subject to the approval of the Department of Transportation provided funds are
available.  The State reserves the right to terminate or suspend any highway maintenance or
construction contract and any highway maintenance or construction contract shall be so
terminated or suspended if funds will not be available for payment of the work to be performed
during that fiscal year pursuant to the contract.  In the event of termination of any contract, the
Contractor shall be given a written notice of termination at least 60 days before completion of
schedule work for which funds are available.  In the event of termination, the Contractor shall be
paid for the work already performed in accordance with the contract specifications”.

Payment will be made on any contract terminated pursuant to the special provision in accordance
with Article 108-13, Item E, of the 2006 North Carolina Department of Transportation Standard
Specifications for Roads and Structures.

The Department of Transportation's schedule of estimated completion progress for this project as
required above is as follows:

Fiscal Year      Progress (Dollar Value)

2007 (5/01/07 – 6/30/07) 5 % of Total Amount Bid
2008 (7/01/07 – 6/30/08) 20 % of Total Amount Bid
2009 (7/01/08 – 6/30/09) 20 % of Total Amount Bid
2010 (7/01/09 – 6/30/10) 20 % of Total Amount Bid
2011 (7/01/10 – 6/30/11) 20 % of Total Amount Bid
2012 (7/01/11 – 4/30/12) 15 % of Total Amount Bid

EXECUTION OF SIGNATURE SHEETS AND DEBARMENT CERTIFICATION   (9-7-05)

The Proposer's attention is directed to the various sheets contained herein which are to be signed
by the Proposer.  A list of these sheets is shown below.  The signature sheets are located behind
the item sheet(s) contained herein.  The NCDOT bid bond form is available on-line at:
http://ncdot.org/doh/forms/files/bidbond.pdf or by contacting the Records and Documents
office at 919-250-4124.

1. Applicable Signature Sheets: 1, 2, 3, 4, 5, or 6 (Bid)

2. Bid Bond

The Proposer shall certify to the best of their knowledge all subcontractors, material suppliers
and vendors utilized herein current status concerning suspension, debarment, voluntary
exclusion, or determination of ineligibility by any federal agency, in accordance with the
"Debarment Certification" located behind the signature sheets in the proposal forms.  Execution
of the bid signature sheets in conjunction with any applicable statements concerning exceptions,
when such statements have been made on the "Debarment Certification", constitutes the
Proposer’s certification of "status" under penalty of perjury under the laws of the United States.

SUBMISSION OF PROPOSAL

The Proposer's attention is directed that each Proposer shall comply with the following
requirements in order for their Proposal to be responsible and considered for award.
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1. The Proposer shall deliver the Proposal to the place indicated, and prior to the time indicated
in the Request for Proposals.

2. The Proposal documents shall be signed by an authorized employee of the Proposer.

3. The Proposal shall be accompanied by Bid surety in the form of a Bid bond or Bid deposit.

4. The Proposer shall complete the form Listing of MB/WB Subcontractors contained
elsewhere in this proposal in accordance with the Project Special Provision “Minority and
Women Business.”

5. The Proposal shall address all the requirements as specified in the Request For Proposal
document.

In addition to the above requirements, failure to comply with any of the requirements of Articles
102-8, 102-9, 102-10 or 102-11 of the 2006 Standard Specifications may result in a Proposal
being rejected.

MINORITY AND WOMEN BUSINESS

Policy

It is the policy of the North Carolina Department of Transportation that minority and women
businesses shall have the maximum opportunity to participate in the performance of contracts
financed by Non-Federal Funds.

The contractor is also encouraged to give every opportunity to allow MB/WB participation
including Supplemental Agreements.

Obligation

The contractor and any subsequent Subcontractor shall ensure that minority and women
businesses have the maximum opportunity to participate in the performance of the work included
in this contract.  The contractor and any subsequent Subcontractor shall take all necessary and
reasonable steps to ensure that minority and women businesses have the maximum opportunity
to compete for and perform a portion of the work included in this contract and shall not
discriminate on the basis of race, color, national origin or sex. Failure on the part of the
contractor to carry out the requirements set forth herein shall constitute a breach of contract and
after proper notification, may result in award disqualification, termination of the contract,
disqualification from bidding, or other appropriate remedy.

Goals

Pursuant to the requirements of North Carolina General Statute 136-28.4, the following goals for
participation are established for this contract:

Minority Business Enterprises 5 % of the maintenance contract costs
Women Business Enterprises 3 % of the maintenance contract costs

This goal is to be met through utilization of highway maintenance contractors. Utilization of
MB/WB firms performing design-related functions are not included in this goal.
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The contractor shall exercise all necessary and reasonable steps to ensure that Minority
Businesses (MB) and Women Businesses (WB) participate in at least the percentage of the
contract as set forth above as goals for this contract.

Listing of MB and WB Subcontractors

All bidders, at the time the bid proposal is submitted, must also submit a listing of MB and WB
participation on the appropriate form (or facsimile thereof) contained elsewhere in this proposal
in order for the bid to be considered responsible.  Bidders must indicate the total dollar value of
MB and WB participation of the contract.  In the event the bidder has no MB and WB
participation, the bidder is still required to indicate this on the forms by entering the word or
number zero.  Blank forms will not be deemed to represent zero participation.  BIDS
SUBMITTED WHICH DO NOT HAVE MB AND WB PARTICIPATION INDICATED ON
THE APPROPRIATE FORM WILL NOT BE READ PUBLICLY DURING THE OPENING
OF BIDS.  These bids will not be considered for award by the Department and they will be
returned to the bidder.  Bidders have the option of submitting their MB and WB participation in
an abbreviated format as required in Paragraph A below, or the bidders may submit their MB and
WB participation in the additional detail required by Paragraph B below.  In the event the bidder
elects to submit MB and WB participation in accordance with Paragraph A and is determined to
be the apparent lowest responsive bidder, that bidder must deliver to the Department no later
than 12:00 noon of the sixth day following the opening of bids, a detailed MB and WB submittal
as required by Paragraph B below.

Only those MB and WB firms with current certification by the Department will be considered
acceptable for listing in the bidders submittal of MB and WB participation.

A. The contractor shall indicate on the form for listing of MB and WB Subcontractors the
following required information:

(1) The names of MB and WB firms committed to participate in the contract;

(2) The Contract Item Numbers of work to be performed by each MB and WB firm;
and

(3) The total dollar amount to be paid to each MB and WB based on agreed upon unit
prices.

B. In lieu of submitting the information required by (A) above, the bidder may submit the
detailed information required below along with the bid proposal form.

(1) The names of MB and WB firms committed to participate in the contract;

(2) The Contract Item Numbers and Contract Item Descriptions and agreed upon unit
prices of work to be performed by each MB and WB firm; and

(3) The total dollar amount to be paid to each MB and WB based on agreed upon unit
prices.

Failure to indicate the required information of either Part A or B on the specified form will cause
the bid to be considered non-responsible and it may be rejected.
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The Department will not allow any substitutions, deletions, or other alterations to the listing of
firms committed for MB and WB participation and/or the respective listed contract item numbers
after opening of bids.  The Department will not allow adjustments to total dollar amount of MB
and/or WB participation after the opening of bids which would result in the MB and/or WB
participation being less than the contract goal.  The only exceptions to the requirements of this
paragraph will be:  (1) to allow for replacement of a MB or WB firm that had been decertified
after opening of bids, and (2) to allow alteration of the listed contract item numbers subject to the
Bidder submitting sufficient documentation to verify an obvious error in the initial submittal.

C. If the bid of the lowest responsible bidder exceeds $500,000 and if the MB and/or WB
participation submitted in response to Paragraph B exceeds the algebraic sum of the MB
and WB goals by $1000 or more, the excess will be placed on deposit by the Department
for future use by the bidder.  Separate accounts will be maintained for MB and WB
participation and these may accumulate for a period not to exceed 24 months.

If the MB and WB participation submitted in response to Paragraph A/B does not meet or
exceed the MB and WB contract goals, the apparent lowest responsive bidder shall submit
information to satisfy the North Carolina Department of Transportation that sufficient
reasonable efforts have been made to meet the contract goals.  One complete set and nine
copies of this information must be received in the office of the State Contractual Services
Engineer no later than 12:00 noon of the sixth day following opening of bids.  Where the
information submitted includes repetitious solicitation letters it will be acceptable to
submit a sample representative letter along with a distribution list of the firms being
solicited.  Documentation of MB and WB quotations shall be a part of the good faith effort
submittal as necessary to demonstrate compliance with the factors listed below which the
Department considers in judging good faith efforts.  This documentation may include
written subcontractor quotations, telephone log notations of verbal quotations, or other
types of quotation documentation.

Where the bidder fails to provide this information by the deadline, the Department may
impose the following sanctions:  (1) disqualify the contractor and any affiliated companies
from further bidding for a period of time of no more than 90 days from the date of
disqualification as established in notification by certified mail; and (2) disqualify the
contractor and any affiliated companies for award of all contracts for which bids have been
received and opened.

The Department will consider the following factors in judging whether or not the bidder
has made adequate good faith effort:

(1) Whether the bidder attended any pre-bid meetings that were scheduled by the
Department to inform MBs and WBs of  subcontracting opportunities;

(2) Whether the bidder provided written notice to a reasonable number of specific
MBs and WBs that their interest in the contract is being solicited and whether the
firms solicited could have reasonably been expected to quote the work in the
contract

(3) Whether the bidder followed up on initial solicitations of interests by contacting
MBs and WBs to determine with certainty whether they were interested;



WBS 40682 Project Special Provisions Mecklenburg, Gaston,
Cabarrus & Cleveland Counties

(4) Whether the bidder selected portions of the work to be performed by MBs and
WBs in order to increase the likelihood of meeting the contract goals;

(5) Whether the bidder provided interested MBs and WBs with adequate information
about the plans, specifications and requirements of the contract;

(6) Whether the bidder negotiated in good faith with interested MBs and WBs not
rejecting them as unqualified without sound reasons based on a thorough
investigation of their capabilities;

(7) Whether quotations were received from interested MB and WB firms but rejected
as unacceptable without sound reasons why the quotations were considered
unacceptable;

(8) Whether the bidder made efforts to assist interested MBs and WBs in obtaining
any required insurance or bonding that may be required by the bid proposal or by
the bidder;

(9) Whether the bidder specifically negotiated with Subcontractors to assume part of
the responsibility to meet the contract MB and WB goal when the work to be
sublet includes potential for MB and WB participation.

Where the apparent lowest responsible bidder fails to submit sufficient participation by
MB firms to meet the contract goal, as part of the good faith effort the Department will
consider allowing the bidder to withdraw funds to meet the MB goal so long as there are
adequate funds available from the bidders MB bank account.

Where the apparent lowest responsive bidder fails to submit sufficient participation by
WB firms to meet the contract goal, as part of the good faith effort the Department will
consider allowing the bidder to withdraw funds to meet the WB goal so long as there are
adequate funds available from the bidders WB bank account.

Where the apparent lowest responsive bidder fails to submit sufficient participation by
MB and WB firms to meet the contract goal and upon a determination by the Goal
Compliance Committee based upon the information submitted that the apparent lowest
responsible bidder failed to make sufficient reasonable efforts to meet the contract goal,
the Department may reject the bid.

In the event that the Department does not award the contract to the apparent lowest
responsible bidder, the Department reserves the right to award the contract to the next
lowest responsible bidder that can satisfy the Department that the contract goal can be
met or that adequate good faith efforts have been made to meet the goal.

Directory of Certified Businesses

A searchable list of Businesses which have been certified by the North Carolina Department of
Transportation is available at the following website:

http://apps.dot.state.nc.us/Vendor/Directory/Cert.aspx
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Only those MB firms with current certification may be used to meet the contract MB goal and
only those WB firms with current certification may be used to meet the contract WB goal.

The listing of an individual firm certified by the Department shall not be construed as an
endorsement of the firms capability to perform certain work.

Replacement of MBs and WBs

(A) Performance Related

If any MB or WB Subcontractor indicated on the form for listing of MB and WB Subcontractors,
contained elsewhere in this proposal, does not perform satisfactorily to the extent indicated or
anticipated, the contractor shall take all necessary, reasonable steps to replace the MB
Subcontractor with another MB Subcontractor and/or the contractor shall take all necessary,
reasonable steps to replace the WB Subcontractor with another WB Subcontractor.

Any substitution of MB or WB firms after award of the contract shall be approved by the
Department.  The Contractor shall submit any requests for substitutions through the Engineer and
the request must provide a valid basis or reason for the proposed substitution.

To demonstrate necessary, reasonable efforts, the contractor shall document the steps taken to
replace any MB or WB Subcontractor that is unable to perform successfully with another MB or
WB Subcontractor.  Such documentation shall include but not be limited to the following:

(1) Copies of written notification to MBs/WBs that their interest is solicited in
subcontracting the work defaulted by the previous MB or WB Subcontractor or in
subcontracting other items of work in the contract.

(2) Efforts to negotiate with MBs and WBs for specific subbids including at a
minimum:

(a) The names, addresses, and telephone numbers of MBs and WBs that were
contacted;

(b) A description of the information provided to MBs and WBs regarding the
plans and specifications for portions of the work to be performed; and

(c) A statement of why additional agreements with MBs and WBs were not
reached.

(3) For each MB or WB contacted but rejected as unqualified, the reasons for the
contractor’s conclusion.

(4) Efforts made to assist the MBs and WBs contacted, if needed, in obtaining bonding
or insurance required by the contractor.

Failure of the contractor to demonstrate reasonable efforts to replace a MB or WB firm that does
not perform as intended or anticipated, shall be just cause to disqualify the Contractor from
further bidding for a period of up to 6 months after notification by certified mail.

(B) Decertification

1. If the Department has approved a Request for Subcontract for a particular MB or
WB Subcontractor and that MB or WB Subcontractor is subsequently decertified
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by the Department; then the Department will not require the Contractor to solicit
replacement MB or WB participation equal to the remaining work to be
performed by the decertified firm.

2. If a Contractor has listed a MB or WB firm in the low bid submittal and the MB
or WB firm is decertified prior to the Department approving a Request for
Subcontract for the named MB or WB firm, the Contractor may be required to
make a good faith effort to:

(a) Replace the decertified firm with a certified firm, or

(b) To obtain replacement MB or WB participation in other areas of work.

Definitions

(A) For purposes of this provision, the following definition will apply:

Minority Business or MB means a small business concern, which is owned and controlled
by one or more minorities. Except that such term shall not include any concern or group
of concerns controlled by the same minority or minorities which has average annual gross
receipts over the preceding 3 fiscal years in excess of $14,000,000, as adjusted by the
Department for inflation.  For the purposes of this part, owned and controlled means a
business:

(a) Which is at least 51 percent owned by one or more minorities or in the
case of a publicly owned business, at least 51 percent of the stock of
which is owned by one or more minorities; and

(b) Whose management and daily business operations are controlled by one or
more such individuals.

(B) Minority is defined as a citizen or lawful permanent resident of the United States and
who is:

(1) Black (a person having origins in any of the black racial groups of Africa);

(2) Hispanic (a person of Mexican, Puerto Rican, Cuban, Central or South
American, or other Spanish culture or origin, regardless of race);

(3) Asian American (a person having origins in any of the original peoples of
the Far East, Southeast Asia, the Indian subcontinent, or the Pacific
Islands);

(4) American Indian

(C) Women Business or WB means a small business concern, which is owned and controlled
by one or more women. Except that such term shall not include any concern or group of
concerns controlled by the same woman or women which has average annual gross
receipts over the preceding 3 fiscal years in excess of $14,000,000, as adjusted by the
Department for inflation.  For the purposes of this part, owned and controlled means a
business:
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(1) Which is at least 51 percent owned by one or more women or in the case
of any publicly owned business, at least 51 percent of the stock of which is
owned by one or more women; and

(2) Whose management and daily business operations are controlled by one or
more of the women who own it.

Counting MB/WB Participation Toward Meeting the MB/WB Goal

(A) If a firm is determined to be an eligible MB or WB firm and certified by the Department,
the total dollar value of the participation by the MB or WB will be counted toward the
appropriate MB or WB goal.  The total dollar value of participation by a certified MB or
WB will be based upon unit prices agreed upon by the contractor and MB or WB
Subcontractor.

(B) The contractor may count toward its MB or WB goal a portion of the total dollar value of
participation with a joint venture, eligible under the standards of this provision, equal to
the percentage of the ownership and controls of the MB or WB partner in the joint
venture.

(C)      (1) The contractor may count toward its MB or WB goal only expenditures to MBs or
WBs that perform a commercially useful function in the work of a contract.  A
MB or WB is considered to perform a commercially useful function when it is
responsible for execution of a distinct element of the work of a contract and
carrying out its responsibilities by actually performing, managing, and
supervising the work involved.  To determine whether a MB or WB is performing
a commercially useful function, the Department will evaluate the amount of work
subcontracted, industry practices, and other relevant factors.

(2) Consistent with normal industry practices, a MB or WB may enter into
subcontracts.  If a MB or WB Contractor or Subcontractor subcontracts a
significantly greater portion of the work of the contract than would be expected
on the basis of normal industry practices, the MB or WB shall be presumed not to
be performing a commercially useful function.  The MB or WB may present
evidence to rebut this presumption to the Department.  The Department’s decision
on the rebuttal of this presumption shall be final.

(D) A Contractor may count toward its MB or WB goal 60 percent of its expenditures for
materials and supplies required to complete the contract and obtained from MB or WB
regular dealer and 100 percent of such expenditures to a MB or WB manufacturer.

(1) For purposes of this provision, a manufacturer is a firm that operates or maintains
a factory or establishment that produces on the premises the materials or supplies
obtained by the Contractor.

(2) For purposes of this provision, a regular dealer is a firm that owns, operates, or
maintains a store, warehouse, or other establishment in which the materials or
supplies required for the performance of the contract are bought, kept in stock,
and regularly sold to the public in the usual course of business.  To be a regular
dealer, the firm must engage in, as its principal business and in its own name, the
purchase and sale of the products in question.  A regular dealer in such bulk items
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as steel, cement, gravel, stone, and petroleum products need not keep such
products in stock, if it owns or operates distribution equipment.  Brokers and
packagers shall not be regarded as manufacturers or regular dealers within the
meaning or this section.

(E) A contractor may count toward its MB or WB goal the following expenditures to MB or
WB firms that are not manufacturers or regular dealers:

(1) The fees or commissions charged for providing a bona fide service, such as
professional, technical, consultant or managerial services and assistance in the
procurement of essential personnel, facilities, equipment, materials or supplies
required for performance of the contract, provided that the fee or commission is
determined by the Department to be reasonable and not excessive as compared
with fees customarily allowed for similar services.

(2) The fees charged for delivery of materials and supplies required on a job site (but
not the cost of the materials and supplies themselves) when the hauler, trucker, or
delivery service is not also the manufacturer of or a regular dealer in the materials
and supplies, provided that the fee is determined by the Department to be
reasonable and not excessive as compared with fees customarily allowed for
similar services.

(3) The fees or commissions charged for providing any bonds or insurance
specifically required for the performance of the contract provided that the fee or
commission is determined by the Department to be reasonable and not excessive
as compared with fees customarily allowed for similar services.

Reports

Within 30 days after receipt of materials, supplies, or services from MBs or WBs, not otherwise
documented by Request for Subcontracts (RS-1A/RS-1B), the Contractor shall furnish to the
Engineer appropriate documentation (canceled checks, paid invoices, etc.) to verify expenditures
with MB and WB concerns.  The documentation should also indicate the percentage (60% or
100%) of expenditures claimed for MB or WB credit.

All requests for subcontracts involving MB or WB Subcontractors shall be accompanied by a
certification executed by both the Contractor and the MB or WB Subcontractor attesting to the
agreed upon unit prices and extensions for the affected contract items.  This document shall be
on the Departments Form RS-1-D, or in lieu of using the Department’s Form, copies of the
actual executed agreement between the Contractor and the MB or WB Subcontractor may be
submitted.  In any event, the Department reserves the right to require copies of actual subcontract
agreements involving MB and WB Subcontractors.

The RS-1-D certification forms may be obtained from the Engineer.  These certifications shall be
considered a part of the project records, and consequently will be subject to any penalties under
State Law associated with falsifications of records related to projects.

Reporting Minority Business Enterprise or Women Business Enterprise Participation

When payments are made to Minority Business Enterprise firms or Women Business Enterprise
firms, including material suppliers, contractors at all levels (prime, subcontractor, or second tier
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subcontractor) shall provide the Engineer with an accounting of said payments.  This accounting
shall be furnished to the Engineer for any given month by the end of the following month.
Failure to submit this information accordingly may result in (1) withholding of money due in the
next partial pay estimate; or (2) removal of an approved contractor from the prequalified bidders
list or the removal of other entities from the approved subcontractors list.  The accounting shall
list for each payment made to a MB/WB Enterprise firm the following:

• DOT Project Number
• Payee Contractor Name
• Receiving Contractor or Material Supplier
• MB/WB Certification Basis, e.g., Woman Owned, Native American, African American, etc.
• Amount of Payment
• Date of Payment

A responsible fiscal officer of the payee Contractor, subcontractor, or second tier subcontractor
who can attest to the date and amounts of the payments shall certify that the accounting is
correct.  A copy of an acceptable report may be obtained from the Engineer.

SMALL BUSINESS ENTERPRISES

In addition to MB and WB utilization, the contractor is strongly encouraged to utilize Small
Business Enterprises throughout this project.  Any payments made to certified Small Businesses
shall be reported as outlined in the Project Special Provision “Minority and Women Business.”

A searchable list of Businesses which have been certified by the North Carolina Department of
Transportation is available at the following website:

http://apps.dot.state.nc.us/Vendor/Directory/Cert.aspx

COOPERATION BETWEEN CONTRACTORS

The Contractor’s attention is directed to Article 105-7 of the 2006 Standard Specifications.  A
contract for a truck bypass system at weigh stations may be in effect during the life of this
contract.  The maintenance of all equipment installed as a part of the truck bypass system
contract is the responsibility of the other contractor, but may require coordination between
contractors.  For all other projects, the Contractor is responsible for monitoring NCDOT
websites for current and upcoming projects that may exist within, above or below the interstates
within the project boundaries.

The interstate rehabilitation projects, I-4720 and I-4721A&B, are expected to be completed in
2007.  In addition, an interstate rehabilitation project in both directions of I-85 extending from
the Gaston/Mecklenburg County Line for approximately 0.65 miles to the beginning of the
concrete pavement in Mecklenburg County is expected to be completed in 2007.  These projects
may reduce certain maintenance and repair expenditures required as part of this contract.  In
addition, the Department intends to replace all pavement markings along I-85 in Gaston and
Cleveland Counties with thermoplastic pavement markings in the fall of 2006.  The Department
makes no guarantee that these projects will occur within the timeframes outlined above nor that
these projects will reduce maintenance or repair expenditures incurred by this Contractor.
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The Contractor on this project shall cooperate with other Contractors working within or adjacent
to the limits of this project to the extent that the work can be carried out to the best advantage of
all concerned.

BID DOCUMENTATION     (5/6/04)

General

The successful Proposer (Contractor) shall submit the original, unaltered bid documentation or a
certified copy of the original, unaltered bid documentation used to prepare the Price Proposal for
this contract to the Department.  Such documentation shall be placed in escrow with a banking
institution or other bonded document storage facility selected by the Department and preserved
by that institution or facility as specified in the following sections of this provision.

Bid Documentation

The term "bid documentation" as used in this provision means all written information, working
papers, computer printouts, electronic media, charts, and all other data compilations which
contain or reflect information, data, and calculations used by the Proposer in the preparation of
their Price Proposal.  The term "bid documentation" includes, but is not limited to, Contractor
equipment rates, Contractor overhead rates, labor rates, efficiency or productivity factors,
arithmetical calculations, and quotations from subcontractors and material suppliers to the extent
that such rates and quotations were used by the Proposer in formulating and determining the
Price Proposal.  The term "bid documentation" also includes any manuals, which are standard to
the industry used by the Proposer in determining the bid.  Such manuals may be included in the
bid documentation by reference.  Such reference shall include the name and date of the
publication and the publisher.  The term does not include bid documents provided by the
Department for use by the Proposer in bidding on this project.

Submittal of Bid Documentation

A representative of the Proposer shall deliver the original, unaltered bid documentation or a
certified copy of the original, unaltered bid documentation to the Department, in a container
suitable for sealing, within ten (10) days after the notice of award is received.  Bid
documentation will be considered a certified copy if the Proposer includes a letter to the
Department from a chief officer of the company stating that the enclosed documentation is an
EXACT copy of the original documentation.  The letter must be signed by a chief officer of the
company, have the person’s name and title typed below the signature, and the signature MUST
be notarized at the bottom of the letter.  The Department will not execute the contract until the
original, unaltered bid documentation or a certified copy of the original, unaltered bid
documentation has been received by the Department.  The container shall be clearly marked "Bid
Documentation" and shall also show on the face of the container the Proposer's name, Proposer's
address, the date of submittal, the Project Number, and the County.

Affidavit

In addition to the bid documentation, an affidavit signed under oath by an individual authorized
by the Proposer to execute the bid shall be included.  The affidavit shall list each bid document
with sufficient specificity so a comparison may be made between the list and the bid
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documentation to ensure that all of the bid documentation listed in the affidavit has been
enclosed.  The affidavit shall attest that the affiant has personally examined the bid
documentation, that the affidavit lists all of the documents used by the Proposer to determine the
bid for this project, and that all such bid documentation has been included.

Verification

Upon delivery of the bid documentation, the Department's Contract Officer and the Proposer's
representative will verify the accuracy and completeness of the bid documentation compared to
the affidavit.  Should a discrepancy exist, the Proposer's representative shall immediately furnish
the Department's Contract Officer with any other needed bid documentation.  The Department's
Contract Officer upon determining that the bid documentation is complete will, in the presence
of the Proposer's representative, immediately place the complete bid documentation and affidavit
in the container and seal it.  Both parties will deliver the sealed container to a banking institution
or other bonded document storage facility selected by the Department for placement in a safety
deposit box, vault, or other secure accommodation.

Duration and Use

The bid documentation and affidavit shall remain in escrow until 60 calendar days from the time
the Contractor receives the final estimate; or until such time as the Contractor gives written
notice of intent to file a claim, files a written claim, files a written and verified claim, or initiates
litigation against the Department related to the contract; or until authorized in writing by the
Contractor.  Upon the giving of written notice of intent to file a claim, filing a written claim,
filing a written and verified claim, or the initiation of litigation by the Contractor against the
Department, or receipt of a letter from the Contractor authorizing release, the Department may
obtain the release and custody of the bid documentation.  If the bid documentation remains in
escrow sixty (60) calendar days after the time the Contractor receives the final estimate and the
Contractor has not filed a written claim, filed a written and verified claim, or has not initiated
litigation against the Department related to the contract, the Department shall instruct the
banking institution or other bonded document storage facility to release the sealed container to
the Contractor.

The Proposer certifies and agrees that the sealed container placed in escrow contains all of the
bid documentation used to determine the bid and that no other bid documentation shall be
relevant or material in litigation over claims brought by the Contractor arising out of this
contract.

Failure to Provide Bid Documentation

The Proposer's failure to provide the original, unaltered bid documentation or a certified copy of
the original, unaltered bid documentation within 10 days after the notice of award is received
may be just cause for rescinding the award of the contract and may result in the removal of the
Proposer from the Department's list of qualified Proposers for a period up to 180 days.  Award
may then be made to the next lowest responsible Proposer or the work may be readvertised and
constructed under the contract or otherwise, as the Board of Transportation may decide.
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Escrow Agreement

The Proposer will be required to sign an Escrow Agreement within 10 days after receipt of the
notice of award.  A copy of this Escrow Agreement document will be mailed to the Proposer
with the notice of award for informational purposes.  The Proposer and Department will sign the
Escrow Agreement at the time that the bid documentation is delivered to a Banking Institution or
other facility as outlined above.  The Proposer's failure to sign the Escrow Agreement at the time
the bid documentation is delivered may be just cause for rescinding the award of the contract and
may result in the removal of the Proposer from the Department's list of qualified Proposers for a
period up to 180 days.  Award may then be made to the next lowest responsible Proposer or the
work may be readvertised and constructed under the contract or otherwise, as the Board of
Transportation may decide.

Confidentiality of Bid Documentation

The bid documentation and affidavit in escrow are, and will remain, the property of the Proposer.
The Department has no interest in, or right to, the bid documentation and affidavit other than to
verify the contents and legibility of the bid documentation unless the Contractor gives written
notice of intent to file a claim, files a written claim, files a written and verified claim, or initiates
litigation against the Department.  In the event of such written notice of intent to file a claim,
filing of a written claim, filing a written and verified claim, or initiation of litigation against the
Department, or receipt of a letter from the Contractor authorizing release, the bid documentation
and affidavit may become the property of the Department for use in considering any claim or in
litigation as the Department may deem appropriate.

Any portion or portions of the bid documentation designated by the Proposer as a "trade secret"
at the time the bid documentation is delivered to the Department's Contract Officer shall be
protected from disclosure as provided by General Statutes 132-1.2.

Cost and Escrow Instructions

The cost of the escrow will be borne by the Department.  The Department will provide escrow
instructions to the banking institution or other bonded document storage facility consistent with
this provision.

Payment

There will be no separate payment for all costs of compilation of the data, container, or
verification of the bid documentation.  Payment at the monthly lump sum price for the project
will be full compensation for all such costs.

TWELVE-MONTH GUARANTEE

The Contractor shall guarantee materials and workmanship against latent and patent defects
arising from faulty materials, faulty workmanship or negligence for a period of twelve months
following completion of the initial, and if applicable, second term, of the contract.  The
Contractor shall replace such defective materials and workmanship without cost to the
Department.

Where items of equipment or material carry a manufacturer’s guarantee for any period that
survives the end of the contract, then the manufacturer’s guarantee shall apply for that particular
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piece of equipment or material.  The Department’s first remedy shall be through the
manufacturer although the Contractor is responsible for invoking the warranted repair work with
the manufacturer.  The Contractor’s responsibility shall be limited to the term of the
manufacturer’s guarantee.

For Department contracts with others along the facilities covered by this contract, warranty
requirements within those contracts shall be exhausted prior to that work becoming the
responsibility of this Contractor.

This provision shall not be used as a mechanism to force the Contractor to return to the project to
make repairs or perform additional work for which the Department would normally compensate
the Contractor.

The Contractor may offer additional or specific warranties beyond that required by this special
provision.  Such additional warranties will be considered in the evaluation of the Technical
Proposals.

OUTSOURCING OUTSIDE THE USA

All work on consultant contracts, services contracts, and construction contracts shall be
performed in the United States of America.  No work shall be outsourced outside of the United
States of America.

Outsourcing for the purpose of this provision is defined as the practice of subcontracting labor,
work, services, staffing, or personnel to entities located outside of the United States.

The North Carolina Secretary of Transportation shall approve exceptions to this provision in
writing.

BOOKS AND RECORDS

The Contractor shall retain all books, records and other documents relative to this Contract for
three (3) years after expiration of the last contract term, except that books, records and other
documents relating to any items unpaid or in dispute as of the date of expiration of the Term
shall be retained for three (3) years after final payment of such amounts.  The Department, its
authorized agents, and/or state auditors shall have full access to and the right to examine any said
materials during said period.

VEGETATION MANAGEMENT

Pesticides

To ensure compliance with existing NPDES requirements and to sustain the Department's
current approach to vegetation management, the Contractor shall adhere to the following
requirements.

The Contractor shall submit for approval a completed “Application for Permit to Apply
Pesticides along NCDOT Rights-of-Way.” The form shall be submitted to the Engineer 15
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business days prior to any pesticide application. The Department shall approve in writing all
tree-cutting before operations begin.  In addition, for every application, a “Daily Pesticide
Application Form for Contractor Applied Products” shall be completed by the Contractor and
shall be maintained for the duration of the contract.  These logs shall become the property of the
Department at the end of the contract period.

Pesticide applicators shall be appropriately licensed by the North Carolina Department of
Agriculture and Consumer Services Pesticide Section.  A license holder shall be on-site during
all applications.  A Contractor representative shall be available within a 24-hour timeframe to
respond to any questions regarding pesticide applications.  The Contractor shall be responsible
for all third party claims arising from pesticide applications.

The Contractor shall preserve and protect endangered and threatened species both within and
beyond the right-of-way.   The Contractor shall follow NCDOT policies regarding Roadside
Memorials on Highway Rights-of-Way, Control of Kudzu and Undesirable Vegetation (§136-
18(9)), and Cutting Down Trees (§136-18.6).  The control of exotic invasive plants is the
Contractor’s responsibility.

The use of products containing ester formulations is restricted to the period between November
15 and February 15 of each year.

No pesticide shall be used to maintain or open lines-of-sight at outdoor advertising structures or
as a component of Selective Vegetation Removal unless otherwise approved in writing by the
Engineer.  The Department shall retain control of the Outdoor Advertising and Selective
Vegetation Removal permitting processes.  Any utility encroachments including vegetation
removal will also be approved and permitted by the Department.

Mowing

All mowing cycles shall be clean-up cycles.

Vertical trimming shall be pre-approved by the Engineer and shall result in a neat appearance
with debris disposed of properly.  Proper disposal includes mulching and spreading or disposal
offsite.

Vegetation management in the area of the University Research Park is excluded from this
contract.  Specifically, mowing, landscape plant beds, brush and trees, turf condition, seeding
and mulching, and uncontrolled growth at signs/guardrail/guiderail are excluded from the
contract in this area.  The limits of the area are from the beginning of the southern ramps of the
W. T. Harris Blvd. where they intersect with I-85 to the ends of the northern ramps at Mallard
Creek Church Rd. where they intersect with I-85.

NCDOT GENERAL SEED SPECIFICATIONS FOR SEED QUALITY

Seed shall be sampled and tested by the North Carolina Department of Agriculture and
Consumer Services, Seed Testing Laboratory.  When said samples are collected, the vendor shall
supply an independent laboratory report for each lot to be tested.  Results from seed so sampled
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shall be final.  Seed not meeting the specifications shall be rejected by the Department of
Transportation and shall not be delivered to Department of Transportation warehouses.  If seed
has been delivered it shall be available for pickup and replacement at the supplier's expense.

Any re-labeling required by the North Carolina Department of Agriculture and Consumer
Services, Seed Testing Laboratory, that would cause the label to reflect as otherwise specified
herein shall be rejected by the North Carolina Department of Transportation.

Seed shall be free from seeds of the noxious weeds Johnsongrass, Balloonvine, Jimsonweed,
Witchweed, Itchgrass, Serrated Tussock, Showy Crotalaria, Smooth Crotalaria, Sicklepod,
Sandbur, Wild Onion, and Wild Garlic.  Seed shall not be labeled with the above weed species
on the seed analysis label.  Tolerances as applied by the Association of Official Seed Analysts
will NOT be allowed for the above noxious weeds except for Wild Onion and Wild Garlic.

Tolerances established by the Association of Official Seed Analysts will generally be
recognized.  However, for the purpose of figuring pure live seed, the found pure seed and found
germination percentages as reported by the North Carolina Department of Agriculture and
Consumer Services, Seed Testing Laboratory will be used.  Allowances, as established by the
NCDOT, will be recognized for minimum pure live seed as listed on the following pages.

The specifications for restricted noxious weed seed refers to the number per pound as follows:

Restricted Noxious
Weed

Limitations per
Lb. Of Seed

Restricted Noxious
Weed

Limitations per
Lb. of Seed

Blessed Thistle   4 seeds Bermudagrass 27 seeds
Cocklebur   4 seeds Cornflower (Ragged Robin) 27 seeds
Spurred Anoda   4 seeds Texas Panicum 27 seeds
Velvetleaf   4 seeds Bracted Plantain 54 seeds
Morning-glory   8 seeds Buckhorn Plantain 54 seeds
Corn Cockle 10 seeds Broadleaf Dock 54 seeds
Wild Radish 12 seeds Curly Dock 54 seeds
Purple Nutsedge 27 seeds Dodder 54 seeds
Yellow Nutsedge 27 seeds Giant Foxtail 54 seeds
Canada Thistle 27 seeds Horsenettle 54 seeds
Field Bindweed 27 seeds Quackgrass 54 seeds
Hedge Bindweed 27 seeds Wild Mustard 54 seeds

Seed of Pensacola Bahiagrass shall not contain more than 7% inert matter, Kentucky Bluegrass
and Fine or Hard Fescue shall not contain more than 5% inert matter whereas a maximum of 2%
inert matter will be allowed on all other kinds of seed.  In addition, all seed shall not contain
more than 2% other crop seed or more than 1% total weed seed.  The germination rate as tested
by the North Carolina Department of Agriculture shall not fall below 70%, which includes both
dormant and hard seed.  Seed shall be labeled with not more than 7%, 5% or 2% inert matter
(according to above specifications), 2% other crop seed and 1% total weed seed.

Exceptions may be made for minimum pure live seed allowances when cases of seed variety
shortages are verified.  Pure live seed percentages will be applied in a verified shortage situation.
Those purchase orders of deficient seed lots will be credited with the percentage that the seed is
deficient.



WBS 40682 Project Special Provisions Mecklenburg, Gaston,
Cabarrus & Cleveland Counties

FURTHER SPECIFICATIONS FOR EACH SEED GROUP ARE GIVE BELOW:

Minimum 85% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 83% pure live seed
will not be approved.

Sericea Lespedeza
Oats (seeds)

Minimum 80% pure live seed; maximum 1% total weed seed; maximum 2% total other crop;
maximum 144 restricted noxious weed seed per pound.  Seed less than 78% pure live seed will
not be approved.

Tall Fescue (all approved varieties) Bermudagrass
Kobe Lespedeza Browntop Millet
Korean Lespedeza German Millet - Strain R
Weeping Lovegrass Centipedegrass
Carpetgrass Clover - Red/White/Crimson

Minimum 78% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 76% pure live seed
will not be approved.

Common or Sweet Sundangrass

Minimum 76% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 74% pure live seed
will not be approved.

Rye (grain; all varieties)
Kentucky Bluegrass (all approved varieties)
Hard Fescue (all approved varieties)
Shrub (bicolor) Lespedeza

Minimum 70% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 70% pure live seed
will not be approved.

Crownvetch Pensacola Bahiagrass
Japanese Millet Switchgrass
Reed Canary Grass

Minimum 65% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 60% pure live seed
will not be approved.

Little Bluestem
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Switchgrass

Minimum 75% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 70% pure live seed
will not be approved.

Big Bluestem

Minimum 78% pure live seed; maximum 1% total weed seed; maximum 2% total other crop
seed; maximum 144 restricted noxious weed seed per pound.  Seed less than 73% pure live seed
will not be approved.

Indiangrass

NCDOT seed mixtures can be found at:

www.ncdot.org/doh/operations/dp_chief_eng/roadside/soil_water/special_provisions.

Any and all seed substitutes must be pre-approved by the Division Roadside Environmental
Engineer.

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)

Within quarantined area

This project may be within a county regulated for plant and/or pests.  If the project or any part of
the Contractor's operations is located within a quarantined area, thoroughly clean all equipment
prior to moving out of the quarantined area.  Comply with federal/state regulations by obtaining
a certificate or limited permit for any regulated article moving from the quarantined area.

Originating in a quarantined county

Obtain a certificate or limited permit issued by the N.C. Department of Agriculture/United States
Department of Agriculture.  Have the certificate or limited permit accompany the article when it
arrives at the project site.

Contact

Contact the N.C. Department of Agriculture/United States Department of Agriculture at 1-800-
206-9333, 919-733-6932, or http://www.ncagr.com/plantind/ to determine those specific project
sites located in the quarantined area or for any regulated article used on this project originating in
a quarantined county.
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Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and decomposed manure, separately or with
other articles.  This includes movement of articles listed above that may be associated with
cut/waste, ditch pulling, and shoulder cutting.

2. Plants with roots including grass sod.
3. Plant crowns and roots.
4. Bulbs, corms, rhizomes, and tubers of ornamental plants.
5. Hay, straw, fodder, and plant litter of any kind.
6. Clearing and grubbing debris.
7. Used agricultural cultivating and harvesting equipment.
8. Used earth-moving equipment.
9. Any other products, articles, or means of conveyance, of any character, if determined by an

inspector to present a hazard of spreading imported fire ant, gypsy moth, witchweed or other
noxious weeds.

MINIMUM WAGES

The Contractor shall have no claim against the Department of Transportation for any changes in
the minimum wage laws, State or Federal.  It is the responsibility of the Contractor to keep
himself fully informed of all Federal and State Laws affecting this contract.

*** Deleted Special Provision for Minority and Female Employment Requirements ***

ERRATA

Revise the Standard Specifications for Roads and Structures July 2006 on all projects as follows:

Division 1
 Page 1-1, replace AREA - American Railway Engineering Association with American

Railway Engineering and Maintenance of Way Association.

 Page 1-7, remove –L- in middle of page after INVITATION TO BID and before
LABORATORY.

 Page 1-21, Article 102-11, add (A) Paper Bids under the 2nd paragraph, just prior to No bid
will be considered or …..

 Page 1-22, Article 102-11, change (A) to (B)
 Page 1-25, (R) move 2nd paragraph to left margin.  It is not a part of this subarticle, but part

of the entire article.

Division 2
 Page 2-23, Subarticle 235(B)(9), at the end of the sentence, replace finished greater with

finished grade.
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Division 3

 Page 3-13, Article 340-4, Second paragraph, change Flowable Backfill to Flowable Fill

Division 4
 Page 4-70, 442-13(B) Second sentence, change SSPC Guide 6I to SSPC Guide 6.
 Pages 4-72, 4-74, 4-76, at the top of the page, substitute the heading Section 452 with Section

450.

 Page 4-79, at the top of the page, substitute the heading Section 450 with Section 452
 Page 4-80, change 452-7 to 452-6 at the top of the page.

 Page 4-80, change Pay Item  ___Steel Pile Retaining Walls, to Sheet Pile Retaining Walls.

Division 6

 Page 6-3, Article 600-9, 3rd Paragraph, replace 818-5 with 818-4.

 Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs from the margin to the right
under the number (13).

 Page 6-43, Article 610-8, 4th paragraph, remove the first the
 Page 6-44, 2nd full paragraph, 1st sentence, delete the first and and add transverse just before

cross-slope control.

 Page 6-51, at the top of the page, add 610-14 on the same line, and just before the heading
MAINTENANCE.

 Page 6-66, title, Replace EXISTNG with EXISTING

 Page 6-67, at the top of the page, substitute the heading Section 654 with Section 657.

 Page 6-89, Add a period at the end of the last sentence at the bottom of the page.

 Page 6-90, Article 663-5, first paragraph, first sentence, change 50oF to 50oF; third
paragraph, fourth sentence change 325oF to 325oF.

Division 7
 Page 7-12, at the top of the page, substitute the heading Section 710 with Section 700.

 Page 7-15, Article 710-9, 4th paragraph, last line, change 710-11(B) to 710-10(B).

Division 8

 Page 8-35, Article 848-2, Item: Replace Cncrete with Concrete

Division 9
 Page 9-2, add 901-3 just before CONSTRUCTION METHODS.

Division 10

 Page 10-12, near bottom of page add (C) before Proportioning and Mixing of Modified
Compositions, which should be bold type.
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 Page 10-28, at the top of the page, substitute Section 1006 for 1005.

 Pages 10-56, 10-58, 10-60 at the top of the page, substitute Section 1018 with Section 1020.

 Page 10-100, Table 1056-1, replace on the line for Trapezoidal Tear Strength:

Type 1 Type 2 Type 3 Type 4

Class A Class B Soil Stabilization

45 lb 75 lb -- -- 75 lb

 Page 10-116, Subarticle 1070-10, first paragraph, second sentence, add or just before cold-
forged sleeve.

 Pages 10-136 through 10-147, at the top of the page, substitute Section 1074 with Section
1072.

 Page 10-211, at the top of the page, substitute Section 1081 with Section 1082.

 Page 10-229, add 1088-6 BLANK on the line above 1088-7 TUBULAR MARKERS.

 Page 10-244, add 1089-10 BLANK and 1089-11 BLANK on the lines just above 1089-12
FLAGGER.

 Page 10-272, delete Article 1098-6 in its entirety.  Renumber Articles 1098-7 through 1098-
17 as Articles 1098-6 through 1098-16 consecutively.

Division 12
 Page 12-21 Add 1266-2 just before the heading MATERIALS.

Division 15
 Page 15-2 add 1500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY

WORK.

 Page 15-5, add 1505-6 on the same line and just before the heading MEASUREMENT AND
PAYMENT.  (Remove the period after PAYMENT.)

 Page 15-8, add 1510-4 on the same line and just before the heading MEASUREMENT AND
PAYMENT.

 Page 15-10, substitute BLANK for CONSTRUCTION REQUIREMENTS on the same line
and just after 1515-4.

 Page 15-10, substitute CONSTRUCTION REQUIREMENTS for General Requirements

 Page 15-22, add 1540-3 on the same line and just before the heading CONSTRUCTION
REQUIREMENTS

Division 16
 Page 16-12, Subarticle 1632-1(C) ¼ Inch hardware cloth, change the minimum width from

24 inches to 48 inches.
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*** CONTRACTOR PROPOSAL AND EVALUATION ***

GENERAL

The Contractor shall be fully and totally responsible for the accuracy and completeness of all
work performed under this contract and shall save the State harmless and shall be fully liable for
any additional costs and all claims against the State which may arise due to errors, omissions and
negligence of the Contractor or its subcontractors in performing the work. The Contractor shall
certify any required plans, specifications, estimates and engineering data furnished by the
Contractor’s team.

All work by the Contractor shall be performed in a manner satisfactory to the State and in
accordance with the established customs, practices, and procedures of the North Carolina
Department of Transportation, and in conformity with the standards adopted by the American
Association of State Highway Transportation Officials, and approved by the U.S. Secretary of
Transportation as provided in Title 23, U.S. Code, Section 109 (b).  The decision of the Engineer
shall control in all questions regarding location, design, and similar questions.

NO CONTACT CLAUSE

To ensure that information is distributed equitably to all short-listed Proposers, all questions and
requests for information shall be directed to the State Contract Officer through the Interstate
Maintenance e-mail address. This procedure precludes any Contractor, subcontractor, or
representative, from contacting representatives of the Department, other State Agencies or
Federal Agencies either by phone, e-mail or in person concerning this Interstate Maintenance
Project.

DESIGN REFERENCES

Design references may be needed during the course of this contract.  Any design references
developed and published by NCDOT or developed and published by other agencies and adopted
for use by NCDOT may be obtained by contacting the Contract Office of the Project Services
Unit.  Standard prices for materials, which the Department normally sells for a fee, will be in
effect.  The Contractor is responsible for designing in accordance with the applicable documents
and current revisions and supplements thereto.

DESIGN SUBMITTALS

The Contractor will be responsible for submitting to the Department for approval all design work
necessary to make emergency repairs or collision damage repairs except for bridge elements,
retaining walls, and culverts greater in size than 54".  The Department will provide designs for
bridge elements, retaining walls, and culverts greater in size than 54”.  The Contractor will be
responsible for all traffic control plans and shop drawings.  Traffic control submittals shall be
sealed by a Professional Engineer licensed in the State of North Carolina and submitted in
accordance with the document entitled “Design-Build Submittal Guidelines”, which by reference
is incorporated and made a part of this contract.  This document is available through the
following website: www.ncdot.org/~designbuild



WBS 40682 Contractor Proposal and Evaluation Mecklenburg, Gaston,
        Cabarrus & Cleveland Counties

Design submittals will be reviewed within 10 working days from the date of receipt by NCDOT.
All submittals shall be made simultaneously to the Engineer and the State Alternative Delivery
Engineer.

ETHICS POLICY

Employees employed by the Contractor or subcontractors to provide services for this project
shall comply with the Department’s ethics policy.  Failure to comply with the ethics policy will
result in the employee's removal from the project and may result in removal of the Contractor
from consideration on future Department contracts.

APPROVAL OF PERSONNEL

The Contractor shall not change team members or subcontractors identified in the Technical
Proposal without written consent of the Engineer.  In addition, subcontractors not identified in
the Statement of Qualifications or Technical Proposal shall not perform any work without
written consent of the Engineer.  The Department will have the right to approve or reject any
personnel assigned to the project by the Contractor.

Key Contractor team members, including prime contractor personnel and subcontractors,
identified in the Statement of Qualifications shall not be modified in the Technical Proposal
without written approval of the Department.  Any such request should be sent to:

Randy Garris, PE
NCDOT-Project Services Unit

Century Center-Building B
1020 Birch Ridge Drive

Raleigh, NC 27610

The Contractor or any subcontractor which are employed to provide services for this project shall
not discuss employment opportunities or engage the services of any person or persons, now in
the employment of the State during the time of this contract, without written consent of the State.

In the event of engagement, the Contractor or its subcontractors shall restrict such person or
persons from working on any of the Contractor's contracted projects in which the person or
persons were “formerly involved” while employed by the State.  The restriction period shall be
for the duration of the contracted project with which the person was involved.  Former
Involvement shall be defined as active participation in any of the following activities:

Drafting the contract
Defining the scope of the contract
Selection of the Contractor
Negotiation of the cost of the contract (including calculating manhours or fees); and
Administration of the contract.

An exception to these terms may be granted when recommended by the Secretary and approved
by the Board of Transportation.
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Failure to comply with the terms stated above in this section may be justification for removing
the Contractor from further consideration for this project and disqualification from submitting on
future Department contracts.

SUBMITTAL OF TECHNICAL AND PRICE PROPOSALS

Price Proposals will be accepted until 4:00 P.M. Local Time on Wednesday January 24, 2007,
at the office of the State Contract Officer:

Mr. Randy A. Garris, PE
Project Services Unit

1020 Birch Ridge Drive
Century Center Complex Bldg. B

Raleigh, NC

No Proposals will be accepted after the time specified.

Based on the nature of the revisions in this BAFO RFP, amendments to the Technical Proposals
previously submitted for the November 29, 2006 deadline are not warranted and will not be
permitted.

Price Proposals shall be submitted in a sealed package.  The outer wrapping will clearly indicate
the following information:

Price Proposal
Submitted by (Contractor’s Name)

WBS Number 40682
 Mecklenburg, Gaston, Cabarrus & Cleveland Counties

 I-85, I-77, I-485 & I-277 Interstate Maintenance Contract

The Price Proposal shall be submitted by returning the Request for Proposals with the item
sheets completed, and all required signatures and bonds.  Failure to execute the required
documents may render the proposal non-responsive.
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EVALUATIONS

Technical Proposals shall address the elements of the routine maintenance of the project.  The
Technical Review Committee will consider the understanding of the project, the anticipated
problems and the solutions to those problems.

The Contractor’s Technical Proposal shall be developed using narratives, tables, charts, plots,
drawings and sketches as appropriate.  The purpose of the Technical Proposal is to document the
Contractor's understanding of the project, their selection of appropriate subcontractors, and their
approach for completing all maintenance and repair activities.

The award of the Interstate Maintenance contract does not in any way imply that the Department
accepts or approves the details of the Technical Proposal submitted by the Contractor.  The
Technical Proposals will be evaluated in each of the following areas:

Quality Credit Evaluation Factors for Technical Proposals

Management 20
Responsiveness to Request for Proposal 40
Maintenance of Traffic and Safety Plan 20
Timeliness Requirements and Tracking 15
Oral Interview 5

TECHNICAL PROPOSAL EVALUATION CRITERIA

1. Management – 20 points

Interstate Maintenance Management – 20 points

• Describe the Contractor’s concept of maintenance management.  The proposal shall
identify key positions and subordinate organizational units.  The proposal shall also
address overall staffing expectations to ensure that proper and timely maintenance
and repair functions are completed.  Provide an organizational chart that illustrates
the various subcontractors and key personnel.

• Provide a description of the proposed location of the Contractor’s office(s) and their
respective responsibilities.

• Describe how the Contractor’s team will interact with Department personnel, State
Highway Patrol, Fire and Rescue, and other agencies as needed.

• Describe the overall strengths of the Contractor’s organization, including
subcontractors, and their ability to fulfill the requirements of this contract.

• Descriptions of those categories of work that the Contractor anticipates will be self-
performed and those categories that will be performed by subcontractors.

• Describe in general terms the resources that the Contractor’s team will have or make
available for this project.

2. Responsiveness to RFP – 40 points

General - 15 Points

• Describe the Contractor’s understanding of the major components and issues
surrounding this contract.
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• Provide a brief description of the Contractor’s proposed plan for performing
maintenance and repairs on the project.  This description shall include any items that
the Contractor is responsible for that are not specifically mentioned in the RFP.

• Describe any initial condition assessment that the Contractor has performed within
the project limits, highlighting those work elements that are viewed as severely below
the performance targets contained herein.

• Describe innovative approaches that have been used on other projects or will be used
to fulfill the maintenance needs throughout this project.

• Describe the Contractor’s philosophy, abilities, and approach to assessing and
collecting funds as third party claims.

Quality Management - 15 Points

• Describe how the Contractor’s team will ensure achievement of the performance
criteria specified herein.  Include a narrative describing the Contractor’s
understanding of the Department’s quality control philosophy.

• Include a Quality Management Plan as discussed elsewhere in this RFP.
• Describe the Contractor’s approach to overall quality control and quality assurance.
• Describe how the Contractor will track and evaluate their performance.
• Describe the reporting or tracking techniques that the Contractor will use to ensure

timely and quality maintenance services on this project.
• Describe the methods the Contractor will use to ensure quality across the large

geographic area and diverse traffic conditions across this project.
• Describe any specific approaches, methods, or materials that will be used to provide

long-term solutions to maintenance and repair problems in order to minimize the
Department’s cost after the period of this contract.

• Describe any additional warranties that the Contractor may offer other than those
required herein.

Minority & Women’s Business Enterprises and Small Businesses - 5 Points

• Describe the Contractor’s approach to ensuring that MB/WB and Small Businesses
will have opportunities to participate in the various aspects of the project.

• Describe the Contractor’s commitment to maintaining a high level of MB/WB and
Small Business involvement throughout the life of the contract.

Natural Environmental Responsibility – 5 Points

• Describe the Contractor’s approach to environmental concerns within the project.
• Describe the Contractor’s understanding of the overall approach to permitting and

their comfort level with obtaining any required permits.
• Describe any Notice of Violations (NOV’s) or Immediate Corrective Actions (ICA’s)

the Contractor has received and the disposition of any NOV’s or ICA’s.
• Describe the Contractor’s approach to Sedimentation and Erosion Control for the

project.
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3. Maintenance of Traffic and Safety Plan – 20 points

Maintenance of Traffic

• Describe the Contractor’s approach to any traffic control that will be used for each
maintenance operation.  Describe how traffic will be maintained as appropriate and
describe the Contractor’s understanding of the traffic control time restrictions noted
elsewhere in the RFP.

Safety Plan

• Describe the safety considerations specific to the project.
• Discuss the Contractor 's overall approach to safety.

4. Timeliness Requirements and Tracking – 15 points

• Describe the Contractor’s approach to meeting all timeliness requirements within this
contract.

• Describe the Contractor’s specific approach to the timeliness of emergency response.
• Describe the Contractor’s approach to tracking and addressing customer service

issues.
• Describe the Contractor’s approach to tracking work progress and asset conditions.

5. Oral Interview – 5 points

• The Contractor’s team shall present a brief introduction of the project team and
maintenance approach.

• Introductory comments shall be held to no more than 20 minutes.
• The Department will use this interview to ask specific questions about the

Contractor’s background, philosophies, and approach to the project.
• Presentation, questions, and answers shall not exceed 75 minutes.  No more than 10

people from the Contractor’s team may attend.
• The Department will use the information presented in the oral interview to assist in

the evaluation of the Technical Proposal.

SELECTION PROCEDURE

There will be a Technical Review Committee (TRC) composed of NCDOT personnel that will
evaluate the Technical Proposal on the basis of the criteria provided in the Request for Proposals.

The selection of a Contractor will involve both technical quality and price. The technical
proposals will be presented to the TRC for evaluation.  The TRC shall first determine whether
the proposals are responsive to the requirements of the Request for Proposals.  Each responsive
technical proposal shall be evaluated based on the rating criteria provided in the Request for
Proposals.  The TRC will submit an overall technical proposal score for each Contractor to the
State Contract Officer.  A maximum quality credit percentage will be assigned for each project,
as determined by the TRC.
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Quality Credit Evaluation Factors for Technical Proposals

Management 20
Responsiveness to Request for Proposal 40
Maintenance of Traffic and Safety Plan 20
Timeliness Requirements and Tracking 15
Oral Interview 5

The State Contract Officer will use a table based on the maximum quality credit percentage to
assign a Quality Credit Percentage to each proposal based on the proposal’s overall technical
score.  The maximum percentage for this project will be 20%.

Quality Credit Percentage for Technical Proposals

Technical Score Quality Credit (%) Technical Score Quality Credit (%)
100 20 89 9
99 19 88 8
98 18 87 7
97 17 86 6
96 16 85 5
95 15 84 4
94 14 83 3
93 13 82 2
92 12 81 1
91 11 80 0
90 10

If any of the Technical Proposals were considered non-responsive, the State Contract Officer will
notify those Contractors of that fact.  The State Contract Officer shall publicly open the sealed
Price Proposals and multiply each Contractor’s Total Price Proposal for “Maintenance Services
Excluding Snow and Ice Removal” by the Quality Credit Percentage earned by the Contractor’s
Technical Proposal to obtain the Quality Value of each Contractor's Technical Proposal.  The
Quality Value will then be subtracted from each Contractor's Total Price Proposal for
“Maintenance Services Excluding Snow and Ice Removal” to obtain an Adjusted Price based
upon Price and Quality combined.  Unless all Proposals are rejected, the Department will
recommend to the State Board of Transportation that the Contractor having the lowest Adjusted
Price be awarded the contract.  The cost of the maintenance contract will be the amount received
as the Total Price Proposal. The following table shows an example of the calculations involved
in this process.
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Proposal Technical
Score

Quality
Credit (%)

Price
Proposal ($)

Quality
Value ($)

Adjusted
Price ($)

A 95 15 3,000,000 450,000 2,550,000
B 90 10 2,900,000 290,000 2,610,000

   C * 90 10 2,800,000 280,000 2,520,000
D 80 0 2,700,000 0 2,700,000
E 70 0 2,600,000 0 2,600,000

*  Successful Contractor – Contract Cost  $2,800,000

OPENING OF PRICE PROPOSALS

Prior to opening of price proposals, the Contract Officer will provide to each Proposer their
technical score in a sealed envelope. The sealed envelope will contain that Proposer’s score only.

At the time and date specified the Contract Officer will open the price proposals and calculate
the percentage difference between the price proposals submitted and the Engineer’s Estimate.

Should all of the price proposals be within an acceptable range or below the Engineer’s Estimate
the Contract Officer will proceed to calculate the quality credit and publicly read the price
proposal, technical score, and adjusted price as outlined in the selection procedure above.

Should any one or more of the price proposals be within an acceptable range or below the
Engineer’s Estimate and the remaining price proposals exceed an acceptable range of the
Engineer’s Estimate the Contract Officer will go to a separate location to calculate the quality
credit and determine if the Proposer with the lowest adjusted price is within an acceptable range
of the Engineer’s Estimate. Should the price proposal of the Proposer with the lowest adjusted
price be within an acceptable range of the Engineer’s Estimate or below the Engineer’s Estimate
the Contract Officer will proceed to publicly read the price proposals, technical scores, and
adjusted prices.  Should the price proposal of the Proposer with the lowest adjusted price exceed
an acceptable range of the Engineer’s Estimate the Contract Officer will publicly read the price
proposals only and the Department will then determine whether to proceed to request a Best and
Final Offer (BAFO) as outlined below.

Should all price proposals submitted exceed an acceptable range of the Engineer’s Estimate the
Contract Officer will publicly read the price proposal only. The Department will then determine
whether to proceed to request a Best and Final Offer (BAFO) as outlined below.

Provided the Department elects to proceed to request a BAFO, at the date and time specified, the
Contract Officer will open the BAFO price proposals and proceed to publicly read all price
proposals, technical scores and adjusted prices.

BEST AND FINAL OFFER

In the event initial price proposals exceed an acceptable range of the Engineer’s Estimate or if
the Department feels it is necessary for any reason the Department may choose to make
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amendments to the details of the RFP and request a Best and Final Offer from all of the
previously shortlisted teams.  Alternately, the Department may choose to redistribute to the
shortlisted firms another RFP for the project with no amendments to the RFP scope.

Based on the nature of the revisions in this BAFO RFP, amendments to the Technical Proposals
previously submitted for the November 29, 2006 deadline are not warranted and will not be
permitted.  The Technical Proposals previously submitted will not be re-evaluated.

Additional oral interviews will not be held.  The Contractor shall submit a revised Price Proposal
at the time, place, and date specified in the BAFO RFP. A revised Adjusted Price will then be
determined.  This will constitute the Contractor’s Best and Final Offer.  Award of the project
may be made to the Proposer with the lowest adjusted price on this Best and Final Offer for the
project.
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*** SCOPE OF WORK ***

OVERVIEW

The requirements of this contract apply to interstate transportation facilities within the state road
right of way. The Contractor shall manage and perform maintenance and repair activities
associated with roadways, drainage, structures, roadside, vegetation and aesthetics, traffic
services, emergency response and as otherwise contained herein.  The contractor shall also be
responsible for any traffic control, design, shop drawings, and permits required to satisfy the
duties required by this contract.

The scope of work for this project shall include the management and performance of
maintenance and repair activities on approximately 131 center-line miles of interstate highways.
The project will include management and performance of routine maintenance of, and repairs to,
I-85, I-77, I-277 and I-485 in Mecklenburg, Gaston, and Cleveland Counties.  In addition, the
project will extend on I-85 up to the point at which the pavement section changes at the
Southernmost exit in Cabarrus County.  The contract will also include maintenance and repair
activities for projects that are currently under construction and are all anticipated to be completed
in 2006 or 2007.  The requirements of this contract will become this Contractor’s responsibility
upon final acceptance of the construction project by the Department.  These projects are as
follows:

R-2248BB 2.3 + miles of new six-lane section on I-485
R-2248C 4.6 + miles of new six-lane section on I-485
R-2248D 5.5 + miles of new six-lane section on I-485

These activities shall be performed in accordance with the Manual of Uniform Traffic Control
Devices and the North Carolina supplement thereto, NCDOT Maintenance Operations Manual,
NCDOT Emergency Procedures Manual, 2006 NCDOT Standard Specifications for Roads and
Structures Edition, NCDOT Construction Manual, 2006 Roadway Standard Drawings, Structure
Standard Drawings, NCDOT Environmental Handbook, all Design Manuals, all AASHTO
design references, NCHRP 350, Sedimentation and Erosion Control for Maintenance (and
Construction) Manuals, Best Management Practices for Construction and Maintenance,
Guardrail Manual, NCDOT Vegetation Management Manual, Culvert Repair Practices Manual,
Drainage Manual, typical Special Provisions, and all other applicable manuals and provisions,
which by reference are incorporated and made a part of this contract.

The scope of this contract is not to bring all facilities up to current design standards.  However, if
an asset must be replaced (e.g. guardrail end units, impact attenuators, sign structures, etc.) than
that asset must be replaced in a manner such that current design standards are met.
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Areas of work required for this project shall include, but are not limited, to routine maintenance,
minor repairs, collision damage repairs, and emergency repairs for the following items as
detailed in the Performance Criteria contained elsewhere in this RFP:

1. Shoulder and Ditches
2. Drainage
3. Roadside
4. Roadside Appurtenances
5. Traffic
6. Pavement
7. Bridge
8. Timeliness of Performance

The Contractor shall manage all assets within the project limits that are not specifically excluded
within this RFP.  The Contractor shall perform routine maintenance, minor repairs, collision
damage repairs and emergency repair activities as necessary.  These maintenance activities will
be performed at a frequency that ensures uniform and consistent compliance with the
performance criteria and requirements specified herein.

The project limits are further defined as follows:

(a) All assets located within the controlled access fences of the transportation facilities,
unless otherwise stated within.

(b) All interchanges, crossovers and ramps to the point at which the ramp or loop intersects
the crossing facility.

(c) All overpasses that carry the interstate, including bridge superstructure and
substructure.

(d) Maintenance of the substructure of all highway bridges over the interstate facilities.
(e) Repair of any portion of bridges over the interstate facilities necessitated by damage

from traffic travelling on the interstates.
(f) All permanent drainage easements associated with the highway corridor including

compliance with any permit requirements.
(g) All Rest Area and Weigh Station roadways to the back of curb and the roadway

drainage system (from entrance ramp through the parking area to exit ramp of the Rest
Area) as well as high-mast roadway lighting within the Rest Areas.

(h) Regulatory, Warning, Guide, and Facility (airport, railroad, commuter parking, rest
area, welcome center) signs will be the responsibility of the Contractor.

The Department will provide a recent Maintenance Condition Assessment of the existing
facilities.  In addition, various as-built drawings are available for viewing at the Division 10 and
12 offices.  The Department in no way guarantees the accuracy or sufficiency of these documents
and the Contractor shall be fully responsible for verifying the existing asset inventory to their
own satisfaction.
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EXCLUSIONS

This project specifically excludes:

(a) Frontage roads
(b) Repair or maintenance of bridges over the interstate facilities caused by anything other

than damage from traffic travelling on the interstates.
(c) Repair or maintenance of Railroad bridges
(d) Fog detection, closed circuit televisions, traffic counters, signal loops, Highway

Advisory Radio (HAR) and Changeable Message Signs (CMS) and associated
electronics, power and communication infrastructure.

(e) Rest Area and Weigh Station Janitorial, Buildings, Equipment, and Grounds
Maintenance.  Mowing at rest areas to the limit of the gore areas.

(f) The installation and maintenance of LOGO signs, General Motorist Service signs, and
informational safety signs for specific events (e.g. Lowe’s Motor Speedway).

(g) NCDOT will perform Bridge, Culvert, roadside Sign Structure, Over Head Sign, and
High Mast Light Pole Inspection in accordance with Department Standards and
Specifications. NCDOT will also perform structural analyses when, as a result of
routine or incident inspection, significant section loss is observed due to deterioration
or damage.  Nothing in this paragraph relieves the Contractor from its responsibility to
make repairs deemed necessary as a result of the inspections.

(h) Maintenance activities covered by a Municipal Agreement as provided by the
Department.

(i) All activities associated with Outdoor Advertising (ODA), Selective Vegetation
Removal (SVR), and requests by utility companies to control vegetation with
herbicides on the highway right-of-way.

(j) Facilitation of Adopt a Highway segments.  The expansion or continuation of this
program on any facility segments in no way relieves the Contractor of satisfying the
performance criteria contained in this RFP.

(k) Wildflower Program and beds
(l) Right-of-Way Fence
(m) Incident Management Assistance Patrols
(n) All overhead sign lighting in Division 12
(o) All White on Green Guide signs will be supplied by the Department
(p) I-277 roadway lighting system as well as the lighting system on I-77 from the I-85

interchange southward to the South Carolina state line.  However, in the event that the
Department upgrades either of these systems during the contract period(s), the
Contractor will become responsible for the lighting to the same extent they are
responsible for any other existing roadway lighting.

(q) Prompt Action Notices issued for bridge repairs or rehabilitation
(r) Vegetation management in the vicinity of University Research Park.  See Vegetation

Management Project Special Provision.
(s) Several plant beds (map to be provided) located near the I-277/US-74 interchange are

currently abandoned and only require the Contractor to control unsightly growth.
During the contract, these beds may be planted by the Department at which time they
will be subject to the same level of contractor maintenance as all other plant beds.
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DEFINITIONS

Routine Maintenance is defined as the restoration of an asset, including all its appurtenances, to
meet acceptable performance criteria as contained herein.  Routine maintenance also includes all
preventative maintenance activities.

Minor repairs are defined as repairs to return an asset to a structurally sound condition (e.g., no
loss of strength, functionality), but may have minor section loss, cracking, etc. Minor repairs
include any activity intended to correct the effects of minor material deterioration by restoring
the damaged component.

Collision Damage Repairs are defined as any repairs necessitated by collision of any type
vehicle with a portion of the transportation facilities. Generally these will include third party
claims to which the Contractor will be entitled as indicated elsewhere in this RFP.

Emergency Repairs are defined as those repairs necessitated by a natural disaster or as deemed
necessary through exposure via a routine inspection by either the Contractor or the NCDOT.
Some of these will include third party claims to which the Contractor will be entitled as indicated
elsewhere in this RFP.

Typical routine maintenance activities are shown below. This list of activities is not intended to
be all inclusive as other activities may be needed in order to meet the specified performance
criteria.

Environmental Permitting Unpaved Ditches - Clean and Reshape

Engineering Duties Paved Ditches - Clean and Repair

Asphalt Pothole Repair (Manual) Routine Mowing

Asphalt Pothole Repair (Mechanical) Slope Mowing

Base Repair Debris and Road Kill Removal

Pressure Grouting Pavement Markings and Markers

Concrete Pavement Joint Repair Roadside Vegetation Control

Concrete Slope Pavement Joint Repair Tree Trimming and Removal

Concrete Pavement Surface Pothole Landscape Area Maintenance

Repairing Non-Paved Shoulders, Front
Slopes and Roadside Ditches (Manual)

Erosion and Sedimentation Control

Seeding, Fertilizing and Mulching Storm Water Management

Reworking Non-Paved Shoulders, Front
Slopes and Roadside Ditches (Mech.)

Delineators

Miscellaneous Slope and Ditch Repair Ground Signs and all Overhead Signs

Clean Drainage Structures Sign Cleaning
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Repair Storm Drains, Side Drains, Cross
Drains

Guardrail Repair

Concrete Repair ***Deleted “Fence Repair”***

Attenuator Repair Raised Pavement Marker Replacement

Graffiti Removal Glare Screens

Roadside Litter Removal Emergency Repairs

Road Sweeping Barrier Wall

Edging and Sweeping Noise Walls

Highway Lighting Maintenance Rest Area and Weigh Stations (roadways,
drainage, lighting)

Overhead Sign Bridge & Culvert Maintenance

Structure Maintenance Winter Weather Event (if Snow and Ice
Option is exercised by the Department)

Concrete Slab Repair and Replacement

WORK PLANS AND REPORTS

The following plans are required of the Contractor at various times during the contract. Failure to
submit any of the required documents listed below will result in withholding monthly payments
to the Contractor until the acceptable documents are received by NCDOT.

Quality Management Plan

A Quality Management Plan shall be delivered as a part of the Technical proposal.  The Quality
Management Plan shall describe in detail how the Contractor shall monitor its own performance
to ensure that the Performance Criteria are to be achieved.  The Quality Management Plan shall
define the procedures to ensure that all work meets or exceeds the Performance Criteria
contained herein.  The Quality Management Plan shall incorporate reporting procedures
compatible with the NCDOT’s Maintenance Management System (MMS) to ensure approval of
proposed work, services and products.

Quality Management Reports

The Contractor shall furnish hard copy and electronic access to quality management reports
prepared as a result of the Quality Management Plan monitoring.

Annual Implementation Work Plan

No later than 60 days after the Notice of Award, the Contractor shall deliver to the Department
an Implementation Plan, in form and substance satisfactory to the Department, covering the first
calendar year of the contract period. The Implementation Plan shall be broken down by month
and by work element, and shall describe the expected work for the upcoming year.  The
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Implementation Plan shall include a budget broken down by work element. In preparing the
Implementation Plan, the Contractor shall consult and coordinate with appropriate Department
staff, as necessary. A revised Implementation Plan shall be presented to the Department no later
than the 1st of January, each year for the duration of the contract.  The revised implementation
plan shall also include expenditures for each work element for the prior year.  In lieu of actual
dollars expended, the expenditures for each work element shall be shown as a percentage of the
total expenditures for that year.

Monthly Report

No later than the 15th of each month, the Contractor shall deliver to the Department a Monthly
Report covering the prior month’s activities and accomplishments. The report may be furnished
as part of the monthly invoice for services.  The Monthly Report shall describe all completed
work for each specific asset type, reported by location, county and Division.  The information
shall also include unit of measure, mile marker, direction, GPS coordinates, length, size, type and
resulting condition.  The Contractor shall also provide monthly expenditures for MB/WB and
Small Business Enterprises. This report shall be delivered in an electronic format compatible
with the NCDOT Maintenance Management System (MMS).

The Contractor is not responsible for interacting with the MMS other than to provide the above
information in a format compatible with MMS.  The Department will provide the typical format
that shall be used upon award of the contract.

Weekly Work Plan

The Contractor shall provide a Work Plan every Wednesday to the Metrolina Regional
Transportation Management Center (MRTMC) and the Engineer concurrently.  The Work Plan
shall designate the intended work to be performed the following week.  The Contractor shall
include any planned lane closures in this Work Plan.

Customer Service Response Log

The Contractor shall develop, implement and maintain a Customer Service Response Log.  The
log shall itemize all complaints/requests, time/date of complaint, and the disposition thereof.
The customer service log shall be made available to the Department for review on the first day of
each month or upon request.  The Contractor may use the Department’s Citizen Action
Reporting System (CARS) to assist in the maintenance of this log.

*** Deleted intermediate contract times and liquidated damages for customer responses
and resolutions. ***

In some cases, NCDOT may direct the Contractor to respond to customer requests immediately.

Emergency Response Plan

The Contractor shall prepare and furnish to the Department for its review and approval an
Emergency Response Plan within 30 days after the Notice of Award.  This plan shall outline the
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Contractor’s response procedures in the event of an emergency, collision damage, and adverse
weather conditions including hurricanes, rain, snow, ice, flooding and fog.  The plan shall
address the Contractor’s coordination procedures with the Department, the State Highway Patrol
and other emergency personnel during emergency events.

Public Information Plan

The Contractor shall prepare and furnish to the Department for its review and approval a draft
Public Information Plan within 60 days after the Notice of Award.  Within 90 days after the
Notice of Award, the Contractor shall coordinate with Department personnel, to finalize and
implement the Public Information Plan. During this 90-Day period, all
information regarding this contract and the services required herein shall be disseminated
through the Department.

The Public Information Plan shall prescribe roles, responsibilities and procedures regarding
public communications including:

• The dissemination of information regarding the Contractor’s contracting approach.
• Procedures for providing information to the Travelers Information Management

System (TIMS).
• The issuance of activity update bulletins.

The Contractor shall not issue press releases or otherwise communicate directly with the media
(except as otherwise provided in the Public Information Plan) without the Department's approval.

The Contractor shall attend a TIMS/511 briefing within 60 days after Notice of Award.

Snow and Ice Removal Plan

In the event that the Department elects to exercise the option to include Snow and Ice Removal
as part of this contract, the Contractor shall submit a Snow and Ice Removal Plan prior to
September 1st of each year.  The plan shall address the Contractor’s procedures, equipment,
materials, staging areas, manpower, communication network, priorities, and other information
deemed necessary.

EMERGENCY PREPARATION RESPONSE
The Contractor shall cooperate with the Department and may be required to furnish its forces (to
include subcontractors) to supplement the Department in Hurricane Preparedness, Evacuation
Plans and Execution of these Plans for the duration of the event within the project limits.

In the event that services or equipment are required by the Department for emergency
preparation response, such services and equipment will be deemed as Extra Work and paid for in
accordance with Article 104–8(A) of the Standard Specifications.
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INCIDENT RESPONSE

The Department will continue to utilize existing Incident Management Assistance Patrols during
this contract.  The Contractor will not be responsible for responding to abandoned vehicles,
traffic accidents, or other shoulder or lane-blocking incidents except as may be set forth
elsewhere in this RFP.

The Contractor shall immediately notify the Department’s MRTMC and the Engineer of all
traffic slowing incidents that are discovered during the course of their work or are caused by the
Contractor's operations.

EMERGENCY MAINTENANCE REPAIRS

The Contractor is responsible for immediately responding to emergency situations that pose an
imminent risk to the travelling public (e.g. sink holes, flooding, etc.).  An intermediate contract
time of 2 hours after notification or discovery will apply to initiating corrective measures for
situations that pose an imminent risk to the travelling public.  Initiating corrective measures
includes initial response, assessment, traffic control to protect the travelling public, and the
determination, coordination, and execution of corrective measures to restore traffic.  In the event
that the Contractor fails to initiate corrective measures within 2 hours after notification or
discovery, liquidated damages in the amount of $5,000 per hour, or portion thereof, will be
deducted from the monies due to the Contractor.

The Contractor shall immediately notify the Department’s MRTMC and the Engineer of all
emergency situations.

PERMITS

The Contractor is responsible for preparing all documents and obtaining any and all permits,
including those for navigable waterways, necessary to complete the work required in this
contract.

TRAFFIC CONTROL

The Contractor shall maintain traffic in accordance with the 2006 Standard Specifications,
Roadway Standard Drawings, the Manual of Uniform Traffic Control Devices (MUTCD), the
NCDOT Supplement to the MUTCD, and the following provisions:

Traffic Control Plan (TCP)

Prior to commencing an activity that will restrict or divert traffic, including lane closures and
detours, the Contractor shall prepare, and furnish to the Department for review and approval a
Traffic Control Plan.  A standard Traffic Control Plan may be prepared and pre-approved for
each typical operation.  The NCDOT Work Zone Traffic Control Unit website contains
information necessary for the proper development of these plans.  In addition, standard traffic
control plans for typical operations may be available for use.
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As required by the approved TCP, the Contractor shall provide, install, maintain such temporary
barrier, pavement markings, lights, signs and other devices and take such other protective
measures as are necessary to prevent accidents, damage or injury to the public, and as required
by the Traffic Control Plan and the Manuals, Standards and Procedures.

Notification of Planned Work

Planned lane closures shall be included in the Weekly Work Plan.  In addition, the Contractor
shall notify the Engineer and the MRTMC at least 8 hours before a planned lane closure is
installed and notify the designated MRTMC within 30 minutes after the planned lane closure is
removed. If the Contractor is found to have installed a lane closure without notifying MRTMC,
NCDOT may require the Contractor to immediately remove the lane closure and may require the
Contractor to refrain from installing all planned lane closures until such time as the Contractor
can demonstrate to NCDOT that the Contractor can fully comply with these notification
requirements.

Time Restrictions

No road closures are allowed unless authorized by the Engineer.  The time restrictions listed
below apply to planned lane and shoulder closures only. The Contractor shall not install,
maintain or remove any traffic control device required for narrowing or closing a lane or
shoulder during the times listed below.  Lane closures for emergency response are not subject to
these time restrictions.  An intermediate contract time applies to lane narrowing, lane
closing, shoulder closing, and holiday and event restrictions.

Liquidated Damages for lane narrowing, lane closing, shoulder closing, and holiday and
event restrictions for I-77, I-277, I-485, and I-85 are $10,000.00 per hour for this
Intermediate Contract Time.  In areas where a median contains guardrail or median barrier rail
in close proximity to the travelway, operations that require shoulder closure will also require a
lane closure and will therefore be subject to the time restrictions and liquidated damages
associated with lane closures.

Road name Time Restrictions
For Lane Closures

I-85, I-485 and I-277 6:00am to 8:00pm, Monday through Friday
9:00am to 6:00pm, Saturday and Sunday

I-77 6:00am to 9:00pm, Monday through Friday
9:00am to 6:00pm, Saturday and Sunday

For Shoulder Closures

I-85, I-485 and I-277 6:00am to 9:00am and 4:00pm to 7:00pm,
Monday through Friday

I-77 6:00am to 9:00am and 4:00pm to 9:00pm,
Monday thru Friday
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The Contractor shall not close or narrow a lane of traffic, detain and/or alter the traffic flow
during holidays, holiday weekends, special events, or any other time when traffic is unusually
heavy on any of the roadways listed above, including the following schedules:

• For New Year's, between the hours of 6:00 a.m. December 31st to 9:00 p.m. January 2nd.  If
New Year's day is on a Saturday or a Sunday, then until 9:00 p.m. the following Tuesday.

• For Easter, between the hours of 6:00 a.m. Thursday and 9:00 p.m. Monday.

• For Memorial Day, between the hours of 6:00 a.m. Friday to 9:00 p.m. Tuesday.

• For Independence Day, between the hours of 6:00 a.m. the day before Independence Day and
9:00 p.m. the day after Independence Day.  If Independence Day is on a Saturday or Sunday,
then between the hours of 6:00 a.m. the Thursday before Independence Day and 9:00 p.m.
the Tuesday after Independence Day.

• For Labor Day, between the hours of 6:00 a.m. Friday to 9:00 p.m. Tuesday.

• For Thanksgiving, between the hours of 6:00 a.m. Tuesday to 9:00 p.m. Monday.

• For Christmas, between the hours of 6:00 a.m. the Friday before the week of Christmas day
and 9:00 p.m. the following Monday after the week of Christmas.

• For any NASCAR event at the Lowes Motor Speedway, between the hours of 6:00 a.m. the
Thursday the week of the event until 8:00 p.m. the following Monday after the race.

• For any Carolina Panthers Football game in Charlotte and any games at the Bobcats Arena,
from three hours before the game until 3 hours after the game.

• For any event which creates high traffic volumes, between the hours of 7:00 a.m. the Friday
of the week of the event and 8:00 p.m. the Monday after the week of the event. Such events
may be at Bank of America Stadium, Charlotte Convention Center or other arenas. The
Engineer will provide guidance on what events constitute unusually high traffic volumes.

HAZARDOUS WASTE REMOVAL

The Contractor shall dispose of, or cause the disposal of dead animals, and all waste, residue,
debris, materials and supplies (including paints, herbicides and chemicals), foliage clippings, and
other waste materials produced or generated by the Contractor under this contract.

The Contractor shall use, contain, store and dispose of all hazardous substances employed in
connection with this contract in accordance with all applicable Federal, State and Local Laws,
Regulations and Ordinances.

Unknown hazardous materials that may exist with the project limits will be handled in
accordance with Article 107-26 of 2006 Standard Specifications.
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With respect to Asset Maintenance Services relating to bridge structures that have existing
coatings that include Hazardous Substances, such as lead, chromium and cadmium, the
Contractor shall, where required, remove, handle, store, transport and dispose of such Hazardous
Substances in accordance with applicable Federal, State and Local Laws, Regulations, and
Ordinances.

*** Deleted statement referencing “Incident Response.” ***

SNOW AND ICE CONTROL  (ALTERNATE BID ITEM)

This section applies only if the Department exercises its right to accept the Contractor’s Price
Proposal for the alternate bid item “Maintenance Services Including Snow and Ice Removal”.
Reference the Project Special Provision “Alternate Bid Item for Snow and Ice Removal” found
elsewhere in this RFP.

The Contractor will be responsible for prompt removal of snow and ice throughout the project
limits beginning September 1st, 2007.

Not later than July 1st of each year, the Contractor shall demonstrate to the reasonable
satisfaction of the Engineer that it has sufficient resources (including equipment, materials,
supplies and personnel) to fully perform Snow and Ice Control on all segments of the contracted
transportation facilities for the following year.  If by August 1st the Contractor fails to satisfy the
Department that it has sufficient resources to undertake snow and ice removal during the
following winter season, the Department may terminate for cause this portion of the contract and
monthly payments will be adjusted in accordance with the Project Special Provision “Alternate
Bid Item for Snow and Ice Removal”

The Contractor shall respond and deploy resources to ensure that at least one travel lane in
each direction is passable at all times.  In the event that the Contractor fails to maintain, in a
passable condition, at least one continuous lane in each direction, liquidated damages in the
amount of $4,000 per direction per hour, or portion thereof, will be deducted from the monies
due to the Contractor.

The Contractor shall continue snow and ice removal until such time that all travel lanes are clear
and passable (icy spots allowed).  An intermediate contract time of 12 hours will apply from
the end of the winter weather event.  In the event that the Contractor fails to make clear and
passable all travel lanes within this intermediate contract time, liquidated damages in the amount
of $2,500 per lane per hour, or portion thereof, will be deducted from the monies due the
Contractor.

The Contractor shall continue snow and ice removal until such time that all travel lanes are 100%
free from frozen precipitation.  An intermediate contract time of 24 hours will apply from the
end of the winter weather event.  In the event that the Contractor fails to remove all frozen
precipitation within this intermediate contract time, liquidated damages in the amount of $1,000
per lane per hour, or portion thereof, will be deducted from the monies due the Contractor.
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The Contractor shall plow all shoulders immediately following the end of the winter weather
event.  An intermediate contract time of 36 hours will apply from the end of the winter
weather event.  In the event that the Contractor fails to plow all shoulders within this
intermediate contract time, liquidated damages of $1,000 per shoulder mile per hour, or portion
thereof, will be deducted from the monies due to the Contractor.

During winter weather conditions, the Contractor shall contact MRTMC at 7:00 am and 3:00 pm
to advise of road conditions.  The Contractor shall also update the MRTMC continually as
conditions change.  MRTMC will enter this information into TIMS.

No sand, slag, or similar material shall be used on open-graded asphalt surface course sections.
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*** PERFORMANCE CRITERIA AND CONTRACT PAYMENT ***

PERFORMANCE CRITERIA

The performance criteria and target ratings are shown in Tables 1 – 7.  Each table represents a
“component” of the overall Maintenance Condition Assessment (MCA).   Each row within each
table represents an “element” of that component.  Each element has associated performance
criteria that will be used to determine the performance rating for that element.  Next to the
element name, the weight of that element within the component is shown in parentheses.

EVALUATION PROCEDURES

An initial Maintenance Condition Assessment will be performed by the Department and
provided to the prospective contractors prior to the submission of Proposals.

A new condition assessment will be made by Department personnel every six months of the
contract.  The first assessment will begin October 1, 2007.  Each assessment will be completed
incrementally and will occur randomly throughout the project limits. Throughout the remainder
of the contract, assessments will occur once in every 6-month period beginning each January 1st

and July 1st.  The Department reserves the right to perform additional assessments for any
element within the Roadside component.  The results of these additional element level
assessments will be used in lieu of that from the prior regularly scheduled assessment.

In addition, if the contractor is below the performance target on any element in the Roadside
component, the contractor may request that the Department re-evaluate that element(s) prior to
the next 6-month assessment period.  The Roadside element(s) will be re-evaluated with the
same performance criteria listed in Table 4.  The element rating determined through any re-
evaluation of a Roadside element will then be used to re-calculate the partial payment.  This re-
calculated partial payment will take effect with the next month’s partial payment and will remain
in effect until the next condition assessment ratings are evaluated and a new partial payment is
calculated.  The option for a re-evaluation of Roadside elements may not be exercised more than
once a month.

Linear samples, in lengths of 0.2 miles, will be made in sufficient quantity to ensure 95%
confidence that the samples represent the condition assessment throughout the entire project
limits.   Gross deficiencies will be brought to the Contractor’s attention as soon as is practicable
during or each assessment.

Upon request, specific sample data will be made available to the Contractor within 14 calendar
days following notification of the condition assessment results.  The Contractor may dispute
element ratings only.  Such dispute shall be made in writing to the Engineer within 30 calendar
days of notification of the condition assessment results.  The amount of the partial payment
calculated in accordance with the procedures outlined herein will continue notwithstanding any
time that elapses during dispute resolution.  If through dispute resolution, any element rating is
revised, the partial payment will be re-calculated and the amount of the change in the partial
payment amount will be returned to the Contractor with the next month’s partial payment.
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MAINTENANCE CONDITION ASSESSMENT (MCA) RATING

The element ratings are weighted in Tables 1 – 7 to determine an overall MCA rating.  The MCA
targets are as follows:

Calendar Year 2007 88
Calendar Year 2008 90
Calendar Years 2009 – 2012 92

If in four consecutive assessments, the overall MCA rating is more than 5 points below the
applicable overall MCA target, the Department shall have the right to declare the Contractor in
default of contract.

If, in four consecutive assessments, any element is more than 15 points below the applicable
target for that element, the Department shall have the right to declare the Contractor in default of
contract.

PHASED PERFORMANCE TARGETS

In addition to the MCA, some elements have a performance target that increases within the first
three years of the contract.  These elements will be clearly indicated in the tables as a
performance target followed by a calendar year in parentheses.

PARTIAL PAYMENTS BASED ON PERFORMANCE

An example of the calculation of partial payment based on performance is provided in the table
following this section.  This example is based on the targets for calendar year 2007.

The unit price bid is the bid per month as indicated on the Itemized Proposal Sheet for either
“Maintenance Services Excluding Snow and Ice Removal” or “Maintenance Services Including
Snow and Ice Removal”, whichever bid alternate is exercised by the Department, and as adjusted
in accordance with the Project Special Provision “Annual Price Adjustments.”

Beginning with the January 2008 partial payment, the monthly partial payment will be based on
the contractor’s performance rating for each element during the previous assessment period.  The
January 2008 partial payment and that for the five subsequent months will be based on the
assessment begun in October 2007. Monthly partial payments will be reflective of the most
recent condition assessment and will be applied to each monthly partial payment following the
assessment period.  This payment amount will remain in effect until the next condition
assessment ratings are evaluated and a new partial payment is calculated.

The partial payments are based solely on the performance at the element level, minus any
applicable liquidated damages as outlined elsewhere in this RFP.  Each partial payment will be
the sum of the payments attributable to each element and its element value. Based on
performance, the contractor will be paid up to the full amount of the element value for each
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element. The element value for each element is defined as the element weight multiplied by the
unit price bid.

The contractor will be paid the full amount of the element value for each element where the
applicable Performance Target is met.  The contractor will be paid a percentage of the element
value based on a graduated scale when failing to meet the applicable Performance Target. If the
contractor’s performance is 1-5 points below the performance target, the payment for that
element will be 75% of the element value.  If the contractor’s performance is 6-10 points below
the Performance Target, the payment for that element will be 50% of the element value.  If the
contractor’s performance is greater than 10 points below the Performance Target, the contractor
will receive no payment for that element.  The element weights that will be used to calculate the
element values are listed in Tables 1-7 and included in the sample assessment spreadsheet.

TIMELINESS TARGETS

Table 8 provides timeliness requirements for certain activities.  These timeliness requirements
are not used in the partial payment calculations but are enforced through liquidated damages as
indicated throughout the “Scope of Work”.  For those activities that do not have liquidated
damages, if the timeliness requirement for any one activity is not fulfilled in at least 80% of the
occurrences in any 6-month assessment period, the Contractor may be deemed in default of
contract.
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PERFORMANCE CRITERIA AND TARGET TABLES

TABLE 1
SHOULDER AND DITCHES (0.1)

*** Component Targets deleted throughout the tables ***

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Unpaved  Shoulders
(Low Shoulder)
(0.04)

Safe
Smooth

95 (2009-2012)
90 (2008)
85 (2007)

• No dropoffs greater than 2” within 4’ of the edge 
of pavement

Unpaved Shoulders
(High Shoulder)
(0.03)

Safe
Smooth

95 (2009-2012)
90 (2008)
85 (2007)

• No shoulders higher than 1” within 4’ of the edge
of pavement

• No shoulders that cause water to drain back
within the travelway

Lateral Ditches
(Includes Rip Rap
and Paved) (0.03)

No blockage
or erosion.
Functioning
as designed

95 (2009-2012)
90 (2008)
85 (2007)

• No more than 50% blocked

• No erosion greater than 1’ below original ditch
line

• No joint separation, misalignment, or
undermining in paved ditches
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TABLE 2
DRAINAGE (0.1)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Crossline Pipes
(< 54”) (Blocked)
(0.03)

Open
Drains
No Erosion

95 (2009-2012)
90 (2008)
85 (2007)

• Greater than 75% diameter open and/or meets 
environmental permitting requirements

• No evidence of flooding

• Minimal erosion at ends

• End protection intact.

• No obstructions to water flow.

Crossline Pipes
(<54”)
(Damaged) (0.02)

No pipe,
pavement, or
shoulder
damage

95 (2009-2012)
90 (2008)
85 (2007)

• No damage due to cracking, joint failures, or
corrosion.

• No water infiltration causing pavement failures,
shoulder failures, or roadway settlement.

Drop Inlets/Catch
Basins/Shoulder
Drains/Funnel
Drains/etc.
(Blocked) (0.02)

Open Drains
98 (2009-2012)

90 (2008)
85 (2007)

• Grates and Outlets not blocked greater than 50%

• Minimal erosion.

• Outfalls functional.

Drop Inlets/Catch
Basins/Shoulder
Drains/Funnel
Drains/etc.
(Damaged) (0.01)

Functional
98 (2009-2012)

90 (2008)
85 (2007)

• Grates are present and not broken

• No erosion/settlement around boxes

• Outlets are not damaged and are functioning
properly

• End protection intact with no erosion

Curb & Gutter,
Valley Gutter/
Median Barrier
(Blocked) (0.01)

No blockage,
No spread
into lane

95 (2009-2012)
90 (2008)
85 (2007)

• No obstruction greater than 2” for a length of 2’

• Runoff does not spread into travelway for a
distance of half the lane width

Curb & Gutter/
Valley Gutter/
Median Barrier
(Damaged) (0.01)

Functional
95 (2009-2012)

90 (2008)
85 (2007)

• No cracking, settlement, joint separation,
misalignment, or deterioration
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TABLE 3
ROADSIDE APPURTENANCES (0.15)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Guardrail/
Cable Rail (0.09)

Functional
Repairs per
current
Standards

95 (2007-2012)

• All guardrail and cable guiderail is functional

• Contractor to respond to all failures, which
include site mitigation and repairs, and
immediately address unsafe conditions

• No dents or deterioration that decrease structural
integrity.

Concrete Median
Barrier (0.015)

Structurally
safe/sound 95 (2007-2012)

• Clean

• Free of vegetation

• Straightened

• Repaired and or replaced, if damaged.

Noise Walls (0.015) Structurally
Sound
Clean

95 (2007-2012)

• No missing or broken pieces

• No damage

• No grafitti or vegetation

Impact Attenuators
(0.03) Present

Operational 95 (2007-2012)
• No missing parts, properly maintained and

undamaged.

• Contractor to respond to all failures, and
immediately address unsafe conditions
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TABLE 4
ROADSIDE (0.15)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Mowing (0.03)
Grass height
& mowing
quality

90 (2007-2012)

• For all grass species, grass height not to exceed
15 inches, nor  less than 6 inches

• All mowing to be of a high quality to present a
neat appearance

• In compliance with all other Department mowing
specifications.

Landscape
Plant Beds (0.0225)

Primary
emphasis on
aesthetics;

also environ.
safety factors

80 (2008-2012)
 70 (2007)

• Overall appearance is neat and well maintained.

• Ornamentals and shrubs maintained for optimum
aesthetics and plant health.

• Plant beds regularly mulched and weed free.

• Must follow IRVM program as established by
NRVMA & as adopted by NCDOT.

• Contractor will utilize and be evaluated on the
“Roadside Environmental Landscape Plant Bed
Inspection Report”

• No excessive “brown-out”, pre-approval of
herbicides from the Engineer required

Brush & Trees
(0.0225)

Unobstructed
sight distance
& vertical
clearance.

90 (2008 - 2012)
85 (2007)

• No sight distance or sign obstruction

• Vertical clearance of 15’ over roadway and
shoulder to 10’ back of ditch or shoulder point or
clear recovery area, whichever is further from the
edge of roadway

• No dead trees, or leaning trees that present a
hazard.

• A clear distance of 5’ behind guardrail

• Must follow IRVM program as established by
NRVMA & as adopted by NCDOT.

• No excessive “brown-out”, pre-approval of
herbicides from the Engineer required
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Turf Condition/
Seeding & Mulching
(0.015)

Healthy
growing
Neat
appearance

90 (2009-2012)
85 (2008)
80 (2007)

• Unpaved shoulders, slopes, and ditch lines free of
bare, dead, diseased, distressed, or weedy areas

• NCDOT approved species and seed mixes

• Must follow IRVM program as established by
NRVMA & as adopted by NCDOT

• *** Deleted bullet ***

• No excessive “brown-out”, pre-approval of
herbicides from Division Roadside
Environmental Engineer required

Uncontrolled
Growth at Signs and
Guardrail/Cable
Guiderail (0.015)

Grass height
is neat and
uniform

70 (2007-2012)

• Vegetation height should not exceed the bottom
of the guardrail/cablerail

• Vegetation around signposts should be uniform
with the roadside grass height

• Neatly trimmed around fixed objects, including
but not limited to signs, bridge ends & guardrails

• No reduced sight distance

• No excessive “brown-out”, pre-approval of
herbicides from Div. Roadside Engineer required

*** Moved Debris and Road Kill Element to Table 8, Timeliness Performance Criteria ***

Slope (0.0075) Stable
No erosion

95 (2007-2012)

• No washouts or ruts greater than 6" deep and 2 ft
wide

• No erosion showing a pattern that will endanger
the stability of the slope creating an unsafe
recovery area

Litter (0.0375) Neat
Attractive 90 (2007-2012)

• Roadside appears neat and clean

• Less than 100 pieces of fist size or larger
litter/debris within 0.2 miles

• Areas of excessive unsightly litter will fall under
performance criteria of debris and road kill

*** Deleted Right-of-Way Fence from contract ***
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TABLE 5
TRAFFIC (0.15)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Pavement Markings
(0.03) Visible

95 (2009-2012)
90 (2008)
85 (2007)

• No edgelines, centerlines, or skip lines worn,
missing, or obliterated

• Must be present, visible, and reflective at night
• Replaced when damaged/lost during pavement

repair or winter weather events, regardless of who
performs the snow and ice removal

Words and Symbols
(0.0075) Visible

95 (2009-2012)
90 (2008)
85 (2007)

• Must be present, visible, and reflective at night
• Replaced when damaged/lost during pavement

repair or winter weather events, regardless of who
performs the snow and ice removal

Pavement Markers
(0.015)

Present and
Reflective

95 (2009-2012)
90 (2008)
85 (2007)

• Markers must be present and reflective at night
• Replaced when damaged/lost during pavement

repair or winter weather events, regardless of who
performs the snow and ice removal

• All lenses replaced or installed if missing or non-
functional

Overhead Signs
(0.0375)

Present,
visible,
legible, and
reflective

92 (2007-2012)

• Clean and flush debris from and around the base
support areas

• Clean and lubricate anchor bolts and nuts

• Criteria also applies to any sign that the
Department may install within the contract
period(s)

Other Signs (0.0195)
Present,
visible,
legible, and
reflective

92 (2007-2012)

• Signs must be visible and legible at night

• Contractor to respond to all failures due to
incidents, accidents, etc., and includes site
mitigation/other repairs

• No damaged signs

• Criteria also applies to any sign that the
Department may install within the contract
period(s)

Overhead Sign
Lighting (0.0075)

FOR DIVISION 10
ONLY

Present
Functional
Sound
Clear &
Clean

90 (2007-2012)

• Lighting must be operational at night

• Contractor to replace defective lighting upon
notification or discovery

• Contractor is responsible for all components
above the concrete footing



WBS 40682 Performance Criteria and Withholding Mecklenburg, Gaston,
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Roadway, Bridge,
and Interchange
Lighting (0.03)

Operational 90 (2007-2012)

• Lighting must be operational at night

• Contractor to replace defective lighting upon
notification or discovery

• Contractor is responsible for all components
above the concrete footing

Object Markers &
Delineators (0.003)

Present
Reflective
Functional

90 (2007-2012)

• Properly mounted. Correctly positioned.

• No sight distance or sign obstructions.

• No missing posts delineators, or object markers

*** Deleted Glare Screens ***
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TABLE 6
PAVEMENT (0.2)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

• Pavement failures are repaired with permanent
patches in kind (asphalt with asphalt, concrete
with concrete) as soon as weather conditions
permit.

• Rumble strips are retained or replaced when
damaged.

• Longitudinal joint separation is <0.5” or is sealed.

• No unsealed cracks in asphalt shoulders larger
than 0.5”

Paved Shoulders
(0.02) Safe, smooth 90 (2007-2012)

• Cross section allows drainage from mainline (no
shoulder buildup).  No vegetation present.

• Potholes are fixed with permanent patches as
soon as weather conditions permit.  Patching is
done in a manner than maintains or improves the
ride quality.

• Rut depths > 0.75” are reduced to <0.25”.

Asphalt Pavement
Repair (0.09)

Safe, durable,
smooth 95 (2007-2012)

• No unsealed cracks larger than 0.5”.

• CRC punchouts:  Permanent patches with
concrete and restoration of reinforcing steel as
soon as weather conditions permit. Patching is
done in a manner than maintains or improves the
ride quality.

• Jointed PCC:  No slabs broken in more than 3
pieces.  Permanent concrete patches as soon as
weather conditions permit. Patching is done in a
manner than maintains or improves the ride
quality.

• Corner breaks and spalls are patched with asphalt
surface course or concrete. Patching is done in a
manner than maintains or improves the ride
quality.

Concrete Pavement
Repair (0.09)

Safe, durable,
smooth 95 (2007-2012)

• Cracks in slabs broken into 2 or 3 pieces are
sealed.

• In the event that movement is evident, the slab
must be repaired or replaced regardless of the
number of pieces the slab is broken into
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TABLE 7
BRIDGE MAINTENANCE (0.15)

ELEMENT
(ELEMENT
WEIGHT)

OUTCOME PERF.
TARGET (%) TOLERANCE & CRITERIA

Bridge Deck1

(0.0225)

Safe
Clean
Functional
Joints intact

90 (2009-2012)
85 (2008)
80 (2007)

• Perform all routine/ordinary maintenance including
sweeping, washing and cleaning.

• The deck is free of foreign material (grass, stones,
limbs, trash, etc.)

• Riding surface has no spalls ≥ 2 inches deep.
• Joints are clean and joint material is present and

functioning as designed.
• Drainage system (drains, scuppers, trough, etc) is

clean and functioning as designed. Railings are intact
and connections are tight.

• Routes receiving de-icing salts, each deck shall be
washed after the last snow fall has melted.

Bridge
Superstructure2

(0.045)

Safe
Clean
Functional

90 (2009-2012)
85 (2008)
80 (2007)

• Perform all routine/ordinary maintenance including
sweeping, washing, clearing of all obstructions.

• No damage by vehicular impact is evident.
• Bridge components are free of damaging vegetation.
• Bearing assemblies are clean and lubricated.
• The bearing assemblies and the end 5 feet of

longitudinal superstructure elements are free of
foreign material (grass, stones, limbs, trash, sand dirt,
etc.)

• Bearing assemblies and the end 5 feet of longitudinal
superstructure elements shall be washed after the last
snow fall has melted.

Bridge Substructure3

(0.045)

Safe
Clean
Functional

90 (2009-2012)
85 (2008)
80 (2007)

• Perform all routine/ordinary maintenance including
sweeping, washing, clearing of all obstructions.

• No damage (≥2” deep spalls) caused by vehicular
impact is evident.

• Bridge components are free of damaging vegetation.
• Horizontal surfaces to including bridge seats and

bearing areas are free of foreign material (grass,
stones, limbs, trash, sand, dirt, etc.)

• Horizontal surfaces including bridge seats/bearing
areas  washed after the last snow fall has melted.

• Weep holes are clean and free of foreign material and
properly functioning.

                                                
1 Bridge Deck includes and not limited to the bridge roadway surface, approach slabs, curbs, sidewalks, parapets,
railing system, drainage system, lighting, expansion joints
2 Bridge Superstructure includes and not limited to beams, girders, diaphragms, bracings, truss members, bearing
devices
3 Bridge Substructure includes and not limited to abutments, backwalls, seats, piers, columns, wingwalls, Weep
holes
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Pipes and Culverts
(>/=54”) (0.0225)

Safe
Clean
Functional
Stable

90 (2007-2012)

• Perform all routine/ordinary maintenance.
• Opening ≥ 75% open
• Free of debris and vegetation.
• Any erosion and scour at inlet and outlet ends has

been stabilized.
• End walls/wing-walls are clear of vegetation and

debris.
• Concrete elements have no spalls ≥2 inches deep.
• Weep holes are clean and free of foreign material and

properly functioning.
• There are no construction joints opened greater than ¼

inch.

Retaining Walls
(0.0075)

Safe
Clean
Functional
Stable

90 (2007-2012)
• Perform all routine/ordinary maintenance.
• Concrete elements have no spalls ≥2 inches deep.
• Weep holes are clean and free of foreign material and

properly functioning. Free of vegetation.

Channel and Slope
Protection (0.0075)

Safe
Clean
Functional
Stable

90 (2007-2012)

• Perform all routine/ordinary maintenance to include
removing channel drift, stabilizing, erosion, cutting,
removing and disposing of vegetation, brush and trees
that are on, adjacent to, or under bridges

• Maintain bridge slope protection as designed.
• Drainage systems are clean and functioning as

designed.
• Channel and/or Slope Protection components are free

of vegetation.
• Any erosion and/or scour has been stabilized.



WBS 40682 Performance Criteria and Withholding Mecklenburg, Gaston,
Cabarrus & Cleveland Counties

TABLE 8

TIMELINESS PERFORMANCE CRITERIA
General terms
and conditions

ELEMENT
OUTCOME PERF.

TARGET (%) TOLERANCE & CRITERIA

Debris/Road Kill
Removal &Litter
Removal as directed
by DOT or other
customers

Roadway free
of obstruction

Litter Free
100 (2007-2012)

• Respond immediately upon notification or discovery

• Road kill and Debris promptly and properly disposed

• Litter complaints from public or notification from
Department personnel addressed promptly and
thoroughly

Customer Response

Timely
Efficient
Effective
Productive
Follow-up

100 (2007-2012)

• The Contractor shall contact the customer within 48
hours following initial customer inquiry.

• All work resulting from customer requests should be
scheduled within 48 hours of customer contact.

• The Contractor shall conduct follow-up contact with
the customer within 72 hours of initial inquiry.

• All customer concerns/requests must be resolved to
the Department’s satisfaction within 2 weeks of the
initial inquiry.

Pavement Repairs

Timely
Efficient
Effective
Productive
Durable
Safe

100 (2007-2012)

• All shoulder failures >1 sq ft x 1.5”, all asphalt
pavement potholes or failures greater than 1 sq ft x
1.5”, all CRC punchouts, and all concrete slabs
broken into 4 or more pieces are repaired in a
temporary manner within 2 days of notification or
discovery.

• All shoulder failures >1 sq ft x 1.5”, all asphalt
pavement potholes or failures greater than 1 sq ft x
1.5”, all CRC punchouts, and all concrete slabs
broken into 4 or more pieces, and slabs with
movement are repaired in a permanent manner within
60 days of notification or discovery.

Guardrail/Guiderail/
Impact Attenuators

Timely
Efficient
Effective
Safe

100 (2007-2012)

• Damaged impact attenuators and damaged, non-
functional guardrail, and guiderail must be repaired
within 7 days following notification or discovery.

• Damaged impact attenuators must be replaced within
30 days following notification or discovery.

• Damaged but functional guardrail must be
repaired/replaced within 30 days following
notification or discovery.
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Signs
Timely
Efficient
Effective
Safe

100 (2007-2012)

• Damaged overhead signs and sign structures that pose
imminent risk to the public must be mitigated
immediately.

• Damaged but functional overhead signs
repaired/replaced within 60 days following
notification or discovery.

• Non-functional Stop, Do Not Enter, Wrong Way and
Yield signs must be repaired/replaced within 8 hours
following notification or discovery.

• All other signs, including posts, that are damaged or
missing must be repaired/replaced within five (5) days
following notification or discovery.

Frozen Inclement
Weather Pavement
Management
Winter Weather
Events

Open
Free of frozen
precipitation
Safe

100 (2007-2012)

• At least one travel lane in each direction shall be kept
open and free of frozen precipitation so that traffic can
proceed in a safe and orderly manner throughout the
inclement weather occurrence

• Frozen precipitation removal activities shall continue
in full force from the onset of a snow or ice event
until such time as all pavement travel lanes are clear
and passable (icy spots allowed) by no later than 12
hours after the end of a winter weather event.

• Frozen precipitation removal activities shall continue
in full force from the onset of a snow or ice event
until such time as all pavement travel lanes are 100%
free of frozen precipitation and any other frozen
accumulations by no later than 24 hours after the end
of a winter weather event.

• All shoulders shall be plowed (pushed back) within 36
hours of the cessation of falling precipitation.

Emergency
Maintenance

Repairs

Timely
Efficient
Effective
Safe

100 (2007-2012)

• The Contractor shall initiate corrective measures
within 2 hours after notification or discovery,
liquidated damages in the amount of $5,000 per hour,
or portion thereof, will be deducted from the monies
due to the Contractor.



SUMMARY OF PERFORMANCE MEASURES

EXAMPLE OF CONTRACTOR PAYMENT
100,000.00$   MONTHLY UNIT BID AMOUNT

ELEMENT
ELEMENT 
WEIGHT TARGET

TARGET 
ELEMENT 
POINTS RATING

RATING 
ELEMENT 
POINTS

VALUE 
BELOW 
TARGET

ELEMENT 
VALUE PAYMENT

Bridge Decks 0.0225 80 1.8 59.7 1.34325 -20.3 2,250.00$            -$                   
Superstructure 0.045 80 3.6 58.21 2.61945 -21.79 4,500.00$            -$                   
Substructure 0.045 80 3.6 74.63 3.35835 -5.37 4,500.00$            2,250.00$          
Pipes & Culverts 0.0225 90 2.025 47.19 1.061775 -42.81 2,250.00$            -$                   
Retaining Walls 0.0075 90 0.675 99.87 0.675 0 750.00$               750.00$             
Channel & Slope Protection 0.0075 90 0.675 62.69 0.470175 -27.31 750.00$              -$                   

0.15 90 12.375 9.528
Asphalt Pavement Repair 0.09 95 8.55 87.69 7.8921 -7.31 9,000.00$           4,500.00$          
Concrete Pavement Repair 0.09 95 8.55 88.89 8.0001 -6.11 9,000.00$            4,500.00$          
Pvm't Shoulder Condition 0.02 90 1.8 98.65 1.8 0 2,000.00$           2,000.00$          

0.2 94.5 18.9 17.6922
Low Shoulder 0.04 85 3.4 91.28 3.4 0 4,000.00$            4,000.00$          
High Shoulder 0.03 85 2.55 87.77 2.55 0 3,000.00$            3,000.00$          
Lateral Ditches 0.03 85 2.55 98.74 2.55 0 3,000.00$           3,000.00$          

0.1 85 8.5 8.5
Crossline Pipe (Blocked) 0.03 85 2.55 94.39 2.55 0 3,000.00$            3,000.00$          
Crossline Pipe (Damaged) 0.02 85 1.7 98.13 1.7 0 2,000.00$            2,000.00$          
Curb & Gutter (Blocked) 0.01 85 0.85 95.09 0.85 0 1,000.00$            1,000.00$          
Curb & Gutter (Damaged) 0.01 85 0.85 99.94 0.85 0 1,000.00$            1,000.00$          
Drop Inlets, CB's, etc (Blocked) 0.02 85 1.7 89.68 1.7 0 2,000.00$            2,000.00$          
Drop inlets, CB's, etc (Damaged) 0.01 85 0.85 96.61 0.85 0 1,000.00$           1,000.00$          

0.1 85 8.5 8.5
Guardrail/Cablerail 0.09 95 8.55 98.81 8.55 0 9,000.00$            9,000.00$          
Concrete Median Barrier 0.015 95 1.425 99.92 1.425 0 1,500.00$            1,500.00$          
Noise Walls 0.015 95 1.425 80.84 1.2126 -14.16 1,500.00$            -$                   
Impact Attenuators 0.03 95 2.9 84.21 2.5263 -10.79 3,000.00$           -$                   

0.15 95 14.25 13.7139
Mowing 0.03 90 2.7 22.86 0.6858 -67.14 3,000.00$            -$                   
Brush & Tree Control 0.0225 85 1.9125 70.64 1.5894 -14.36 2,250.00$            -$                   
Turf Condition 0.015 80 1.2 82.32 1.2 0 1,500.00$            1,500.00$          
Uncontrolled Growth 0.015 70 1.05 76.22 1.05 0 1,500.00$            1,500.00$          
Litter & Debris Control 0.0375 90 3.375 5.71 0.214125 -84.29 3,750.00$            -$                   
Landscape Beds 0.0225 70 1.575 63.64 1.4319 -6.36 2,250.00$            1,125.00$          
Slope 0.0075 95 0.7125 99.26 0.7125 0 750.00$              750.00$             

0.15 84.75 12.525 6.883725
Pavement Markings 0.03 85 2.55 97.28 2.55 0 3,000.00$            3,000.00$          
Pavement Markers 0.015 85 1.275 97.31 1.275 0 1,500.00$            1,500.00$          
Ground Signs 0.0195 92 1.794 85.84 1.67388 -6.16 1,950.00$            975.00$             
Overhead Signs 0.0375 92 3.45 91.75 3.440625 -0.25 3,750.00$            2,812.50$          
Roadway lighting 0.03 90 2.7 47.19 1.4157 -42.81 3,000.00$            -$                   
Words % Symbols 0.0075 85 0.6375 69.19 0.518925 -15.81 750.00$               -$                   
Sign Lighting 0.0075 90 0.675 41.45 0.310875 -48.55 750.00$               -$                   
Delineators 0.003 90 0.27 89.31 0.26793 -0.69 300.00$              225.00$             

0.15 89.01 13.3515 11.452935

88.40 76.27076

76.27 $100,000.00

12.13 $57,887.50PERFORMANCE PAYMENT

AVAILABLE MONTHLY 
PAYMENT
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Element Value equals Element Weight X Unit Price 
Bid (Monthly Bid Amount)
Ex.  Asphalt Pavement Repair
        Element Weight = .09
        Unit Price Bid = $100,000.00
        Element Value = $9,000.00

The Element Target for Asphalt Pavement Repair is 
95, the Contractor Rating is 87.69.  Therefore, the 
Contractor receives payment in the amount of 50% 
of the element value of $9,000.00, which is 
$4,500.00 

If the contractor performance rating meets the performance target then the 
contractor receives total payment for the element value.  If the 
performance rating is 1 to 5 points below the performance target then the 
contract payment for that element is 75% of the element value.  If the 
performance rating is 6 to 10 points below the performance target then the 
contract payment for that element is 50% of the element value.  If the 
performance rating is over 10 points below the performance target then 
the contractor does not receive payment for the element.

 The Monthly Contract Payment is the total of the element values based on the contractor's performance ratings 
for each element and the applicable element value.  In this example, the contractor's rating was above or at the 
performance target on the Retaining Wall, Paved Shoulder Condition,  Low Shoulder, High Shoulder, Lateral 
Ditches,  Crossline Pipe (Blocked), Crossline Pipe (Damaged), C&G (Blocked), C&G (Damaged), Inlet's etc. 
(Blocked), Inlet's etc. (Damaged), Guardrail/Cablerail, Median Barrier, Turf Condition, Uncontrolled Growth, Slope,
Pavement Markings, and Pavement Markers elements.  In this case, the contractor receives payment for the 
entire element value.  The contractor was between 1 to 5 points below the element target on the Overhead Signs 
and Delineators elements, therefore, the contractor receives payment for 75% of the element value for these 
elements.  The contractor was between over 5 and less than 10 points below the element target on the Bridge 
Substructure, Asphalt Pavement Repair, Concrete Pavement Repair, Landscape Beds, and Ground Signs 
elements, therefore, the contractor receives payment for 50% of the element value for these elements.  The 
contractor was over 10 points below the element target on the Bridge Decks, Superstructure, Pipes and Culverts, 
Channel and Slope Protection, Mowing, Brush and Tree Control, Litter and Debris Control, Roadway Lighting, 
Words & Symbols, and Sign Lighting elements, therefore, the contractor does not receive payment for any of the 
element value for these elements. 



WBS Element 40682 Mecklenburg, Gaston,
Cleveland, & Cabarrus Counties

ITEMIZED PROPOSAL FOR WBS ELEMENT 40682

Page 1 of 1

Counties: Mecklenburg, Gaston, Cleveland, & Carbarrus

Line     Item Number            Sec                    Description                                         Quantity             Unit Price                 Amount
   #                 #                         #
________________________________________________________________________________________________________

0001     0000900000-N           SP     MAINTENANCE SERVICES EXCLUDING               60                ________ ________
         SNOW AND ICE REMOVAL

Total Price Proposal for Maintenance Services Excluding Snow and Ice Removal: ________________________
(for entire 60 month contract period)

_________________________________________________________________________________________________________________________________________________________________________________________________________________

________________________________________________________________________________________________________________________________________________________________________________________________________________

  *****SNOW AND ICE CONTROL ALTERNATE  ITEMS  *****
(Reference Alternate Bid for Snow and Ice Removal Project Special Provision)

_________________________________________________________________________________________________________________________________________________________________________________________________________________

0002     0000900000-N           SP     MAINTENANCE SERVICES INCLUDING               60                ________ ________
         SNOW AND ICE REMOVAL

0003     0000900000-N           SP     MOBILIZATION (INCLUDING SNOW Lump Sum                      L.S.                 ________
         AND ICE REMOVAL)

Total Price Proposal for Maintenance Services Including Snow and Ice Removal: ________________________
(for the entire 60 month contract period plus mobilization)



WBS 40682 Mecklenburg, Gaston, Cabarrus
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LISTING OF MB  &  WB  SUBCONTRACTORS
Sheet  ______of _____

FIRM NAME AND
ADDRESS

MB
or

WB
ITEM
NO.

ITEM DESCRIPTION
(*)

AGREED UPON
UNIT PRICE

DOLLAR VOLUME
OF ITEM

CONTRACT NO.__________________  COUNTY___________________________FIRM______________________________
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LISTING OF MB  &  WB  SUBCONTRACTORS
Sheet  ______  of _____

FIRM NAME AND ADDRESS
MB
OR
WB

ITEM
NO.

ITEM DESCRIPTION
(*)

AGREED UPON
UNIT PRICE

DOLLAR VOLUME
OF ITEM

CONTRACT NO.__________________  COUNTY___________________________FIRM___________________________



WBS 40682 Mecklenburg, Gaston, Cabarrus
And Cleveland Counties

LISTING OF MB  &  WB  SUBCONTRACTORS
Sheet  ______  of _____

FIRM NAME AND ADDRESS
MB
OR
WB

ITEM
NO.

ITEM DESCRIPTION
(*)

AGREED UPON
UNIT PRICE

DOLLAR VOLUME
OF ITEM

CONTRACT NO.__________________  COUNTY___________________________FIRM_____________________________



WBS 40682 Mecklenburg, Gaston, Cabarrus
And Cleveland Counties

LISTING OF MB  &  WB  SUBCONTRACTORS
Sheet  ______  of _____

FIRM NAME AND ADDRESS
MB
OR
WB

ITEM
NO.

ITEM DESCRIPTION
(*)

AGREED UPON
UNIT PRICE

DOLLAR VOLUME
OF ITEM

COST OF CONSTRUCTION WORK ONLY: $  _______________________________________________________

(*) The Dollar Volume Shown in this Column Shall be Dollar Volume of MB Subcontractor         $__________________________________
Shall be Actual Price Agreed Upon by the Prime MB Percentage of Total Contract Cost                                      _________________%
Contractor and the MB and/or WB Subcontractor, and Dollar Volume of WB Subcontractor        $ __________________________________
These Prices will be Used to Determine the Percentage WB Percentage of Total Contract Cost                                     _________________%
of the MB and/or WB Participation in the Contract.



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that
neither he, nor any official, agent or employee of the bidder has entered into any agreement, participated in any
collusion, or otherwise taken any action which is in restraint of free competitive bidding in connection with this bid,
and that the Bidder intends to do the work with its own bonafide employees or subcontractors and is not bidding for
the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the Bidder’s certification of “Status”
under penalty of perjury under the laws of the United States in accordance with the Debarment Certification
included elsewhere in the proposal form, provided that the Debarment Certification also includes any required
statements concerning exceptions that are applicable.

SIGNATURE OF CONTRACTOR
(If a corporation uses this sheet)

______________________________________________________________________________
(Print full name of corporation)

______________________________________________________________________________
(Address as Prequalified)

Attest________________________________ By________________________________________
(Secretary) (Assistant Secretary) (President) (Vice President)
Delete inappropriate title (Asst. Vice President)

Delete inappropriate title

________________________________ _______________________________________________
Print Signer’s Name Print Signer’s Name

CORPORATE SEAL
NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

_____ day of _________________, 20___.

____________________________________
            (Signature of Notary Public) NOTARY SEAL:

of ____________________________County.

State of _____________________________.

My Commission Expires: _______________

Signature Sheet 1 (Bid) - Corporation



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT, AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that neither he,
nor any official, agent or employee of the bidder has entered into any agreement, participated in any collusion, or otherwise
taken any action which is in restraint of free competitive bidding in connection with this bid, and that the Bidder intends to do
the work with its own bonafide employees or subcontractors and is not bidding for the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the Bidder’s certification of “Status” under
penalty of perjury under the laws of the United States in accordance with the Debarment Certification included elsewhere in the
proposal form, provided that the Debarment Certification also includes any required statements concerning exceptions that are
applicable.

SIGNATURE OF CONTRACTOR
(If a joint venture, use this sheet)

Instructions to Bidders:  On Line (1), print the name of each contractor.  On Line (2), print the name of one of the joint venturers
and execute below in the appropriate manner and furnish in the following lines all information required by Article 102-8 of the
Specifications.  On Line (3), print the name of the other joint venturer and execute below in the appropriate manner and furnish
all information required by said article of the Specifications.  For correct form of execution and information required for
execution of this sheet by an individual, see Signature Sheets 3 and 4; for a corporation, see Signature Sheet 1; and for a
partnership, see Signature Sheet 5.

(1)________________________________ and ___________________________________
A Joint Venture

(2)___________________________________________________________________(Seal)
(Name of Contractor)

________________________________________________________________________

__________________________________ By____________________________________
Witness or Attest

__________________________________ _______________________________________
Print Signer’s Name Print Signer’s Name

If a corporation, affix corporate seal:
and

(3)___________________________________________________________________(Seal)
(Name of Contractor)

___________________________________________________________________________
(Address as Prequalified)

____________________________________ By____________________________________
Witness or Attest

__________________________________ _______________________________________
 Print Signer’s Name Print Signer’s Name

If a corporation, affix corporate seal:

NOTE - AFFIDAVIT MUST BE NOTARIZED  For Line (2)    NOTE - AFFIDAVIT MUST BE NOTARIZED For Line (3)

Subscribed and sworn to before me Subscribed and sworn to before me

this the _____day of _____________, 20____. this the ____ day of ___________, 20___.

______________________________________ ___________________________________
(Signature of Notary Public & Seal) (Signature of Notary Public & Seal)

of ______________________________County. of ____________________________County.

State of _______________________________. State of ______________________________.

My Commission Expires:_________________. My Commission Expires_________________.
Signature Sheet 2 (Bid) - Joint Venture



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT, AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that
neither he, nor any official, agent or employee of the bidder has entered into any agreement, participated in any
collusion, or otherwise taken any action which is in restraint of free competitive bidding in connection with this bid,
and that the Bidder intends to do the work with its own bonafide employees or subcontractors and is not bidding for
the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the Bidder’s certification of “Status”
under penalty of perjury under the laws of the United States in accordance with the Debarment Certification
included elsewhere in the proposal form, provided that the Debarment Certification also includes any required
statements concerning exceptions that are applicable.

SIGNATURE OF CONTRACTOR
(If an individual doing business under a

firm name, use this sheet)

Name of Contractor__________________________________trading
   (Print individual name)

________________________________
Witness

and doing business as ___________________________
________________________________ (Print firm name)

Print Signer’s Name

____________________________
(Address as Prequalified)

Signature of Contractor_______________________________
(Individually)

____________________________
Print Signer’s Name

NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

_____ day of __________________, 20___.

____________________________________
(Signature of Notary Public)

of _____________________________County.

State of ______________________________.

My Commission Expires:________________

Signature Sheet 3 (Bid) - INDIVIDUAL WITH FIRM NAME



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT, AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that
neither he, nor any official, agent or employee of the bidder has entered into any agreement, participated in any
collusion, or otherwise taken any action which is in restraint of free competitive bidding in connection with this bid,
and that the Bidder intends to do the work with its own bonafide employees or subcontractors and is not bidding for
the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the Bidder’s certification of “Status”
under penalty of perjury under the laws of the United States in accordance with the Debarment Certification
included elsewhere in the proposal form, provided that the Debarment Certification also includes any required
statements concerning exceptions that are applicable.

SIGNATURE OF CONTRACTOR
(If an individual doing business in
his own name, use this sheet)

Name of Contractor_________________________________________
(Print)

___________________________________
(Address as Prequalified)

________________________________ Signature of Contractor______________________________________
Witness (Individually)

________________________________ ________________________________
Print Signer’s Name Print Signer’s Name

NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

_____ day of __________________, 20___.

____________________________________
(Signature of Notary Public)

of _____________________________County.

State of ______________________________.

My Commission Expires:________________

Signature Sheet 4 (Bid) - Individual Name



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT, AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that
neither he, nor any official, agent or employee of the bidder has entered into any agreement, participated in any
collusion, or otherwise taken any action which is in restraint of free competitive bidding in connection with this bid,
and that the bidder intends to do the work with its own bonafide employees or subcontractors and is not bidding for
the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the bidder’s certification of “Status”
under penalty of perjury under the laws of the United States in accordance with the Debarment Certification
included elsewhere in the proposal form, provided that the Debarment Certification also includes any required
statements concerning exceptions that are applicable.

SIGNATURE OF CONTRACTOR
(If a partnership, use this sheet)

______________________________________________________________________________
(Print Name of  Partnership)

____________________________________________________________________________________________
(Address as Prequalified)

_______________________________________ By_______________________________________________
Witness Partner

_______________________________________ __________________________________________
Print Signer’s Name Print Signer’s Name

NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

_____ day of __________________, 20___.

____________________________________
(Signature of Notary Public)

of _____________________________County.

State of ______________________________.

My Commission Expires:________________

Signature Sheet 5 (Bid) - Partnership



12/21/99

EXECUTION OF BID, NONCOLLUSION AFFIDAVIT, AND DEBARMENT CERTIFICATION

The person executing the bid, on behalf of the Bidder, being duly sworn, solemnly swears (or affirms) that
neither he, nor any official, agent or employee of the bidder has entered into any agreement, participated in any
collusion, or otherwise taken any action which is in restraint of free competitive bidding in connection with this bid,
and that the Bidder intends to do the work with its own bonafide employees or subcontractors and is not bidding for
the benefit of another contractor.

In addition, execution of this bid in the proper manner also constitutes the Bidder’s certification of “Status”
under penalty of perjury under the laws of the United States in accordance with the Debarment Certification
included elsewhere in the proposal form, provided that the Debarment Certification also includes any required
statements concerning exceptions that are applicable.

SIGNATURE OF CONTRACTOR
(Limited Liability Company, use this sheet)

Name of Contractor_________________________________________
(Print firm name)

____________________________
(Address as Prequalified)

Signature of Manager___________________________
(Individually)

____________________________
Print Signer’s Name

NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the 

_____ day of __________________, 20___. NOTARY SEAL

____________________________________
(Signature of Notary Public)

of _____________________________County.

State of ______________________________.

My Commission Expires:________________

Signature Sheet 6 (Bid) - LIMITED LIABILITY COMPANY



2/16/99

WBS Element: 40682

Counties:  Mecklenburg, Gaston, Cabarrus & Cleveland Counties

ACCEPTED BY THE
DEPARTMENT OF TRANSPORTATION

__________________________________________________
 Contract Officer

__________________________________________________
Date

Execution of Contract and Bonds
Approved as to Form:

_____________________________________________
Attorney General

Signature Sheet 7 (Bid - Acceptance by Department)



7/17/90

DEBARMENT CERTIFICATION OF BIDDERS

Instructions & conditions for certification

1. By signing and submitting this proposal, the bidder is providing the certification set out
below.

2. The inability of a bidder to provide the certification required below will not necessarily
result in denial of participation in this contract.  If the certification is not provided, the
bidder must submit an explanation (exception) of why it cannot provide the certification
set out below.  The certification or explanation (exception) will be considered in
connection with the Department’s determination whether to award the contract. However,
failure of the prospective bidder to furnish a certification or an explanation (exception)
may be grounds for rejection of the bid.

3. The certification in this provision is a material representation of fact upon which reliance
is placed when the Department determines whether or not to award the contract.  If it is
later determined that the bidder knowingly rendered an erroneous certification, in
addition to other remedies available to the Federal Government, the Department may
terminate this contract for cause of default.

4. The prospective bidder shall provide immediate written notice to the Department if at any
time the bidder learns that its certification was erroneous when submitted or has become
erroneous by reason of changed circumstances.

5. The terms “covered transaction,” “debarred,” “suspended,” “ineligible,” “lower tier
covered transaction,” “participant,” “person,” “primary covered transaction,” “principal,”
“proposal,” and “voluntarily excluded,” as used in this provision, have the meanings set
out in the Definitions and Coverage sections of the rules implementing Executive Order
12540.  A copy of the Federal Rules requiring this certification and detailing the
definitions and coverages may be obtained from the Contract Officer of the Department.

6. The bidder agrees by submitting this bid that, should the contract be awarded, it shall not
knowingly enter into any lower tier covered transaction with a person who is debarred,
suspended, declared ineligible, or voluntarily excluded from participation in this contract,
unless authorized by the Department.

7. The prospective bidder further agrees by submitting this proposal that it will include the
Federal-Aid Provision titled “Required Contract Provisions Federal-Aid Construction
Contract” (Form FHWA PR 1273) provided by the Department, without subsequent
modification, in all lower tier covered transactions.



8. The prospective bidder may rely upon a certification of a prospective participant in a
lower tier covered transaction that it is not debarred, suspended, ineligible, or voluntarily
excluded from the covered transaction, unless it knows that the certification is erroneous.
A participant may decide the method and frequency by which it determines the eligibility
of its principals.

9. Nothing contained in the foregoing shall be construed to require establishment of a
system of records in order to render in good faith the certification required by this
provision.  The knowledge and information of a participant is not required to exceed that
which is normally possessed by a prudent person in the ordinary course of business
dealings.

10. Except for transactions authorized under paragraph 6 of these instructions, if the
successful bidder knowingly enters into a lower tier covered transaction with a person
who is suspended, debarred, ineligible, or voluntarily excluded from participation in this
transaction, in addition to other remedies available to the Federal Government, the
Department may terminate this transaction for cause of default.



DEBARMENT CERTIFICATION

The bidder certifies to the best of its knowledge and belief, that it and its principals:

a. Are not presently debarred, suspended, proposed for debarment, declared ineligible, or
voluntarily excluded from covered transactions by any Federal department or agency;

b. Have not within a three-year period preceding this proposal been convicted of or had a
civil judgment rendered against them for commission of fraud or a criminal offense in
connection with obtaining, attempting to obtain, or performing a public (Federal, State or
local) transaction or contract under a public transaction; violation of Federal or State
antitrust statutes or commission of embezzlement, theft, forgery, bribery, falsification or
destruction of records; making false statements; or receiving stolen property;

c. Are not presently indicted for or otherwise criminally or civilly charged by a
governmental entity (Federal, State or local) with commission of any of the offenses
enumerated in paragraph b. of this certification; and

d. Have not within a three-year period preceding this proposal had one or more public
transactions (Federal, State or local) terminated for cause or default.

Where the prospective bidder is unable to certify to any of the statements in this
certification, it shall attach an explanation to this proposal.

******************************************************************************

IF AN EXPLANATION, AS PROVIDED IN THE ABOVE DEBARMENT
CERTIFICATION, HAS BEEN ATTACHED TO THE PROPOSAL, PLEASE CHECK THE
BOX SHOWN BELOW:

An explanation has been attached to the proposal.
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